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[bookmark: _Toc454818171]10.1.3.6	Mapping to physical resources
<Unchanged parts omitted>
If subframeBitmap or slotBitmap in higher layer parameter resourceReservationConfigULul-ResourceReservationConfig is configured, then in case of NPUSCH format 1 transmission associated with C-RNTI or SPS C-RNTI using UE-specific NPDCCH search space with the Resource reservation field in the DCI set to 1 including NPUSCH format 1 transmission without a corresponding NPDCCH, or in case of NPUSCH format 2 transmission associated with C-RNTI using UE-specific NPDCCH search space,
[bookmark: _Toc454818177]<Unchanged parts omitted>
10.1.4.2	Mapping to physical resources
<Unchanged parts omitted>
If subframeBitmap or slotBitmap in higher layer parameter resourceReservationConfigULul-ResourceReservationConfig is configured, then in case of NPUSCH format 1 transmission associated with C-RNTI or SPS C-RNTI using UE-specific NPDCCH search space and the Resource reservation field in the DCI is set to 1 including NPUSCH format 1 transmission without a corresponding NPDCCH, or in case of NPUSCH format 2 transmission associated with C-RNTI using UE-specific NPDCCH search space,
[bookmark: _Toc454818195]<Unchanged parts omitted>
10.2.3.4	Mapping to resource elements
<Unchanged parts omitted>
If subframeBitmap or slotBitmap in higher layer parameter resourceReservationConfigDLdl-ResourceReservationConfig is configured, then in case of NPDSCH transmission associated with C-RNTI using UE-specific NPDCCH search space with the Resource reservation field in the DCI set to 1,
[bookmark: _Toc454818206]<Unchanged parts omitted>
10.2.5.5	Mapping to resource elements
<Unchanged parts omitted>
If subframeBitmap or slotBitmap in higher layer parameter resourceReservationConfigDLdl-ResourceReservationConfig is configured, then in case of NPDCCH transmission associated with C-RNTI or SPS C-RNTI using UE-specific NPDCCH search space,
<Unchanged parts omitted>

