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	Reason for change:
	In TS 38.215, in the sentence “CSI reference signals transmitted on all configured antenna ports can be used for CSI-SINR determination”, it is unclear whether it means that all of the antenna ports configured for the UE can be used for CSI-SINR determination, or all of the antenna ports of the CSI-RS resource are used for CSI-SINR determination.

	
	

	Summary of change:
	Clarify that only antenna ports 3000 and 3001 can be used for L1-SINR.
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	TS 38.214 and TS 38.215 are not aligned.
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	Definition
	CSI signal-to-noise and interference ratio (CSI-SINR), is defined as the linear average over the power contribution (in [W]) of the resource elements carrying CSI reference signals divided by the linear average of the noise and interference power contribution (in [W]). If CSI-SINR is used for L1-SINR reporting with dedicated interference measurement resources, the interference and noise is measured over resource(s) indicated by higher layers as described in TS 38.214 [6]. Otherwise, the interference and noise are measured over the resource elements carrying CSI reference signals reference signals within the same frequency bandwidth.

For CSI-SINR determination CSI reference signals transmitted on antenna port 3000 according to TS 38.211 [4] shall be used. If CSI-SINR is used for L1-SINR, CSI reference signals transmitted on all configured antenna ports 3000, 3001 can be used for CSI-SINR determination.

For intra-frequency CSI-SINR measurements not used for L1-SINR reporting, if the measurement gap is not configured, UE is not expected to measure the CSI-RS resource(s) outside of the active downlink bandwidth part.

For frequency range 1, the reference point for the CSI-SINR shall be the antenna connector of the UE. For frequency range 2, CSI-SINR shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch. For frequency range 1 and 2, if receiver diversity is in use by the UE, the reported CSI-SINR value shall not be lower than the corresponding CSI-SINR of any of the individual receiver branches.

	Applicable for
	If CSI-SINR is used for L1-SINR,
RRC_CONNECTED intra-frequency.

Otherwise,
RRC_CONNECTED intra-frequency,
RRC_CONNECTED inter-frequency



