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	Reason for change:
	It is unspecified which sidelink DM-RS symbol is used for determination of for sidelink PT-RS. In NR Uu, the first DMRS symbol is used for  determination. However, in NR sidelink, such a definition is ambiguous since the first indicated DMRS symbol can be punctured by PSCCH or not mapped due to the 20 PRBs constraint for FMDed DMRS and PSCCH. 
In RAN1#102-e, it was clarified that 2nd-stage SCI is mapped from the first transmitted PSSCH DMRS symbol. Since 2nd-stage SCI is always transmitted together with PSSCH, the same can be done for the referencing of PT-RS to the DM-RS symbol transmitted in the first symbol of the 2nd-stage SCI.

	
	

	Summary of change:
	Specify that  for sidelink PT-RS is the sidelink DM-RS sequence in the first transmitted symbol of the 2nd-stage SCI.

	
	

	Consequences if not approved:
	Incomplete specification for sidelink PT-RS sequence generation. If the change is not approved, a UE does not know which PSSCH DMRS symbol is used to determine PT-RS.

	
	

	Clauses affected:
	8.4.1.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


[bookmark: _Toc29326627][bookmark: _Toc29327777][bookmark: _Toc19798677][bookmark: _Toc446967021]<Unchanged parts are omitted>
[bookmark: _Toc29230464][bookmark: _Toc36026723][bookmark: _Toc45107562]8.4.1.2.1	Sequence generation 
The precoded sidelink phase-tracking reference signal for subcarrier  on layer  is given by

where
-	antenna ports  or  associated with PT-RS transmission are given by clause 8.2.3 of [6, TS 38.214];
-	 is given by clause 8.4.1.1.1 at the position of a the DM-RS symbol transmitted in the first symbol of the 2nd-stage SCI as described in clause 8.3.1.5.
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