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1. Introduction

In this contribution, some remaining issues regarding NR-U downlink signals and channels are discussed.
2. Discussion and Text Proposal
In RAN1#102e meeting [1], there was a clarification on the search space switch trigger bit in DCI 2_0. The common understanding is that the 1-bit trigger bit is reserved for a serving cell or for a set of serving cells if cell group is configured. However, this was not clear enough in the current TS 38.213 in section 11.1.1. We think this should be clearly explained in the specification. Although some companies in the email discussion believe that a set of serving cells does not need to be explicitly mentioned, and when the cell group is configured, the ‘a serving cell’ can just be simply replaced with ‘a set of serving cells’. We think that this make cause confusion, since in the other places of the spec, there were explicit mentions about these two cases, among which one example is given below
	10.4
Search space set group switching

<omitted>

A UE determines a slot and a symbol in the slot to start or stop PDCCH monitoring according to search space sets for a serving cell for which the UE is provided searchSpaceGroupIdList-r16 or, if provided, a set of serving cells provided by searchSpaceSwitchingGroupList-r16, based on the smallest SCS configuration [image: image2.png]


 among all configured DL BWPs in the serving cell or the set of serving cells and, if any, in the serving cell where the UE receives a PDCCH and detects a corresponding DCI format 2_0 triggering the start or stop of PDCCH monitoring according to search space sets.




Therefore, we propose to have a unified implementation, in order to avoid potential confusion causing to the readers who are not deeply involved in the discussion. 

Our proposed TP is as following

----------------TP1 for TS 38.213 section 11.1.1--------------------

11.1.1 UE procedure for determining slot format

<omit unrelated text>
- a location of a search space set group switching flag field in DCI format 2_0, by SearchSpaceSwitchTrigger-r16, that indicates a group from two groups of search space sets for PDCCH monitoring for scheduling on the serving cell or the set of serving cells, provided by CellGroupsForSwitching-r16, as described in Clause 10.4.

----------------------END of the TP1-------------------------------------------
Proposal 1: adopt the above TP to avoid the inconsistency in TS38.213 for the cell group configured cases. 

3. Conclusion
In this contribution, some remaining issues regarding NR-U downlink signals and channels are discussed. The following proposal was made.

Proposal 1: adopt the above TP to avoid the inconsistency in TS38.213 for the cell group configured cases. 
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