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1. Overall Description:
RAN1 thanks RAN2 for the LS and sharing the latest progress in RAN2 on cell-grouping UE capability for synchronous NR-DC. Regarding to RAN2’s questions to RAN1, the following includes RAN1’s answers.


[bookmark: _Hlk49690202]Q:  RAN2 would like to request RAN1 and RAN4 to review the views expressed in RAN2 on cell grouping UE capability signaling for synchronous NR-DC and provide their view on the need of cell grouping UE capability signaling, including the need of differentiation between MCG and SCG.
Answer: From RAN1 perspective, it is necessary to introduce cell grouping UE capability signalling and differentiation between MCG and SCG for synchronous NR-DC. The following interpretations from RAN2 match RAN1’s understanding: 
· NR supports FR2 (which is different from LTE)
· The UE may not support FR2 MCG and thus there might be need to indicate whether FR2 MCG is supported in NR-DC if RAN4 has such potential band combinations.
· The UE may not support FR1-FR2 CA and thus there might be need to differentiate whether it is a FR1-FR2 CA or a FR1-FR2 DC.
· The UE may not support inter-CG power sharing for a given frequency range.
· The UE may not support PUCCH group across serving cells with different numerologies.

2. Actions:
To RAN2:
RAN1 kindly asks RAN2 to take the above response into account for the corresponding future works.

3. Date of Next RAN1 Meetings:
TSG-RAN WG1 Meeting 104e 	25 January – 05 February 2020		e-Meeting
