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This contribution summarizes the discussions and proposals in AI 7.2.11 regarding UE features for NR positioning.
Based on the discussions summarized in Section 2, followings are parts of the suggested email discussions/approvals for AI 7.2.11. 
Initial FL proposal of email discussion/approval:
Email discussion/approval on UE features for NR positioning (26th Oct – 29th Oct)
· Whether band combination fallback is allowed for FG13-2b/3b/4b or not
· Whether or not to clarify the reporting behabior for common PRS capabilities such as FG13-1/1a/7/7a/18 by adding a note
· Whether FGs related to DL PRS is applicable to unlicensed bands for this release or not


Companies are encouraged to check above FL proposal and to provide feedback if any in below.
	Company
	Comment

	Nokia, NSB
	It is fine to discuss issues #1 and #3, but issue #2 is a protocol optimization aspect that should be discussed directly in RAN2.

	OPPO
	We do not support to dicuss Issue #2. Reporing which one or onces shall be left for UE implementation. 
It is ok to dicuss issues #1/#3.

	Huawei/HiSilicon
	We support to discuss all three issues.
For Issue #2, we would like to clarify that UE shall not report different values for those common capabilities for the cases when multiple positioning capabilities are reported. One simple way is to limit the reporting to only one of the methods.

	Qualcomm
	For Issue #1, we find it clear from the previous agreement that was pointed out below; the proposal is just a signaling optimization, which may come with reducing some flexibility for the UE (if there is no further ASN.1 change). For example, with the current agreement, a UE can say that it supports a feature for A+B, but not in B. With the optimization, this does not seem to be possible unless we change LPP ASN.1 right? Also, this topic is about potential capability overhead reduction; which should be discussed in RAN2 if indeed there is such problem for LPP. 

We are supportive of discussing Issue #2. We are worried that it may create confusion by looking at the replies from Nokia and OPPO. It should be clear that at least for the 13-1 and 13-1a, the capabilities are defined “across methods”, so how would it make sense for the UE to report different capabilities for different methods? Can Nokia and OPPO clarify this? Do we have the same understanding that these capabilities (at leas 13-1 and 13-1a) are supposed to be applicable “across all methods”?

With regards to Issue 3, there is nothing to dicsuss. The feature is supported in the bands that the UE reports its capabilities (licensed and unlicised bands). 

	Moderator
	Thank you very much for the feedbacks.
Current situation is as below, and we need more views from other companies. 
· Discussion point #1
· Support to discuss: Nokia, NSB, OPPO, HW, HiSi, Apple
· Not support to discuss: QCM
· Discussion point #2
· Support to discuss: HW, HiSi, QCM, Apple
· Not support to discuss: Nokia, NSB, OPPO
· Discussion point #3
· Support to discuss: Nokia, NSB, OPPO, HW, HiSi, Apple
· Not support to discuss: QCM

	Apple
	For Dis. Point #1, we are ok to further discuss based on the Note that we agreed in 102e, and mentioned below, although given the agreed “Note”, we do not see an issue here.
For Dis. Point #2, we support further clarification, especially for 13-7, 13-7a and 13-18 (13-1 and 13-1a are already enough clear).
For Dis. Point#3, ok to discuss.

	Moderator
	Thank you very much for further feedback.
Unfortunately, there seems no consensus on all the discussion points. So, the FL proposal is to have no email discussion/approval on UE features for positioning in RAN1#103-e, and interested companies are encouraged to discuss the necessity of proposed discussion points via offline towards next meeting if necessary.

	Huawei/HiSilicon
	For DP#1, we asked RAN2 to capture the agreed “Note” in their specification last meeting, but RAN2 rapporteur insisted that that it was common understanding that the feature not reported on the band/BC is not supported on the band/BC, and refused to capture the note. However, according to our understanding, it was also common understanding in RAN2 that fallback BC is supported in capability report. Is it a signaling optimization in RAN2, I guess sort of; but the signaling itself per BC was motivated by RAN1, and without RAN1 input, the default RAN2 understanding may be contradictory to RAN1, which is why we request the company objecting to this DP to have a second thought.
· For example, can it be agreed in RAN1 that it is a valid UE capability that does not support band B, but support the BC A+B?
For DP#2, can companies agree that there is an issue, regardless of what solution Huawei/HiSilicon proposed in the t-doc? We wonder at least capabilities that are common across all positioning methods should be clarified in RAN1, and ask RAN2 to resolve the issue on reporting optimization.
For DP#3, following RAN guidance, we think supporting DL PRS transmission/reception on unlicensed bands needs further clarification, especially for the case of LBT mode at gNB side, which perhaps needs update to 37.213.

The current situation is that there is no quick turn-around and exchange of views via email, which is unlike the face-to-face meeting. We are not sure if the objection persists after further effort/comment on clarification and movitation to carry out the discussion, and we do appreciate companies to be constructive at this meeting and not to postpone the discussion to future meetings.



Based on the above preparation phase email discussion, there seems no consensus on all the proposed discussion points, and hence the FL proposal is to have no email discussion/approval on UE features for positioning in RAN1#103-e.



- 3/23 -
1. 
Discussion on NR Rel-16 UE features

Reporting behavior for FG13-2b/3b/4b
	13. NR Positioning
	13-2b
	DL PRS Resources for DL AoD on a band combination
	1. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1-only. 
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR1 only BC.
2. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2-only.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR2 only BC
3. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1 in FR1/FR2 mixed operation.
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
4. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2 in FR1/FR2 mixed operation.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
	13-1
	No
	N/A
	
	Per BC
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

the reported value is the total number across all bands in the corresponding BC

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-3b
	DL PRS Resources for DL-TDOA on a band combination
	1. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1-only. 
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR1 only BC.
2. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2-only.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR2 only BC
3. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1 in FR1/FR2 mixed operation.
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
4. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2 in FR1/FR2 mixed operation.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
	13-1
	No
	N/A
	
	Per BC
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

the reported value is the total number across all bands in the corresponding BC

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-4b
	DL PRS Resources for Multi-RTT on a band combination
	1. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1-only. 
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR1 only BC.
2. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2-only.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR2 only BC
3. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1 in FR1/FR2 mixed operation.
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
4. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2 in FR1/FR2 mixed operation.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
	13-1
	No
	N/A
	
	Per BC
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

the reported value is the total number across all bands in the corresponding BC

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling



Following proposals are made in contributions.
	[2]
	In RRC-based capability exchange, per BC capability is defined as the capability associated with a given band combination for CA or MR-DC, which for CA can be intra-band contiguous CA, intra-band non-contiguous CA, or inter-band CA. The UE capabilities can be reported via ca-ParametersNR for NR. Now that in LPP-based capability exchange as in TS 37.355, we also have capabilities reported per BC, e.g. DL-PRS-ResourcesBandCombination.
DL-PRS-ResourcesBandCombination-r16 ::=	SEQUENCE {
	bandList-r16							SEQUENCE (SIZE (1..maxSimultaneousBands-r16)) OF 
															FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-r16	
											CHOICE {
		fr1-Only-r16							ENUMERATED {n6, n24, n64, n128, n192, 
															n256, n512, n1024, n2048},
		fr2-Only-r16							ENUMERATED {n24, n64, n96, n128, n192,
															 n256, n512, n1024, n2048},
		fr1-FR2Mix-r16							SEQUENCE {
			fr1-r16									ENUMERATED {n6, n24, n64, n96, n128, 
																n192, n256, n512, n1024, n2048},
			fr2-r16									ENUMERATED {n24, n64, n96, n128, n192,
																 n256, n512, n1024, n2048},
			...
			},
		...
		},
	...

The difference between RRC-based BC and LPP-based BC includes
· RRC-based BC is used for SCell, which means that there should be a carrier on a band to “activate” the capability on the band, while LPP-based BC does not have to be associated with an SCell.
· RRC-based BC has CA bandwidth class associated with each band in the BC, and takes into account the intra-band contiguous CCs, while LPP-based BC does not have such detail information.
Despite the discrepancies, they share similar problem for the exponential growth of number of BCs to report. 
[bookmark: _Ref51678466]To resolve this, fallback BC is generally used as defined in TS 38.306 for RRC-based capability exchange, and explicit omission is mentioned in the spec. 
	Fallback band combination: A band combination that would result from another band combination by releasing at least one SCell or uplink configuration of SCell, or SCG. An intra-band non-contiguous band combination is not considered to be a fallback band combination of an intra-band contiguous band combination.



	supportedBandCombinationList
Defines the supported NR and/or MR-DC band combinations by the UE. For each band combination the UE identifies the associated feature set combination by featureSetCombinations index referring to featureSetCombination. A fallback band combination resulting from the reported CA and MR-DC band combination is not signalled but the UE shall support it. For intra-band non-contiguous CA band combinations, the UE only includes one band combination, and exclude the others for which the presence of uplink CA bandwidth class in the band combination entry is different. One band combination entry can also indicate support of any other possible permutations in the presence of uplink CA bandwidth class where a paired downlink CA bandwidth class is the same or where the number of UL CCs is smaller than the one of paired DL CCs expressed by the CA bandwidth class, as specified in TS 36.306 [15]. For these band combinations not included in the capability, the supported feature set is the same as the ones for the band combination included in the UE capability.
	UE
	Yes
	No
	No



The fallback BC allows the operations such that UE only reports its capability on a superset band combination e.g. A+B+C, and network assumes that UE supports the feature on any of the subset thereof, e.g. A+B, B+C, A+C, A, B, C.
However, when we design the LPP capability signaling, it is not clear whether such an operation of fallback BC is supported, and clearly the definition in 38.306 for the fallback band combination cannot be directly used for LPP, simply because PRS does not have to be received on an SCell.
In addition, we agreed the following Note in previous RAN1#102-e meeting, which implies that fallback BC is not considered in the context.
	· Add the following Note in FG 13-1, 13-2a, 13-2b, 13-3a, 13-3b, 13-4a, 13-4b:
· Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.



Considering the further room of signaling optimization without ASN.1 change, we would like to propose the following alternatives on clarifications on the fallback operation for LPP-based capability exchange.
Proposal NR-Pos-1: Clarify the following reporting behavior for FG13-2b, FG13-3b, and FG13-4b that
· Alt. 1 Band combination fallback is allowed.
· UE capability signaling on a superset BC applies to any subset BC thereof.
· UE shall not report the capability for the subset BC if the capability is the same as the superset BC.
· Note: For FR1/FR2 mixed operation, the capability applies to the subset BC within each FR.
· Note: If the capability on a subset BC is different from that on the superset BC, UE may report the subset BC individually.
· Alt. 2 Band combination fallback is not allowed.
· UE capability signaling on a superset BC does not apply to any subset BC thereof.
· Networks assume that UE does not support PRS on a BC if UE does not include the BC in the capability signaling.



Discussion point #1
· Whether band combination fallback is allowed for FG13-2b/3b/4b or not


Clarification on reporting behavior for common PRS capabilities
	13. NR Positioning
	13-1
	Common DL PRS Processing Capability
	1. Maximum DL PRS bandwidth in MHz, which is supported and reported by UE.
a)	FR1 bands: {5, 10, 20, 40, 50, 80, 100}
b)	FR2 bands: {50, 100, 200, 400}

2. DL PRS buffering capability: Type 1 or Type 2
a) Type 1 – sub-slot/symbol level buffering
b) Type 2 – slot level buffering

3. Duration of DL PRS symbols N in units of ms a UE can process every T ms assuming maximum DL PRS bandwidth in MHz, which is supported and reported by UE.
a) T: {8, 16, 20, 30, 40, 80, 160, 320, 640, 1280} ms
b) N: {0.125, 0.25, 0.5, 1, 2, 4, 6, 8, 12, 16, 20, 25, 30, 32, 35, 40, 45, 50} ms


4. Max number of DL PRS resources that UE can process in a slot under it
a. FR1 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 15kHz, 30kHz, 60kHz
b. FR2 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 60kHz, 120kHz

Note: The above parameters are reported assuming a configured measurement gap and a maximum ratio of measurement gap length (MGL) / measurement gap repetition period (MGRP) of no more than 30%.

	
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

Notes for component 3:
a.UE reports one combination of (N, T) values per band, where N is a duration of DL PRS symbols in ms processed every T ms for a given maximum bandwidth (B) in MHz supported by UE
b.UE is not expected to support DL PRS bandwidth that exceeds the reported DL PRS bandwidth value
c.UE DL PRS processing capability is defined for a single positioning frequency layer. UE capability for simultaneous DL PRS processing across positioning frequency layers is not supported in Rel.16 (i.e. for a UE supporting multiple positioning frequency layers, a UE is expected to process one frequency layer at a time)
d.UE DL PRS processing capability is agnostic to DL PRS comb factor configuration
e.The reporting of (N, T) values for maximum BW in MHz is not dependent on SCS

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-1a
	Max number of positioning frequency layers UE supports across all positioning methods across all bands
	Max number of positioning frequency layers UE supports across all positioning methods across all bands
Values: {1, 2, 3, 4}
	
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.

	Optional with capability signaling

	13. NR Positioning
	13-7
	Support of SSB from neighbor cell as QCL source of a DL PRS
	1. Support of SSB from neighbor cell as QCL source of a DL PRS
· Support of reuse SSB measurement from RRM for receiving PRS
Note: Refers to Type-C for FR1 and Type-C & Type-D support for FR2
	13-1
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-7a
	Support of DL PRS from serving/neighbor cell as QCL source of a DL PRS
	1. Support of DL PRS from serving/neighbor cell as QCL source of a DL PRS
Note: Refers to Type-D support for FR2
	13-1
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

DL PRSs are in the same band
	Optional with capability signaling

	13. NR Positioning
	13-18
	Support of parallel processing of LTE PRS and NR PRS
	1. Support of parallel processing of LTE PRS and NR PRS
	
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported
	Optional with capability signaling



Following proposal is made in a contribution.
	[2]
	In RAN1 UE feature discussion, we have FG13-1, FG13-1a, FG13-7, FG13-7a, and FG13-18 as common UE capability across positioning methods (DL-AoD, DL-TDOA, Multi-RTT). However, currently in LPP, they are included in each positioning method. It may be wrong interpreted by the UE that UE may report different capabilities for those FGs in the multiple positioning methods, which should not be allowed.
	13. NR Positioning
	13-1
	Common DL PRS Processing Capability
	1. Maximum DL PRS bandwidth in MHz, which is supported and reported by UE.
a)	FR1 bands: {5, 10, 20, 40, 50, 80, 100}
b)	FR2 bands: {50, 100, 200, 400}

1. DL PRS buffering capability: Type 1 or Type 2
1. Type 1 – sub-slot/symbol level buffering
1. Type 2 – slot level buffering

1. Duration of DL PRS symbols N in units of ms a UE can process every T ms assuming maximum DL PRS bandwidth in MHz, which is supported and reported by UE.
1. T: {8, 16, 20, 30, 40, 80, 160, 320, 640, 1280} ms
1. N: {0.125, 0.25, 0.5, 1, 2, 4, 6, 8, 12, 16, 20, 25, 30, 32, 35, 40, 45, 50} ms


1. Max number of DL PRS resources that UE can process in a slot under it
8. FR1 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 15kHz, 30kHz, 60kHz
8. FR2 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 60kHz, 120kHz

Note: The above parameters are reported assuming a configured measurement gap and a maximum ratio of measurement gap length (MGL) / measurement gap repetition period (MGRP) of no more than 30%.


	13. NR Positioning
	13-1a
	Max number of positioning frequency layers UE supports across all positioning methods across all bands
	Max number of positioning frequency layers UE supports across all positioning methods across all bands
Values: {1, 2, 3, 4}

	13. NR Positioning
	13-7
	Support of SSB from neighbor cell as QCL source of a DL PRS
	1. Support of SSB from neighbor cell as QCL source of a DL PRS
2. Support of reuse SSB measurement from RRM for receiving PRS
Note: Refers to Type-C for FR1 and Type-C & Type-D support for FR2

	13. NR Positioning
	13-7a
	Support of DL PRS from serving/neighbor cell as QCL source of a DL PRS
	1. Support of DL PRS from serving/neighbor cell as QCL source of a DL PRS
Note: Refers to Type-D support for FR2

	13. NR Positioning
	13-18
	Support of parallel processing of LTE PRS and NR PRS
	1. Support of parallel processing of LTE PRS and NR PRS



To resolve this, we propose to clarify the reporting behaviour by adding the Note.
Proposal NR-Pos-2: Add the following Note for the FG 13-1, FG13-1a, FG13-7, FG13-7a, and FG13-18.
· Note: UE needs to include the capabilities in only one of the IEs NR-DL-TDOA-ProvideCapabilities, NR-DL-AoD-ProvideCapabilities, and NR-Multi-RTT-ProvideCapabilities, for the cases when capabilities of multiple positioning methods are reported.



Discussion point #2
· Whether or not to clarify the reporting behabior for common PRS capabilities such as FG13-1/1a/7/7a/18 by adding a note


Applicability of positioning UE features on unlicensed bands

Following proposal is made in a contribution.
	[2]
	For DL part, from channel access definition, it is unclear whether Cat 2 LBT or Cat 4 LBT should be applied to PRS transmission, and clearly PRS is not categorized as either discovery burst or unicast data. In addition, PRS transmission on unlicensed bands is not supposed to be overlapping between TRPs, which is different from the common assumption for licensed bands.
For UL part, SRS transmission is OK for unlicensed spectrum.
Proposal NR-Pos-3: FGs related to DL PRS is not applicable to unlicensed bands for this release.



Discussion point #3
· Whether FGs related to DL PRS is applicable to unlicensed bands for this release or not



Conclusion
Based on the email discussion in preparation phase, it was agreed to have no email discussion for UE features for positioning in RAN1#103-e.
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[2]	R1-2008333	Remaining details of Rel-16 NR UE features	Huawei, HiSilicon
Appendix: UE features list for NR positioning in [1]
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
( 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	13. NR Positioning
	13-1
	Common DL PRS Processing Capability
	1. Maximum DL PRS bandwidth in MHz, which is supported and reported by UE.
a)	FR1 bands: {5, 10, 20, 40, 50, 80, 100}
b)	FR2 bands: {50, 100, 200, 400}

2. DL PRS buffering capability: Type 1 or Type 2
e) Type 1 – sub-slot/symbol level buffering
f) Type 2 – slot level buffering

3. Duration of DL PRS symbols N in units of ms a UE can process every T ms assuming maximum DL PRS bandwidth in MHz, which is supported and reported by UE.
e) T: {8, 16, 20, 30, 40, 80, 160, 320, 640, 1280} ms
f) N: {0.125, 0.25, 0.5, 1, 2, 4, 6, 8, 12, 16, 20, 25, 30, 32, 35, 40, 45, 50} ms


4. Max number of DL PRS resources that UE can process in a slot under it
a. FR1 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 15kHz, 30kHz, 60kHz
b. FR2 bands: {1, 2, 4, 6, 8, 12, 16, 24, 32, 48, 64} for each SCS: 60kHz, 120kHz

Note: The above parameters are reported assuming a configured measurement gap and a maximum ratio of measurement gap length (MGL) / measurement gap repetition period (MGRP) of no more than 30%.

	
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

Notes for component 3:
a.UE reports one combination of (N, T) values per band, where N is a duration of DL PRS symbols in ms processed every T ms for a given maximum bandwidth (B) in MHz supported by UE
b.UE is not expected to support DL PRS bandwidth that exceeds the reported DL PRS bandwidth value
c.UE DL PRS processing capability is defined for a single positioning frequency layer. UE capability for simultaneous DL PRS processing across positioning frequency layers is not supported in Rel.16 (i.e. for a UE supporting multiple positioning frequency layers, a UE is expected to process one frequency layer at a time)
d.UE DL PRS processing capability is agnostic to DL PRS comb factor configuration
e.The reporting of (N, T) values for maximum BW in MHz is not dependent on SCS

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-1a
	Max number of positioning frequency layers UE supports across all positioning methods across all bands
	Max number of positioning frequency layers UE supports across all positioning methods across all bands
Values: {1, 2, 3, 4}
	
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.

	Optional with capability signaling

	13. NR Positioning
	13-2
	DL PRS Resources for DL AoD
	1. Max number of DL PRS Resource Sets per TRP per frequency layer supported by UE.
Values = {1, 2}
2. Max number of TRPs across all positioning frequency layers per UE. 
Values = {4, 6, 12, 16, 24, 32, 64, 128, 256}
3. Max number of positioning frequency layers UE supports
Values = {1, 2, 3, 4}
	13-1
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.

	Optional with capability signaling

	13. NR Positioning
	13-2a
	DL PRS Resources for DL AoD on a band
	1. Max number of DL PRS Resources per DL PRS Resource Set 
Values = {2, 4, 8, 16, 32, 64}
Note: 16, 32, 64 are only applicable to FR2 bands
2. Max number of DL PRS Resources per positioning frequency layer. 
Values = {6, 24, 32, 64, 96, 128, 256, 512, 1024}
Note: 6 is only applicable to FR1 bands
	13-1
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-2b
	DL PRS Resources for DL AoD on a band combination
	1. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1-only. 
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR1 only BC.
2. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2-only.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR2 only BC
3. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1 in FR1/FR2 mixed operation.
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
4. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2 in FR1/FR2 mixed operation.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
	13-1
	No
	N/A
	
	Per BC
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

the reported value is the total number across all bands in the corresponding BC

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-3
	DL PRS Resources for DL-TDOA
	1. Max number of DL PRS Resource Sets per TRP per frequency layer supported by UE.
Values = {1, 2}
2. Max number of TRPs across all positioning frequency layers per UE. 
Values = {4, 6, 12, 16, 24, 32, 64, 128, 256}
3. Max number of positioning frequency layers UE supports
Values = {1, 2, 3, 4}
	13-1
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.

	Optional with capability signaling

	13. NR Positioning
	13-3a
	DL PRS Resources for DL-TDOA on a band
	1. Max number of DL PRS Resources per DL PRS Resource Set 
Values = {1, 2, 4, 8, 16, 32, 64}
Note: 16, 32, 64 are only applicable to FR2 bands
2. Max number of DL PRS Resources per positioning frequency layer. 
Values = {6, 24, 32, 64, 96, 128, 256, 512, 1024}
Note: 6 is only applicable to FR1 bands
	13-1
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-3b
	DL PRS Resources for DL-TDOA on a band combination
	1. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1-only. 
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR1 only BC.
2. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2-only.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR2 only BC
3. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1 in FR1/FR2 mixed operation.
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
4. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2 in FR1/FR2 mixed operation.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
	13-1
	No
	N/A
	
	Per BC
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

the reported value is the total number across all bands in the corresponding BC

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-4
	DL PRS Resources for Multi-RTT
	1. Max number of DL PRS Resource Sets per TRP per frequency layer supported by UE.
Values = {1, 2}
2. Max number of TRPs across all positioning frequency layers per UE. 
Values = {4, 6, 12, 16, 24, 32, 64, 128, 256}
3. Max number of positioning frequency layers UE supports
Values = {1, 2, 3, 4}
	13-1
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.

	Optional with capability signaling

	13. NR Positioning
	13-4a
	DL PRS Resources for Multi-RTT on a band
	1. Max number of DL PRS Resources per DL PRS Resource Set 
Values = {1, 2, 4, 8, 16, 32, 64}
Note: 16, 32, 64 are only applicable to FR2 bands
2. Max number of DL PRS Resources per positioning frequency layer. 
Values = {6, 24, 32, 64, 96, 128, 256, 512, 1024}
Note: 6 is only applicable to FR1 bands
	13-1
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-4b
	DL PRS Resources for Multi-RTT on a band combination
	1. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1-only. 
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR1 only BC.
2. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2-only.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for FR2 only BC
3. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR1 in FR1/FR2 mixed operation.
Values = {6, 24, 64, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
4. Max number of DL PRS Resources supported by UE across all frequency layers, TRPs and DL PRS Resource Sets for FR2 in FR1/FR2 mixed operation.
Values = {24, 64, 96, 128, 192, 256, 512, 1024, 2048}
Note this is reported for BC containing FR1 and FR2 bands
	13-1
	No
	N/A
	
	Per BC
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

the reported value is the total number across all bands in the corresponding BC

Note: if the UE does not indicate this capability for a band or band combination, the UE does not support this positioning method in this band or band combination.
	Optional with capability signaling

	13. NR Positioning
	13-5
	DL PRS Measurement Report for DL-AoD
	1. Max number of DL PRS RSRP measurements on different PRS resources from the same TRP supported by the UE 
Values = {1, 2, 3, 4, 5, 6, 7, 8}
	13-2,
	No
	N/A
	
	Per UE
	No
	Yes
	N/A
	Need for location server to know if the feature is supported.

the number of RSRP measurement on a particular band is also upper bounded by the number of resources per set supported by UE reported per band
	Optional with capability signaling

	13. NR Positioning
	13-6
	DL PRS Measurement Report for DL-TDOA
	1. DL RSTD measurements per pair of TRPs. Values = {1, 2, 3, 4}
2. Support DL PRS-RSRP measurements. Values = {0, 1}
	13-3
	No
	N/A
	
	Per UE
	No
	Yes
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-7
	Support of SSB from neighbor cell as QCL source of a DL PRS
	1. Support of SSB from neighbor cell as QCL source of a DL PRS
· Support of reuse SSB measurement from RRM for receiving PRS
Note: Refers to Type-C for FR1 and Type-C & Type-D support for FR2
	13-1
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-7a
	Support of DL PRS from serving/neighbor cell as QCL source of a DL PRS
	1. Support of DL PRS from serving/neighbor cell as QCL source of a DL PRS
Note: Refers to Type-D support for FR2
	13-1
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

DL PRSs are in the same band
	Optional with capability signaling

	13. NR Positioning
	13-8
	SRS Resources for Positioning
	1. Max number of SRS Resource Sets for positioning supported by UE per BWP. 
Values = {1, 2, 4, 8, 12, 16}.
2. Max number of P/SP/AP SRS Resources for positioning per BWP.
Values = {1,2,4,8,16,32,64}
3. Max number of P/SP/AP SRS Resources including the SRS resources for positioning per BWP per slot.
Values = {1, 2, 3, 4, 5, 6, 8, 10, 12, 14}
Note: Max number of P/SP/AP SRS Resources in Component 3 include both SRS resources configured by SRS-Resource and SRS resources configured by SRS-PosResource-r16 supported by UE
4. Max number of periodic SRS Resources for positioning per BWP.
 Values = {1,2,4,8,16,32,64}
5. Max number of periodic SRS Resources for positioning per BWP per slot. 
Values = {1,2,3,4,5,6,8,10,12,14}

OLPC for SRS for positioning based on SSB from serving cell is part of FG13-8
Note: no dedicated capability signaling is intended for this component
	
	Yes
	N/A
	
	Per FS

Note: Per FS is selected because similar capability was reported per FS (in FeatureSetUplink) in Rel-15
	N/A
	N/A
	N/A
	Note: if the UE does not indicate this capability for a band in a band combination, the UE does not support SRS for Positioning in this band in the band combination.
· UE not supporting FG13-8 does not support FG13-8a or FG13-8b in the band in the band combination.
· The same approach is applicable to FG13-8c, FG13-8d, and FG13-8e.
	Optional with capability signaling

	13. NR Positioning
	13-8a
	Support of Aperiodic SRS Resources for positioning
	1. Max number of aperiodic SRS Resources for positioning per BWP.
Values = {1,2,4,8,16,32,64}
2. Max number of aperiodic SRS Resources for positioning per BWP per slot.
 Values = {1,2,3,4,5,6,8,10,12,14}
	13-8
	Yes
	N/A
	
	Per FS

Note: Per FS is selected because similar capability was reported per FS (in FeatureSetUplink) in Rel-15
	N/A
	N/A
	N/A
	
	Optional with capability signaling

	13. NR Positioning
	13-8b
	Support of Semi-persistent SRS Resources for positioning
	1. Max number of semi-persistent SRS Resources for positioning supported by UE per BWP.
Values = {1,2,4,8,16,32,64}
2. Max number of semi-persistent SRS Resources for positioning supported by UE per BWP per slot.
Values = {1,2,3,4,5,6,8,10,12,14}
	13-8
	Yes
	N/A
	
	Per FS

Note: Per FS is selected because similar capability was reported per FS (in FeatureSetUplink) in Rel-15
	N/A
	N/A
	N/A
	
	Optional with capability signaling

	13. NR Positioning
	13-8c
	SRS Resources for Positioning
	1. Max number of SRS Resource Sets for positioning supported by UE per BWP. 
Values = {1, 2, 4, 8, 12, 16}.
2. Max number of P/SP/AP SRS Resources for positioning per BWP.
Values = {1,2,4,8,16,32,64}
3. Max number of periodic SRS Resources for positioning per BWP.
Values = {1,2,4,8,16,32,64}

	13-8
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported

UE only reports the number on bands for the current configured CA band combination.
	Optional with capability signaling

	13. NR Positioning
	13-8d
	Support of Aperiodic SRS Resources for positioning
	1. Max number of aperiodic SRS Resources for positioning per BWP.
Values = {1,2,4,8,16,32,64}

	13-8a, 13-8c
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

UE only reports the number on bands for the current configured CA band combination.
	Optional with capability signaling

	13. NR Positioning
	13-8e
	Support of Semi-persistent SRS Resources for positioning
	1. Max number of semi-persistent SRS Resources for positioning supported by UE per BWP.
Values = {1,2,4,8,16,32,64}

	13-8b,13-8c
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.

UE only reports the number on bands for the current configured CA band combination.
	Optional with capability signaling

	13. NR Positioning
	13-9
	OLPC for SRS for positioning based on PRS from the serving cell
	1. OLPC for SRS for positioning based on PRS from the serving cell in the same band
	13-1 and 13-8
	Yes
	N/A
	
	Per band
	N/A
	N/A
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
	Optional with capability signaling

	13. NR Positioning
	13-9a
	OLPC for SRS for positioning based on SSB from neighbouring cells
	1. OLPC for SRS for positioning based on SSB from neighbouring cells in the same band
	13-8
	Yes
	N/A
	
	Per band
	N/A
	N/A
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
	Optional with capability signaling

	13. NR Positioning
	13-9b
	OLPC for SRS for positioning based on PRS from the neighbouring cells
	1. OLPC for SRS for positioning based on PRS from the neighbouring cells in the same band
	13-9
	Yes
	N/A
	
	Per band
	N/A
	N/A
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
	Optional with capability signaling

	13. NR Positioning
	13-9e
	PathLoss estimate maintenance per serving cell
	1. Max number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning per serving cell in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions”
· Candidate values are {1, 4, 8, 16}
· Note: SRS in “PUSCH/PUCCH/SRS” refers to SRS configured by SRS-Resource

	One of {13-9, 13-9a, 13-9b, 13-9c}
	Yes
	N/A
	
	Per band 
	N/A
	N/A
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
SRS and SSB and/or PRS are in the same band

Note: if the UE does not indicate this capability for a band, the UE does not support any pathloss estimates in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions in that band.
	Optional with capability signaling

	13. NR Positioning
	13-9f
	PathLoss estimate maintenance across all cells
	1. Max number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning across all cells in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions”
· Candidate values are {1, 4, 8, 16}
· Note: SRS in “PUSCH/PUCCH/SRS” refers to SRS configured by SRS-Resource
	One of {13-9, 13-9a, 13-9b, 13-9c}
	Yes
	N/A
	
	Per UE
	No
	No
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
SRS and SSB and/or PRS are in the same band
	Optional with capability signaling

	13. NR Positioning
	13-10
	Spatial relation for SRS for positioning based on SSB from the serving cell
	1. Spatial relation for SRS for positioning based on SSB from the serving cell in the same band
	13-8
	Yes
	N/A
	
	Per band
	N/A
	N/A (FR2 only)
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-10a
	Spatial relation for SRS for positioning based on CSI-RS from the serving cell
	1. Spatial relation for SRS for positioning based on CSI-RS from the serving cell in the same band
	13-10
	Yes
	N/A
	
	Per band
	N/A
	N/A (FR2 only)
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-10b
	Spatial relation for SRS for positioning based on PRS from the serving cell
	1. Spatial relation for SRS for positioning based on PRS from the serving cell in the same band
	One of 
{13-2, 13-3, 13-4} and13-8
	Yes
	N/A
	
	Per band
	N/A
	N/A (FR2 only)
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-10c
	Spatial relation for SRS for positioning based on SRS
	1. Spatial relation for SRS for positioning based on SRS in the same band
	13-8,
	Yes
	N/A
	
	Per band
	N/A
	N/A (FR2 only)
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-10d
	Spatial relation for SRS for positioning based on SSB from the neighbouring cell
	1. Spatial relation for SRS for positioning based on SSB from the neighbouring cell in the same band
	13-10
	Yes
	N/A
	
	Per band
	N/A
	N/A (FR2 only)
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-10e
	Spatial relation for SRS for positioning based on PRS from the neighbouring cell
	1. Spatial relation for SRS for positioning based on PRS from the neighbouring cell in the same band
	13-10b
	Yes
	N/A
	
	Per band
	N/A
	N/A (FR2 only)
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-10f
	Spatial relation maintenance
	1. Max Number of maintained spatial relations for all the SRS resource sets for positioning across all serving cells in addition to the spatial relations maintained spatial relations per serving cell for the PUSCH/PUCCH/SRS transmissions.
Values = {0,1,2,4,8,16}
Note: component 1 is for all cells across all bands
Note: SRS in “PUSCH/PUCCH/SRS” refers to SRS configured by SRS-Resource

	One of {13-10, 13-10a, 13-10b, 13-10d, 13-10e}
	Yes
	N/A
	
	Per UE
	No
	No (FR2 only)
	N/A
	Need for location server to know if the feature is supported.

SRS and SSB and/or PRS are in the same band
	Optional with capability signaling

	13. NR Positioning
	13-11a
	Association between SRS for positioning and DL PRS for Multi-RTT
	1.  Support of measurements derived on one or more DL PRS resource/resource sets which may be in different positioning frequency layers for SRS transmitted in a single CC.

Note: PRS and SRS may be in a different band
	13-4 and 13-8
	No
	N/A
	
	Per UE
	No
	Yes
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-11
	UE Rx-Tx Measurement Report for Multi-RTT
	1. Max number of UE Rx–Tx time difference measurements corresponding to a single SRS resource/resource set for positioning with each measurement corresponding to a single DL PRS resource/resource set.
Value for component 1: {1,2,3,4}
Note: DL PRS resource/sets are on the same frequency layer
Note: the number of UE Rx – Tx time difference measurements refers to the measurements for a single TRP

2. Support RSRP measurements. Values = {0, 1}
Note: If the UE reports value 1 for component 2, same number of RSRP measurements supported as UE Rx-Tx measurements for component 1

	13-4 and 13-8
	No
	N/A
	
	Per UE
	No
	Yes
	N/A
	Need for location server to know if the feature is supported.

FG13-11 covers the case that SRS and DL PRS are on the same band
	Optional with capability signaling

	13. NR Positioning
	13-12
	SS-RSRP RRM measurements for NR E-CID Positioning
	1. Support of cell-specific SS-RSRP RRM measurements with LPP report for NR E-CID Positioning
2. Support of beam-specific SS-RSRP RRM measurements with LPP report for NR E-CID Positioning
	1-1
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-12a
	SS-RSRQ RRM measurements for NR E-CID Positioning
	1. Support of cell-specific SS-RSRQ RRM measurements with LPP report for NR E-CID Positioning
2. Support of beam-specific SS-RSRQ RRM measurements with LPP report for NR E-CID Positioning
	1-1
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-12b
	CSI-RSRP RRM measurements for NR E-CID Positioning
	1. Support of cell-specific CSI-RSRP RRM measurements with LPP report for NR E-CID Positioning
2. Support of beam-specific CSI-RSRP RRM measurements with LPP report for NR E-CID Positioning
	1-4
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-12c
	CSI-RSRQ RRM measurements for NR E-CID Positioning
	1. Support of cell-specific CSI-RSRQ RRM measurements with LPP report for NR E-CID Positioning
2. Support of beam-specific CSI-RSRQ RRM measurements with LPP report for NR E-CID Positioning
	1-4
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-13
	Simultaneous DL-AoD and DL-TDoA processing
	1. Support of simultaneous processing for DL AoD and DL TDoA measurements 
If it is not indicated, a UE is not expected to perform simultaneously the processing for deriving DL AoD and DL TDoA measurements 

	13-2 and 13-3
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-14
	Simultaneous DL-AoD and Multi-RTT processing
	1. Support of simultaneous processing for DL AoD and Multi-RTT measurements 

If it is not indicated, a UE is not expected to perform simultaneously the processing for deriving DL AoD and M-RTT measurements 

	13-2, 13-4 and 13-8
	No
	N/A
	
	Per band
	N/A
	N/A
	N/A
	Need for location server to know if the feature is supported.
	Optional with capability signaling

	13. NR Positioning
	13-15
	Simultaneous SRS transmission within a band across multiple CCs
	1. The number of SRS resources for positioning on a symbol within a band
Candidate values {2}
Note: if the UE does not indicate this capability for a band, the UE does not support the feature in this band
	13-8
	Yes
	N/A
	
	Per band
	N/A
	N/A
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
	Optional with capability signaling

	13. NR Positioning
	13-15a
	Simultaneous SRS transmission for a given BC
	1. The number of SRS resources for positioning on a symbol for a given BC
Candidate values {2}
Note: For single-band BCs, it defines the capability for intra-band CA, and for BCs with at least two bands, it defines the capability for inter-band CA.
Note: if the UE does not indicate this capability for a band combination, the UE does not support the feature in this band combination
	13-8
	Yes
	N/A
	
	Per BC
	N/A
	N/A
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
	Optional with capability signaling

	13. NR Positioning
	13-18
	Support of parallel processing of LTE PRS and NR PRS
	2. Support of parallel processing of LTE PRS and NR PRS
	
	No
	N/A
	
	Per UE
	No
	No
	N/A
	Need for location server to know if the feature is supported
	Optional with capability signaling

	13. NR Positioning
	13-19
	Simultaneous positioning SRS and MIMO SRS transmission within a band across multiple CCs
	1. The number of SRS resources for positioning and SRS resource for MIMO on a symbol within a band
Candidate values {2}
Note: SRS resource for MIMO refers to SRS resource configured by SRS-Resource.
Note: If UE reports 2 for the candidate value, it means both the number of SRS resource for positioning and SRS resource for MIMO equals to 1.
Note: if the UE does not indicate this capability for a band, the UE does not support the feature in this band
	13-8
	Yes
	N/A
	
	Per band
	N/A
	N/A
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
	Optional with capability signaling

	13. NR Positioning
	13-19a
	Simultaneous positioning SRS and MIMO SRS transmission for a given BC
	1. The number of SRS resources for positioning and SRS resource for MIMO on a symbol for a given BC
Candidate values {2}
Note: SRS resource for MIMO refers to SRS resource configured by SRS-Resource.
Note: If UE reports 2 for the candidate value, it means both the number of SRS resource for positioning and SRS resource for MIMO equals to 1.
Note: For single-band BCs, it defines the capability for intra-band CA, and for BCs with at least two bands, it defines the capability for inter-band CA.
Note: if the UE does not indicate this capability for a band combination, the UE does not support the feature in this band combination
	13-8
	Yes
	N/A
	
	Per BC
	N/A
	N/A
	N/A
	RAN1 kindly requests RAN2 to decide on the necessity for location server to know if the feature is supported
	Optional with capability signaling
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