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	Reason for change:
	In subclause 5.1.3.2 of TS 38.214, it is described that the values that can be configured by xOverhead in PDSCH-ServingCellconfig as 0, 6, 12, and 18. However, based on TS38.331, xOverhead can only configure values 6, 12, or 18, and there is no explicit configuration for the value equal to 0. 
From 38.331:
xOverhead      ENUMERATED { xOh6, xOh12, xOh18 }  
 xOverhead
Accounts for overhead from CSI-RS, CORESET, etc. If the field is absent, the UE applies value xOh0 (see TS 38.214 [19], clause 5.1.3.2).    

This mismatch does not appear for xOverhead in PUSCH-ServingCellConfig, where subclause 6.1.4.2 of TS 38.214 is consistent with TS 38.331.          

	
	

	Summary of change:
	Align the values mentioned in TS38.214 and TS38.331 by removing the mentioning of xOverhead can configure a value equal to 0. 

	
	

	Consequences if not approved:
	RRC parameter xOverhead values can not configure the value equal to 0. The text captured in TS38.214 is incorrect. 
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[bookmark: _Toc29673145][bookmark: _Toc29673286][bookmark: _Toc29674279][bookmark: _Toc36645509][bookmark: _Toc45810554][bookmark: _Toc52457764]5.1.3.2	Transport block size determination
In case the higher layer parameter maxNrofCodeWordsScheduledByDCI indicates that two codeword transmission is enabled, then one of the two transport blocks is disabled by DCI format 1_1 if IMCS = 26 and if rvid = 1 for the corresponding transport block. If both transport blocks are enabled, transport block 1 and 2 are mapped to codeword 0 and 1 respectively. If only one transport block is enabled, then the enabled transport block is always mapped to the first codeword.


For the PDSCH assigned by a PDCCH with DCI format 1_0, format 1_1 or format 1_2 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or SI-RNTI, if Table 5.1.3.1-2 is used and , or a table other than Table 5.1.3.1-2 is used and , the UE shall, except if the transport block is disabled in DCI format 1_1, first determine the TBS as specified below:
1)	The UE shall first determine the number of REs (NRE) within the slot. 








[bookmark: _Hlk515619163]-	A UE first determines the number of REs allocated for PDSCH within a PRB () by , where is the number of subcarriers in a physical resource block,  is the number of symbols of the PDSCH allocation within the slot,  is the number of REs for DM-RS per PRB in the scheduled duration including the overhead of the DM-RS CDM groups without data, as indicated by DCI format 1_1 or format 1_2 or as described for format 1_0 in Clause 5.1.6.2, and  is the overhead configured by higher layer parameter xOverhead in PDSCH-ServingCellConfig. If the xOverhead in PDSCH-ServingCellconfig is not configured (a value from 0, 6, 12, or 18), the  is set to 0. If the PDSCH is scheduled by PDCCH with a CRC scrambled by SI-RNTI, RA-RNTI, MsgB-RNTI or P-RNTI,  is assumed to be 0.


-	A UE determines the total number of REs allocated for PDSCH () by , where nPRB is the total number of allocated PRBs for the UE. 

2)	Unquantized intermediate variable (Ninfo) is obtained by .
<Unchanged parts are omitted>
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