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	Reason for change:
	The current description on the indication period for assessing/reporting radio link quality in DRX mode in TS 38.213 is misaligned with the corresponding description in TS 38.133, which is pasted below. This CR proposes to remove the description in TS 38.213 but keepthe reference to TS 38.133.

TS 38.133 V15.10.0:
	In case DRX is used, TIndication_interval is Max(10ms, 1.5 × DRX_cycle_length, 1.5 × TRLM-RS,M)  if DRX cycle_length is less than or equal to 320ms, and TIndication_interval is DRX_cycle_length if DRX cycle_length is greater than 320ms. Upon start of T310 timer as specified in TS 38.331 [2], the UE shall monitor the configured RLM-RS resources for recovery using the evaluation period and layer 1 indication interval corresponding to the no DRX mode until the expiry or stop of T310 timer.




	
	

	Summary of change:
	Change the referred TS for configuring resources for radio link monitoring from TS 38.321 to TS 38.331. 
Remove the description on indication period for assessing/reporting radio link quality in DRX mode from TS 38.213. 

	
	

	Consequences if not approved:
	Erroneous reference and misalignment with TS 38.133 exists in TS 38.213.
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	Other comments:
	Isolated Impact Analysis:
This CR is to fix erroneous reference and align with RAN4 specs. There is no impact to either gNB or UE implementation. 
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<Unchanged parts are omitted>
In non-DRX mode operation, the physical layer in the UE assesses once per indication period the radio link quality, evaluated over the previous time period defined in [10, TS 38.133] against thresholds (Qout and Qin) configured by rlmInSyncOutOfSyncThreshold. The UE determines the indication period as the maximum between the shortest periodicity for radio link monitoring resources and 10 msec.
In DRX mode operation, the physical layer in the UE assesses once per indication period the radio link quality, evaluated over the previous time period defined in [10, TS 38.133], against thresholds (Qout and Qin) provided by rlmInSyncOutOfSyncThreshold. The UE determines the indication period as the maximum between the shortest periodicity for radio link monitoring resources and the DRX period.
<Unchanged parts are omitted>

