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	Reason for change:
	Sidelink resource pool can be determined by network configuration or based on the derivation from PSBCH. The current spec does not include the derivation from PSBCH method.

	
	

	Summary of change:
	Adding the scenario when UE can derive TDD configuration information from received PSBCH which includes the field sl-TDD-Config-r16, and guarantee all sidelink UEs have the same understanding on the same sidelink resource pool.

	
	

	Consequences if not approved:
	UEs with sidelink resource pool configured by network and UEs without this information will have different understanding on the available resources, which can lead to communication failure among these UEs.
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A UE can be configured by higher layers with one or more sidelink resource pools. A sidelink resource pool can be for transmission of PSSCH, as described in Clause 8.1, or for reception of PSSCH, as described in Clause 8.3 and can be associated with either sidelink resource allocation mode 1 or sidelink resource allocation mode 2.
In the frequency domain, a sidelink resource pool consists of sl-NumSubchannel contiguous sub-channels. A sub-channel consists of sl-SubchannelSize contiguous PRBs, where sl-NumSubchannel and sl-SubchannelSize are higher layer parameters.
The set of slots that may belong to a sidelink resource pool is denoted by  where
-	 
-	the slot index is relative to slot#0 of the radio frame corresponding to SFN 0 of the serving cell or DFN 0,
-	the set includes all the slots except the following slots, 
-	 slots in which S-SS/PSBCH block (S-SSB) is configured,
-	 slots in each of which at least one of Y-th, (Y+1)-th, …, (Y+X-1)-th OFDM symbols are not semi-statically configured as UL as per the higher layer parameter tdd-UL-DL-ConfigurationCommon-r16 of the serving cell if provided or sl-TDD-Configuration-r16 if provided or sl-TDD-Config-r16 of the received PSBCH if provided, where Y and X are set by the higher layer parameters sl-StartSymbol and sl-LengthSymbols, respectively.
-----------------------------------------<Unchanged parts are omitted>-----------------------------------------

