3GPP TSG RAN WG1 #103-e


R1-2009577
e-Meeting, October 26th – November 13th, 2020

Title:
LS on configurable values for sl-DCI-ToSL-Trans
Response to:


Release:
Rel-16
Work Item:
5G_V2X_NRSL-Core
Source:
RAN WG1, Ericsson
To:
RAN WG2
Cc:


Contact Person:


Name:
Ricardo Blasco
E-mail Address:
<ricardo.blasco@ericsson.com>
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:
none
1. Overall Description:

RAN1 has made the following agreement regarding the values for sl-DCI-ToSL-Trans:
	Agreements:
· The configurable values for sl-DCI-ToSL-Trans are:

· 1-32 slots (using SL numerology)


which is related to the following agreement made in RAN1#98bis:
	Agreements:
· To signal the gap between DCI reception and the first sidelink transmission scheduled by DCI:

· A table of values is configured by RRC.

· DCI determines which of the configured values is used.

· FFS how to determine the slot for the first sidelink transmission (e.g., based on the indicated value, potential async between Uu & SL, different numerologies, etc.)

· FFS if the gap is in physical or logical slots.


2. Actions:

To RAN WG2: RAN1 kindly asks RAN2 to consider the above agreement in their work.

3. Date of Next TSG-RAN WG1 Meetings:

TSG RAN WG1 Meeting #104-e
25 Jan – 5 Feb 2021



e-Meeting
TSG RAN WG1 Meeting #104-bis-e
12 Apr – 20 Apr 2021



e-Meeting
