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< Unchanged parts are omitted >
If the UE transmits HARQ-ACK information in a PUCCH in slot  and for any PUCCH format, the UE determines the [image: ], for a total number of  HARQ-ACK information bits, according to the following pseudo-code:
Set [image: ] – PDCCH with DCI format scheduling PDSCH reception or SPS PDSCH release monitoring occasion index: lower index corresponds to earlier PDCCH monitoring occasion
Set [image: ]
Set [image: ]
Set [image: ]
Set [image: ]
Set [image: ] to the number of serving cells configured by higher layers for the UE
-	if, for an active DL BWP of a serving cell, the UE is not provided CORESETPoolIndex or is provided CORESETPoolIndex with value 0 for one or more first CORESETs and is provided CORESETPoolIndex with value 1 for one or more second CORESETs, and is provided ACKNACKFeedbackMode = JointFeedback, the serving cell is counted two times where the first time corresponds to the first CORESETs and the second time corresponds to the second CORESETs
-	if the UE indicates PDSCH-Number-perMOperCell, a serving cell is counted  times where  is the number of PDSCH receptions that can be scheduled for the serving cell by DCI formats in PDCCH receptions at a same PDCCH monitoring occasion based on the reported value of PDSCH-Number-perMOperCell
Set [image: ] to the number of PDCCH monitoring occasion(s)
while [image: ]
Set [image: ] – serving cell index: lower indexes correspond to lower RRC indexes of corresponding cell
while [image: ]
if PDCCH monitoring occasion [image: ] is before an active DL BWP change on serving cell [image: ] or an active UL BWP change on the PCell and an active DL BWP change is not triggered in PDCCH monitoring occasion [image: ] 
[image: ];
else
if there is a PDSCH on serving cell [image: ] associated with PDCCH in PDCCH monitoring occasion [image: ], or there is a PDCCH indicating SPS PDSCH release on serving cell [image: ] 
if [image: ]
[image: ]
end if
[image: ]
if [image: ]
[image: ]
else 
[image: ]
end if
if harq-ACK-SpatialBundlingPUCCH is not provided and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of at least one serving cell,
 = HARQ-ACK information bit corresponding to the first transport block of this cell
 = HARQ-ACK information bit corresponding to the second transport block of this cell

elseif harq-ACK-SpatialBundlingPUCCH is provided to the UE and [image: ] is a monitoring occasion for PDCCH with a DCI format that supports PDSCH reception with two transport blocks and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks in at least one configured DL BWP of a serving cell,
 = binary AND operation of the HARQ-ACK information bits corresponding to the first and second transport blocks of this cell

else
 = HARQ-ACK information bit of this cell

end if 
end if
[image: ]
end if
end while
[image: ]
end while

if UE does not set  and 

end if

if [image: ]
[image: ]
end if
if harq-ACK-SpatialBundlingPUCCH is not provided to the UE and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of a serving cell,

else

end if
[image: ] for any [image: ]
If a UE is configured to receive SPS PDSCH and the UE multiplexes HARQ-ACK information for one activated SPS PDSCH reception in the PUCCH in slot , the UE generates one HARQ-ACK information bit associated with the SPS PDSCH reception and appends it to the  HARQ-ACK information bits.
If a UE is configured to receive SPS PDSCH and the UE multiplexes HARQ-ACK information for multiple activated SPS PDSCH receptions in the PUCCH in slot , the UE generates the HARQ-ACK information as described in Clause 9.1.2 and appends it to the  HARQ-ACK information bits.
< Unchanged parts are omitted >
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