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[bookmark: _Toc11163815][bookmark: _Toc26473669][bookmark: _Toc29045107][bookmark: _Toc29901448][bookmark: _Toc29901495][bookmark: _Toc35596376][bookmark: _Toc44881112][bookmark: _Toc51776282]5.1.6	CSI signal-to-noise and interference ratio (CSI-SINR)

	Definition
	CSI signal-to-noise and interference ratio (CSI-SINR), is defined as the linear average over the power contribution (in [W]) of the resource elements carrying CSI reference signals divided by the linear average of the noise and interference power contribution (in [W]). If CSI-SINR is used for L1-SINR reporting with dedicated interference measurement resources, the interference and noise is measured over resource(s) indicated by higher layers as described in TS 38.214 [6]. Otherwise, the interference and noise are measured over the resource elements carrying CSI reference signals reference signals within the same frequency bandwidth.

For CSI-SINR determination CSI reference signals transmitted on antenna port 3000 according to TS 38.211 [4] shall be used. If CSI-SINR is used for L1-SINR, CSI reference signals transmitted on antenna ports 3000, 3001 can be used for CSI-SINR determination.

For intra-frequency CSI-SINR measurements not used for L1-SINR reporting, if the measurement gap is not configured, UE is not expected to measure the CSI-RS resource(s) outside of the active downlink bandwidth part.

For frequency range 1, the reference point for the CSI-SINR shall be the antenna connector of the UE. For frequency range 2, CSI-SINR shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch. For frequency range 1 and 2, if receiver diversity is in use by the UE, the reported CSI-SINR value shall not be lower than the corresponding CSI-SINR of any of the individual receiver branches.

	Applicable for
	If CSI-SINR is used for L1-SINR,
RRC_CONNECTED intra-frequency.

Otherwise,
RRC_CONNECTED intra-frequency,
RRC_CONNECTED inter-frequency



…

5.1.26	Sidelink channel occupancy ratio (SL CR)

	Definition
	Sidelink Channel Occupancy Ratio (SL CR) evaluated at slot n is defined as the total number of sub-channels used for its transmissions in slots [n-a, n-1] and granted in slots [n, n+b] divided by the total number of configured sub-channels in the transmission pool over [n-a, n+b].

	Applicable for
	RRC_IDLE intra-frequency,
RRC_IDLE inter-frequency,
RRC_CONNECTED intra-frequency,
RRC_CONNECTED inter-frequency



NOTE 1:	a is a positive integer and b is 0 or a positive integer; a and b are determined by UE implementation with a+b+1 = 1000 or 1000·2µ slots, according to higher layer parameter sl-TimeWindowSizeCRtimeWindowSize-CR, b < (a+b+1)/2, and n+b shall not exceed the last transmission opportunity of the grant for the current transmission.
NOTE 2:	SL CR is evaluated for each (re)transmission.
NOTE 3:	In evaluating SL CR, the UE shall assume the transmission parameter used at slot n is reused according to the existing grant(s) in slot [n+1, n+b] without packet dropping.
NOTE 4:	The slot index is based on physical slot index.
NOTE 5:	SL CR can be computed per priority level
NOTE 6:	A resource is considered granted if it is a member of a selected sidelink grant as defined in TS 38.321 [7].
[bookmark: _Toc524695285][bookmark: _Toc29045128][bookmark: _Toc29901469][bookmark: _Toc29901516][bookmark: _Toc35596397][bookmark: _Toc44881133][bookmark: _Toc51776303]5.1.27	Sidelink channel busy ratio (SL CBR)

	Definition
	SL Channel Busy Ratio (SL CBR) measured in slot n is defined as the portion of sub-channels in the resource pool whose SL RSSI measured by the UE exceed a (pre-)configured threshold sensed over a CBR measurement window [n-a, n-1], wherein a is equal to 100 or 100·2µ slots, according to higher layer parameter sl-TimeWindowSizeCBRtimeWindowSize-CBR.

	Applicable for
	RRC_IDLE intra-frequency,
RRC_IDLE inter-frequency,
RRC_CONNECTED intra-frequency,
RRC_CONNECTED inter-frequency



NOTE 1:	The slot index is based on physical slot index.
…

