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1.1.1 Maintenance of Integrated Access and Backhaul for NR
R1-2008328
Corrections on PDCCH monitoring of DCI format 2_5
Huawei, HiSilicon

R1-2008409
Correction on PDCCH monitoring for IAB-MT
LG Electronics

R1-2008707
Corrections for Rel-16 IAB
Ericsson

R1-2008742
Maintenance for Rel-16 IAB
Nokia, Nokia Shanghai Bell

[103-e-NR-IAB-01] Corrections for DCI Format 2_5 monitoring – Thomas (AT&T) 

· Harmonize proposals in R1-2008328, R1-2008409, R1-2008742 to approve a single CR for 38.213

· Discussion and decision by 10/29, TPs by 11/4

Agreement

The TP to address necessary corrections for DCI Format 2_5 monitoring is endorsed in R1-2009432 (TS38.213, Rel-16, CR#0146, Cat F).
[103-e-NR-IAB-02] Issue with IAB-DU “serving” cell terminology – Thomas (AT&T)
· Determine whether the term “serving cells” should be removed for IAB-DUs in 38.213 

· Discussion and decision by 10/27, TPs (if needed) by 10/29
Agreement

The TP in Proposal 2 of R1-2008742 to remove all references to “serving” in relation of IAB-DU cell(s) is endorsed for the alignment CR on TS 38.213 (Section 14).

· Note 1: This will be done via editorial update of the alignment CR 

· Note 2: It is RAN1’s understanding that the description of AvailabilityCombinationsPerCell  in 38.331 should also remove a reference to a “serving” cell of the IAB-node DU and recommends the following update: 
· “The IE AvailabiltyCombinationsPerCell is used to configure the AvailabiltyCombinations applicable for a serving cell of the IAB-node DU (see TS 38.213 [13], clause 14).”

