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1 Introduction

In this contribution, we discuss additional DC location reporting for intra-band UL CA from RAN1 perspective based on LS from RAN4 [1].
2 Discussion
In the LS [1], two candidates for enhancing the TX DC location signalling to accommodate UL CA are provided as follows and RAN1 and RAN2 are asked to provide the feedback on the feasibility of each method.
1) Report TX DC location after every activation of BWP’s including CC activation, BWP switching procedure, etc.
2) Report each TX DC location based on permutations of all possible simultaneously activated BWPs within configured BWPs
The issue was discussed in RAN#89-e with following conclusion [2].
a mechanism of DC location reporting for intra-band UL CA should be specified in Rel-16

· RAN2 is tasked to provide at least one RAN2-based signalling solution for FR1 to RAN#90, and consider applicability of the solution to more than 2 UL CCs and/or FR2 (including forward compatibility)

· Other solutions are not precluded and can be discussed in RAN1, RAN2 and RAN4. Selection between solutions can be discussed at RAN#90 or later (if possible).

Based on the above conclusion, there will be at least a RAN2-based solution specified in Rel-16. We think it is sufficient given the limited number of UL CCs in Rel-16. In addition, we think it is not feasible to specify any RAN1-based solution within Rel-16 timeline. Therefore, we propose that no RAN1-based mechanism is specified for DC location reporting for intra-band UL CA in Rel-16.
Proposal: No RAN1-based mechanism is specified for DC location reporting for intra-band UL CA in Rel-16.
3 Conclusion
In this contribution, we discuss additional DC location reporting for intra-band UL CA with the following proposal.

Proposal: No RAN1-based mechanism is specified for DC location reporting for intra-band UL CA in Rel-16.
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