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1	Introduction
In this contribution, two specification modifications are proposed, including corresponding draft CRs: 
· PUCCH repetition considering different priorities
· timing of SCell activation/deactivation
[bookmark: _Toc415085486][bookmark: _Toc503902285]2	PUCCH repetition handling with PHY priorities (incl. draft CR)
There was a long discussion on this issue in RAN1 #102-e. Several companies expressed their opinion that the current specification does not handle PUCCH repetition when also PHY priorities need to be considered. The conclusion of actively discussing companies was that section 9.2.6 should remain as it is for Rel-15 specification. Concerning priority, this section describes only how to handle transmission of different UCI types: there is no multiplexing of different UCI types with PUCCH repetition and the priority order of the types is HARQ-ACK > SR > CSI. It was concluded that instead of modifying section 9.2.6 a clarification could be added to section 9 and our proposal for that is below in the form of a Draft CR. 
Proposal 1: Adopt the following draft CR to clarify the PUCCH repetition operation with PHY priorities (changes in green, to be shown as track changes in the final CR)
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<omitted text>
A PUSCH or a PUCCH transmission, including repetitions if any, can be of priority index 0 or of priority index 1. For a configured grant PUSCH transmission, a UE determines a priority index from priority, if provided. For a PUCCH transmission with HARQ-ACK information corresponding to a SPS PDSCH reception or a SPS PDSCH release, a UE determines a priority index from harq-CodebookID, if provided. For a PUCCH transmission with SR, a UE determines the corresponding priority as described in Clause 9.2.4. For a PUSCH transmission with semi-persistent CSI report, a UE determines a priority index from a priority indicator field, if provided, in a DCI format 0_1 or DCI format 0_2 that activates the semi-persistent CSI report. If a priority index is not provided to a UE for a PUSCH or a PUCCH transmission, the priority index is 0. 
If a UE is provided two PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH-r16 in the first PUCCH-Config, the PUCCH resource for any SR configuration with priority index 0 or any CSI report configuration in any PUCCH-Config is within the subslotLengthForPUCCH-r16 symbols in the first PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH-r16 in the second PUCCH-Config, the PUCCH resource for any SR configuration with priority index 1 in any PUCCH-Config is within the subslotLengthForPUCCH-r16 symbols in the second PUCCH-Config
If in an active DL BWP a UE monitors PDCCH either for detection of DCI format 0_1 and DCI format 1_1 or for detection of DCI format 0_2 and DCI format 1_2, a priority index can be provided by a priority indicator field. If a UE indicates a capability to monitor, in an active DL BWP, PDCCH for detection of DCI format 0_1 and DCI format 1_1 and for detection of DCI format 0_2 and DCI format 1_2, a DCI format 0_1 or a DCI format 0_2 can schedule a PUSCH transmission of any priority and a DCI format 1_1 or a DCI format 1_2 can schedule a PDSCH reception and trigger a PUCCH transmission with corresponding HARQ-ACK information of any priority. 
When a UE determines overlapping for PUCCH and/or PUSCH transmissions of different priority indexes, the UE first resolves the overlapping for PUCCH and/or PUSCH transmissions of smaller priority index as described in Clauses 9.2.5 and 9.2.6. Then, 
-	if a transmission of a first PUCCH of larger priority index scheduled by a DCI format in a PDCCH reception would overlap in time with a transmission of a second PUSCH or a second PUCCH of smaller priority index, the UE cancels in each slot where the overlap would happen the transmission of the second PUSCH or the second PUCCH before the first symbol that would overlap with the first PUCCH transmission in the slot
-	if a transmission of a first PUSCH of larger priority index scheduled by a DCI format in a PDCCH reception would overlap in time with a transmission of a second PUCCH of smaller priority index, the UE cancels the transmission of the second PUCCH in each slot where the overlap would happen before the first symbol that would overlap with the first PUSCH transmission
where 
-	the overlapping is applicable before or after resolving overlapping among channels of larger priority index, if any, as described in Clauses 9.2.5 and 9.2.6
-	the UE expects that the transmission of the first PUCCH or the first PUSCH, respectively, would not start before  after a last symbol of the corresponding PDCCH reception
-	is the PUSCH preparation time for a corresponding UE processing capability assuming  [6, TS 38.214], based on  and  as subsequently defined in this Clause, and  is determined by a reported UE capability
If a UE is scheduled by a DCI format in a first PDCCH reception to transmit a first PUCCH or a first PUSCH of larger priority index that overlaps with a second PUCCH or a second PUSCH transmission of smaller priority index that, if any, is scheduled by a DCI format in a second PDCCH
-	 is based on a value of  corresponding to the smallest SCS configuration of the first PDCCH, the second PDCCHs, the first PUCCH or the first PUSCH, and the second PUCCHs or the second PUSCHs 
-	if the overlapping group includes the first PUCCH
-	if processingType2Enabled of PDSCH-ServingCellConfig is set to enable for the serving cell where the UE receives the first PDCCH and for all serving cells where the UE receives the PDSCHs corresponding to the second PUCCHs, and if processingType2Enabled of PUSCH-ServingCellConfig is set to enable for the serving cells with the second PUSCHs, N2 is 5 for , 5.5 for  and 11 for  
-	else, N2 is 10 for =0, 12 for , 23 for , and 36 for ;
-	if the overlapping group includes the first PUSCH 
-	if processingType2Enabled of PUSCH-ServingCellConfig is set to enable for the serving cells with the first PUSCH and the second PUSCHs and if processingType2Enabled of PDSCH-ServingCellConfig is set to enable for all serving cells where the UE receives the PDSCHs corresponding to the second PUCCHs, N2 is 5 for , 5.5 for  and 11 for 
-	else, N2 is 10 for =0, 12 for , 23 for , and 36 for ;
If a UE would transmit the following channels that would overlap in time in one or more slots
-	a first PUCCH of larger priority index with SR and a second PUCCH or PUSCH of smaller priority index, or 
-	a configured grant PUSCH of larger priority index and a PUCCH of smaller priority index, or
-	a first PUCCH of larger priority index with HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH and a second PUCCH of smaller priority index with SR and/or CSI, or a configured grant PUSCH with smaller priority index, or a PUSCH of smaller priority index with SP-CSI report(s) without a corresponding PDCCH, or
 -	a PUSCH of larger priority index with SP-CSI reports(s) without a corresponding PDCCH and a PUCCH of smaller priority index with SR, or CSI, or HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH, or
-	a configured grant PUSCH of larger priority index and a configured PUSCH of lower priority index on a same serving cell
the UE is expected to cancel in each slot where overlap would happen the PUCCH/PUSCH transmissions of smaller priority index before the first symbol overlapping with the PUCCH/PUSCH transmission of larger priority index.
A UE does not expect to be scheduled to transmit a PUCCH or a PUSCH with smaller priority index that would overlap in time with a PUCCH of larger priority index with HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH. A UE does not expect to be scheduled to transmit a PUCCH of smaller priority index that would overlap in time with a PUSCH of larger priority index with SP-CSI report(s) without a corresponding PDCCH.
<omitted text>


3 	SCell activation/deactivation time (incl. draft CR)
At RAN1#102-e, a potential problem in specification of SCell activation/deactivation timing was discussed without a conclusion as can be seen from the moderator summary in [R1-2007448]. 
As brought up by Fujitsu in [R1-2005541], the problematic specification is in Section 4.3 of 38.213:
	With reference to slots for PUCCH transmissions, when a UE receives in a PDSCH an activation command [11, TS 38.321] for a secondary cell ending in slot n, the UE applies the corresponding actions in [11, TS 38.321] no later than the minimum requirement defined in [10, TS 38.133] and no earlier than slot [image: ], except for the following:
-	the actions related to CSI reporting on a serving cell that is active in slot [image: ]
-	the actions related to the sCellDeactivationTimer associated with the secondary cell [11, TS 38.321] that the UE applies in slot [image: ]
-	the actions related to CSI reporting on a serving cell which is not active in slot [image: ]that the UE applies in the earliest slot after [image: ] in which the serving cell is active.
The value of [image: ] is [image: ] where [image: ] is a number of slots for a PUCCH transmission with HARQ-ACK information for the PDSCH reception and is indicated by the PDSCH-to-HARQ_feedback timing indicator field in the DCI format scheduling the PDSCH reception as described in Clause 9.2.3 and [image: ] is a number of slots per subframe for the SCS configuration [image: ] of the PUCCH transmission.



The problem is that in the equation

k is in slots but  counts in sub-slots if subslotLength-ForPUCCH is provided. Instead of converting  to slots our proposal is to avoid using  as discussed in the moderator summary of [R1-2007448]. Our proposed specification change is shown in the draft CR below. The meaning of the parameter m in the CR is clarified in Figure 1: m is the slot where UE transmits PUCCH with HARQ-ACK for the PDSCH carrying the activation command.
[image: ]
Figure 1: SCell activation timing.

Proposal 2: Adopt the following draft CR to clarify the SCell activation / deactivation timing with sub-slot PUCCH configuration (changes in green, to be shown as track changes in the final CR)
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	Reason for change:
	Present specification does not make a difference between slot and sub-slot counting and, if applied rigorously, leads to later SCell activation with sub-slot PUCCH in use. 

	
	

	Summary of change:
	Definition of SCell activation/deactivation timing that avoids delayed activation with sub-slot PUCCH operation.  

	
	

	Consequences if not approved:
	Delayed activation/deactivation and risk of different interpretation of the specification between UE and network vendors.
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[bookmark: _Toc12021441][bookmark: _Toc20311553][bookmark: _Toc26719378][bookmark: _Toc29894809][bookmark: _Toc29899108][bookmark: _Toc29899526][bookmark: _Toc29917263][bookmark: _Toc36498137][bookmark: _Toc45699163]4.3	Timing for secondary cell activation / deactivation
With reference to slots for PUCCH transmissions, when a UE receives in a PDSCH an activation command [11, TS 38.321] for a secondary cell ending in slot n, the UE applies the corresponding actions in [11, TS 38.321] no later than the minimum requirement defined in [10, TS 38.133] and no earlier than slot [image: ], except for the following:
[bookmark: _GoBack]-	the actions related to CSI reporting on a serving cell that is active in slot [image: ]
-	the actions related to the sCellDeactivationTimer associated with the secondary cell [11, TS 38.321] that the UE applies in slot [image: ]
-	the actions related to CSI reporting on a serving cell which is not active in slot [image: ]that the UE applies in the earliest slot after [image: ] in which the serving cell is active.
[bookmark: _Hlk53665625]The value of  is defined as , where m is the slot where UE transmits PUCCH with HARQ-ACK for the PDSCH carrying the activation command   is  where,  is a number of slots for a PUCCH transmission with HARQ-ACK information for the PDSCH reception and is indicated by the PDSCH-to-HARQfeedback timing indicator field in the DCI format scheduling the PDSCH reception as described in Clause 9.2.3 and [image: ] is a number of slots per subframe for the SCS configuration [image: ] of the PUCCH transmission.
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