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	In RAN1 #101-e, the following was agreed:
Agreements:
· For sidelink transmission, when gNB/eNB is used as the synchronization reference, the timing determination mechanism in LTE V2X is reused in NR V2X, i.e. DL timing is used.
· Send an LS to RAN4 asking for feedback, if any

The related LS from RAN1 to RAN4 has been noted by RAN4, with no concern raised. Thus, according to the agreement and timing in LTE sidelink, the NR sidelink timing definition needs to be provided.
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<Unchanged parts are omitted>
8.5	Timing
Transmission of a sidelink radio frame number  from the UE shall start  seconds before the start of the corresponding timing reference frame at the UE. The UE is not required to receive sidelink or downlink transmissions earlier than the value of , which is given in [TS 38.133], after the end of a sidelink transmission.
For sidelink transmissions:
If the UE has a serving cell fulfilling the S criterion according to clause 8.2 of [TS 38.304]
-	The timing of reference radio frame  equals that of downlink radio frame  in the cell with the same uplink carrier frequency as the sidelink and
-	 is given by clause 4.3.1 of [TS 38.211],
Otherwise 

-	The timing of reference radio frame  is implicitly obtained from clause 4.2 of [TS 38.213] and
-	.
[image: ]
Figure 8.5-1: Sidelink timing relation.
The quantity  equals to 0.
<Unchanged parts are omitted>
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