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	Reason for change:
	For Rel-15 MIMO Type I Single Panel codebook with 2 Tx, gNB can configure both typeI-SinglePanel-ri-Restriction and twoTX-CodebookSubsetRestriction to restrict the UE PMI reporting. This may lead to some conflict of configurations.

	
	

	Summary of change:
	Clarify that, for Rel-15 MIMO Type I Single Panel codebook with 2 Tx, when UE is configured with twoTX-CodebookSubsetRestriction, UE may ignore typeI-SinglePanel-ri-Restriction.

	
	

	Consequences if not approved:
	Configuration conflict and unclear UE behavior for PMI/RI restriction for Rel-15 MIMO Type I Single Panel codebook with 2 Tx
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For 2 antenna ports {3000, 3001} and the UE configured with higher layer parameter codebookType set to 'typeI-SinglePanel' each PMI value corresponds to a codebook index given in Table 5.2.2.2.1-1. The UE is configured with the higher layer parameter twoTX-CodebookSubsetRestriction. The bitmap parameter twoTX-CodebookSubsetRestriction forms the bit sequence  where  is the LSB and  is the MSB and where a bit value of zero indicates that PMI reporting is not allowed to correspond to the precoder associated with the bit. Bits 0 to 3 are associated respectively with the codebook indices 0 to 3 for  layer, and bits 4 and 5 are associated respectively with the codebook indices 0 and 1 for  layers.
For 2 antenna ports {3000, 3001} and the UE configured with higher layer parameter codebookType set to 'typeI-SinglePanel', when UE is configured with twoTX-CodebookSubsetRestriction, UE may ignore typeI-SinglePanel-ri-Restriction.
< Unchanged parts are omitted >
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