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1. Overall Description:

RAN1 have identified that the current MAC specification does not clearly capture the RAN1 agreements related to timing of re-evaluation and pre-emption checking based on the following parts highlighted by bold:

RAN1#100-e

Agreements:

· For re-evaluation of a pre-selected resource contained in a slot ‘k’ to be first time signaled in a slot ‘m’, where k ≥ m,

· Step 1 of the resource (re-)selection procedure is performed at least at the moment ‘m-T3’, and if the pre-selected resource is not in the identified candidate resource set, Step 2 is triggered for reselection of the resource

· Re-evaluations before the moment ‘m-T3’ or after ‘m-T3’ but before ‘m’ are not precluded and are up to UE implementation

· FFS whether to mandate a UE to perform Step 1 checking every slot before ‘m-T3’

· FFS whether evaluation of Step 2 has to ensure any introduced timing restrictions between pre-selected and re-selected resources when re-evaluation is triggered, and whether it is allowed to change the pre-selected but not reserved resources which are still in the candidate resource set in order to ensure the timing restrictions

· FFS whether for the case of enabled periodic reservation, already reserved resources in upcoming periods can be re-evaluated

RAN1#101-e

Agreements:

· For a reserved resource to be signalled in slot ‘m’, the procedure to check whether it is re-selected due to pre-emption, the UE follows the same behavior in terms of the timing of checking as in that of the re-evaluation case.

· Further discussion regarding any potential issue related to pre-emtption application timing

Conclusion:

·       For re-evaluation of a pre-selected resource contained in a slot ‘k’ to be first time signaled in a slot ‘m’, where k ≥ m, a UE is not mandated to perform Step 1 checking every slot before ‘m-T3’

It is RAN1 understanding, that since MAC layer triggers re-evaluation and pre-emption checking at PHY layer, the MAC specification is expected to capture the timing when a UE performs re-evaluation and pre-emption by calling the procedure in 8.1.4 of TS 38.214.

2. Actions:

To RAN WG2: RAN1 kindly asks RAN2 to implement the above highlighted parts of previous RAN1 agreements in MAC specification.
3. Date of Next TSG-RAN WG1 Meetings:

TSG RAN WG1 Meeting #104-e
25 Jan – 2 Feb 2021
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TSG RAN WG1 Meeting #104-bis-e
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