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	The following unclear aspects are identified for determining absolute TPC for DG and CG PUSCH transmission in TS 38.213.
· Q1: For DG PUSCH transmission, besides the DCI format scheduling the PUSCH, whether the TPC in DCI format 2_2 can also be applied?
· Q2: For CG PUSCH transmission, which DCI format 2_2 is used to provide TPC, e.g., latest DCI format 2_2, or latest DCI format 2_2 'K_PUSCH,min' symbols before transmission for CG PUSCH?
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	Isolated impact analysis:
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<Unchanged part omitted>
-	For the PUSCH power control adjustment state [image: ] for active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] in PUSCH transmission occasion [image: ]
-	[image: ] is a TPC command value included in a DCI format that schedules the PUSCH transmission occasion [image: ] on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] or jointly coded with other TPC commands in a DCI format 2_2 with CRC scrambled by TPC-PUSCH-RNTI, as described in Clause 11.3
-	[image: ] if the UE is configured with twoPUSCH-PC-AdjustmentStates and [image: ] if the UE is not configured with twoPUSCH-PC-AdjustmentStates or if the PUSCH transmission is scheduled by a RAR UL grant as described in Clause 8.3
-	For a PUSCH (re)transmission configured by ConfiguredGrantConfig, the value of [image: ] is provided to the UE by powerControlLoopToUse
-	If the UE is provided SRI-PUSCH-PowerControl, the UE obtains a mapping between a set of values for the SRI field in a DCI format scheduling the PUSCH transmission and the [image: ] value(s) provided by sri-PUSCH-ClosedLoopIndex and determines the [image: ] value that is mapped to the SRI field value
-	If the PUSCH transmission is scheduled by a DCI format that does not include an SRI field, or if an SRI-PUSCH-PowerControl is not provided to the UE, [image: ]
-	If the UE obtains one TPC command from a DCI format 2_2 with CRC scrambled by a TPC-PUSCH-RNTI, the [image: ] value is provided by the closed loop indicator field in DCI format 2_2






-	 is the PUSCH power control adjustment state  for active UL BWP  of carrier  of serving cell  and PUSCH transmission occasion  if the UE is not provided tpc-Accumulation, where 

-	The  values are given in Table 7.1.1-1
















-	 is a sum of TPC command values in a set  of TPC command values with cardinality  that the UE receives between  symbols before PUSCH transmission occasion  and  symbols before PUSCH transmission occasion  on active UL BWP  of carrier  of serving cell  for PUSCH power control adjustment state , where  is the smallest integer for which  symbols before PUSCH transmission occasion  is earlier than  symbols before PUSCH transmission occasion 




-	If a PUSCH transmission is scheduled by a DCI format 0_0 or DCI format 0_1,  is a number of symbols for active UL BWP  of carrier  of serving cell  after a last symbol of a corresponding PDCCH reception and before a first symbol of the PUSCH transmission 






-	If a PUSCH transmission is configured by ConfiguredGrantConfig,  is a number of  symbols equal to the product of a number of symbols per slot, , and the minimum of the values provided by k2 in PUSCH-ConfigCommon for active UL BWP  of carrier  of serving cell  






-	If the UE has reached maximum power for active UL BWP of carrier  of serving cell  at PUSCH transmission occasion  and , then 






-	If UE has reached minimum power for active UL BWP of carrier  of serving cell  at PUSCH transmission occasion  and , then 





-	A UE resets accumulation of a PUSCH power control adjustment state  for active UL BWP  of carrier  of serving cell  to 

-	If a configuration for a corresponding  value is provided by higher layers

-	If a configuration for a corresponding  value is provided by higher layers


where  is determined from the value of  as 



-	If  and the UE is provided higher SRI-PUSCH-PowerControl,  is the sri-PUSCH-ClosedLoopIndex value(s) configured in any SRI-PUSCH-PowerControl with the sri-P0-PUSCH-AlphaSetId value corresponding to  


-	If  and the UE is not provided SRI-PUSCH-PowerControl or , 


-	If ,  is provided by the value of powerControlLoopToUse





-	 is the PUSCH power control adjustment state for active UL BWP  of carrier  of serving cell  and PUSCH transmission occasion  if the UE is provided tpc-Accumulation, where

-	 absolute values are given in Table 7.1.1-1

-	If a PUSCH transmission is scheduled by a DCI format,  is provided by the TPC command value in the DCI format,



-	If a PUSCH transmission is configured by ConfiguredGrantConfig,  is provided by the TPC command value in the latest DCI format 2_2 that the UE receives  symbols before PUSCH transmission occasion .



[bookmark: _GoBack]-	If the UE receives a random access response message in response to a PRACH transmission on active UL BWP  of carrier  of serving cell  as described in Clause 8
<Unchanged part omitted>
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