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[bookmark: _Toc12021448][bookmark: _Toc20311560][bookmark: _Toc26719385][bookmark: _Toc29894816][bookmark: _Toc29899115][bookmark: _Toc29899533][bookmark: _Toc29917270][bookmark: _Toc36498144][bookmark: _Toc45699170][bookmark: _Toc60601287]7.2.1	UE behaviour
If a UE transmits a PUCCH on active UL BWP [image: ] of carrier [image: ] in the primary cell [image: ] using PUCCH power control adjustment state with index [image: ], the UE determines the PUCCH transmission power [image: ] in PUCCH transmission occasion [image: ] as
[image: ] [dBm]
where 
-	[image: ] is the UE configured maximum output power defined in [8-1, TS 38.101-1], [8-2, TS38.101-2] and [8-3, TS38.101-3] for carrier [image: ] of primary cell [image: ] in PUCCH transmission occasion [image: ]
-	[image: ] is a parameter composed of the sum of a component [image: ], provided by p0-nominal, or [image: ] dBm if p0-nominal is not provided, for carrier [image: ] of primary cell [image: ] and, if provided, a component [image: ] provided by p0-PUCCH-Value in P0-PUCCH for active UL BWP [image: ] of carrier [image: ] of primary cell [image: ], where [image: ]. [image: ] is a size for a set of [image: ] values provided by maxNrofPUCCH-P0-PerSet. The set of [image: ] values is provided by p0-Set. If p0-Set is not provided to the UE, [image: ], [image: ]
-	If the UE is provided PUCCH-SpatialRelationInfo, the UE obtains a mapping, by an index provided by p0-PUCCH-Id, between a set of pucch-SpatialRelationInfoId values and a set of p0-PUCCH-Value values. If the UE is provided more than one values for pucch-SpatialRelationInfoId and the UE receives an activation command [11, TS 38.321] indicating a value of pucch-SpatialRelationInfoId, the UE determines the p0-PUCCH-Value value through the link to a corresponding p0-PUCCH-Id index. The UE applies the activation command in the first slot that is after slot [image: ] where [image: ] is the slot where the UE would transmit a PUCCH with HARQ-ACK information for the PDSCH providing the activation command and [image: ] is the SCS configuration for the PUCCH 
-	If the UE is not provided PUCCH-SpatialRelationInfo, the UE obtains the p0-PUCCH-Value value from the P0-PUCCH with p0-PUCCH-Id value equal to the minimum p0-PUCCH-Id value in p0-Set
-	[image: ] is a bandwidth of the PUCCH resource assignment expressed in number of resource blocks for PUCCH transmission occasion [image: ] on active UL BWP [image: ] of carrier [image: ] of primary cell [image: ] and [image: ] is a SCS configuration defined in [4, TS 38.211]
-	[image: ]is a downlink pathloss estimate in dB calculated by the UE using RS resource index [image: ] as described in Clause 7.1.1 for the active DL BWP [image: ] of carrier [image: ] of the primary cell [image: ] as described in Clause 12
-	If the UE is not provided pathlossReferenceRSs or before the UE is provided dedicated higher layer parameters, the UE calculates [image: ] using a RS resource obtained from an SS/PBCH block with same SS/PBCH block index as the one the UE uses to obtain MIB
-	If the UE is provided a number of RS resource indexes, the UE calculates [image: ] using RS resource with index [image: ], where [image: ]. [image: ] is a size for a set of RS resources provided by maxNrofPUCCH-PathlossReferenceRSs. The set of RS resources is provided by pathlossReferenceRSs. The set of RS resources can include one or both of a set of SS/PBCH block indexes, each provided by ssb-Index in PUCCH-PathlossReferenceRS when a value of a corresponding pucch-PathlossReferenceRS-Id maps to a SS/PBCH block index, and a set of CSI-RS resource indexes, each provided by csi-RS-Index when a value of a corresponding pucch-PathlossReferenceRS-Id maps to a CSI-RS resource index. The UE identifies a RS resource in the set of RS resources to correspond either to a SS/PBCH block index or to a CSI-RS resource index as provided by pucch-PathlossReferenceRS-Id in PUCCH-PathlossReferenceRS
-	If the UE is provided pathlossReferenceRSs and PUCCH-SpatialRelationInfo, the UE obtains a mapping, by indexes provided by corresponding values of pucch-PathlossReferenceRS-Id, between a set of pucch-SpatialRelationInfoId values and a set of referenceSignal values provided by PUCCH-PathlossReferenceRS. If the UE is provided more than one values for pucch-SpatialRelationInfoId and the UE receives an activation command [11, TS 38.321] indicating a value of pucch-SpatialRelationInfoId, the UE determines the referenceSignal value in PUCCH-PathlossReferenceRS through the link to a corresponding pucch-PathlossReferenceRS-Id index. The UE applies the activation command in the first slot that is after slot [image: ] where [image: ] is the slot where the UE would transmit a PUCCH with HARQ-ACK information for the PDSCH providing the activation command and [image: ] is the SCS configuration for the PUCCH 
-	If PUCCH-SpatialRelationInfo includes servingCellId indicating a serving cell, the UE receives the RS for resource index [image: ] on the active DL BWP of the serving cell
-	If the UE is provided pathlossReferenceRSs and is not provided PUCCH-SpatialRelationInfo, the UE obtains the referenceSignal value in PUCCH-PathlossReferenceRS from the pucch-PathlossReferenceRS-Id with index 0 in PUCCH-PathlossReferenceRS where the RS resource is either on the primary cell or, if provided, on a serving cell indicated by a value of pathlossReferenceLinking
-	If the UE
-	is not provided pathlossReferenceRSs, and
-	is not provided PUCCH-SpatialRelationInfo, and
-	is provided enableDefaultBeamPL-ForPUCCH, and 
-	is not provided coresetPoolIndex value of 1 for any CORESET, or is provided coresetPoolIndex value of 1 for all CORESETs, in ControlResourceSet and no codepoint of a TCI field, if any, in a DCI format of any search space set maps to two TCI states [5, TS 38.212] 
	the UE determines a RS resource index  providing a periodic RS resource configured with with qcl-Type set to 'typeD' in the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP of the primary cell. For a PUCCH transmission over multiple slots, a same  applies to the PUCCH transmission in each of the multiple slots.
-	The parameter [image: ] is a value of deltaF-PUCCH-f0 for PUCCH format 0, deltaF-PUCCH-f1 for PUCCH format 1, deltaF-PUCCH-f2 for PUCCH format 2, deltaF-PUCCH-f3 for PUCCH format 3, and deltaF-PUCCH-f4 for PUCCH format 4, if provided; otherwise .
-	[image: ] is a PUCCH transmission power adjustment component on active UL BWP [image: ] of carrier [image: ] of primary cell [image: ]
-	For a PUCCH transmission using PUCCH format 0 or PUCCH format 1, [image: ] where 
-	[image: ] is a number of PUCCH format 0 symbols or PUCCH format 1 symbols for the PUCCH transmission as described in Clause 9.2.
-	[image: ] for PUCCH format 0 
-	[image: ] for PUCCH format 1
-	[image: ] for PUCCH format 0 
-	[image: ] for PUCCH format 1, where [image: ] is a number of UCI bits in PUCCH transmission occasion [image: ] 
-	For a PUCCH transmission using PUCCH format 2 or PUCCH format 3 or PUCCH format 4 and for a number of UCI bits smaller than or equal to 11, [image: ], where 
-	[image: ]
-	[image: ] is a number of HARQ-ACK information bits that the UE determines as described in Clause 9.1.2.1 for Type-1 HARQ-ACK codebook, and or as described in Clause 9.1.3.1 for Type-2 HARQ-ACK codebook when pdsch-HARQ-ACK-Codebook = dynamic, or as described in Clause 9.1.3.3 for Type-2 HARQ-ACK codebook when pdsch-HARQ-ACK-Codebook-r16 is configured, or as described in Clause 9.1.4 for Type-3 HARQ-ACK codebook. WhenIf the UE is not provided any of pdsch-HARQ-ACK-Codebook, pdsch-HARQ-ACK-Codebook-r16, or pdsch-HARQ-ACK-OneShotFeedback, [image: ] if the UE includes a HARQ-ACK information bit in the PUCCH transmission; otherwise, [image: ]
-	[image: ] is a number of SR information bits that the UE determines as described in Clause 9.2.5.1
-	[image: ] is a number of CSI information bits that the UE determines as described in Clause 9.2.5.2
-	[image: ] is a number of resource elements determined as [image: ], where [image: ] is a number of subcarriers per resource block excluding subcarriers used for DM-RS transmission, and [image: ] is a number of symbols excluding symbols used for DM-RS transmission, as defined in Clause 9.2.5.2, for PUCCH transmission occasion [image: ] on active UL BWP [image: ] of carrier [image: ] of primary cell [image: ] 
-	For a PUCCH transmission using PUCCH format 2 or PUCCH format 3 or PUCCH format 4 and for a number of UCI bits larger than 11, [image: ], where 
-	[image: ]
-	[image: ]
[bookmark: _GoBack]-	[image: ] is a number of HARQ-ACK information bits that the UE determines as described in Clause 9.1.2.1 for Type-1 HARQ-ACK codebook, and or as described in Clause 9.1.3.1 for Type-2 HARQ-ACK codebook when pdsch-HARQ-ACK-Codebook = dynamic, or as described in Clause 9.1.3.3 for Type-2 HARQ-ACK codebook when pdsch-HARQ-ACK-Codebook-r16 is configured, or as described in Clause 9.1.4 for Type-3 HARQ-ACK codebook. If When the UE is not provided any of pdsch-HARQ-ACK-Codebook, pdsch-HARQ-ACK-Codebook-r16, or pdsch-HARQ-ACK-OneShotFeedback, [image: ] if the UE includes a HARQ-ACK information bit in the PUCCH transmission; otherwise, [image: ]
-	[image: ] is a number of SR information bits that the UE determines as described in Clause 9.2.5.1
-	[image: ] is a number of CSI information bits that the UE determines as described in Clause 9.2.5.2 
-	[image: ] is a number of CRC bits that the UE determines as described in Clause 9.2
-	[image: ] is a number of resource elements that the UE determines as [image: ], where [image: ] is a number of subcarriers per resource block excluding subcarriers used for DM-RS transmission, and [image: ] is a number of symbols excluding symbols used for DM-RS transmission, as defined in Clause 9.2.5.2, for PUCCH transmission occasion [image: ] on active UL BWP [image: ] of carrier [image: ] of primary cell [image: ].
< Unchanged part is omitted >

[bookmark: _Toc29894846][bookmark: _Toc29899145][bookmark: _Toc29899563][bookmark: _Toc29917300][bookmark: _Toc36498174][bookmark: _Toc45699200][bookmark: _Toc60601317]9.1.4	Type-3 HARQ-ACK codebook determination 
If a UE is provided pdsch-HARQ-ACK-OneShotFeedback, the UE determines  HARQ-ACK information bits, for a total number of  HARQ-ACK information bits, of a Type-3 HARQ-ACK codebook according to the following procedure.
Set  to the number of configured serving cells
Set  to the value of nrofHARQ-ProcessesForPDSCH for serving cell , if provided; else, set 
Set  to the value of maxNrofCodeWordsScheduledByDCI for serving cell  if harq-ACK-SpatialBundlingPUCCH is provided and , or if harq-ACK-SpatialBundlingPUCCH is not provided, or if maxCodeBlockGroupsPerTransportBlock is provided for serving cell ; else, set 
Set  to the number of HARQ-ACK information bits per TB for PDSCH receptions on serving cell  as described in Clause 9.1.1 if maxCodeBlockGroupsPerTransportBlock is provided for serving cell  and pdsch-HARQ-ACK-OneShotFeedbackCBG is provided; else, set 
Set  if pdsch-HARQ-ACK-OneShotFeedbackNDI is provided; else set 
Set  – serving cell index
Set  – HARQ process number
Set  – TB index
Set  – CBG index
Set 
while 
while 
if 
if 
while 
while 
[image: ]= HARQ-ACK information bit for CBG  of TB  for HARQ process number  of serving cell 
 
 
end while
[image: ]= NDI value indicated in the DCI format corresponding to the HARQ-ACK information bit(s) for TB  for HARQ process number  on serving cell , if any; else, [image: ]
 
 
 
end while
else
while 
[image: ]= HARQ-ACK information bit for TB  for HARQ process  of serving cell 
 
[image: ]= NDI value indicated in the DCI format corresponding to the HARQ-ACK information bit(s) for TB  for HARQ process number  on serving cell , if any; else, [image: ]
 
 
end while
end if
 
else
if 
while 
if UE has reported HARQ-ACK information for TB  for HARQ process number  on serving cell , and has not subsequently detected a DCI format scheduling a PDSCH reception, or received a SPS PDSCH, with TB  for HARQ process number  on serving cell 
while 
[image: ]
 
 
end while
end if
if UE has obtained HARQ-ACK information for TB  for HARQ process number  on serving cell  corresponding to a PDSCH reception and has not reported the HARQ-ACK information corresponding to the PDSCH reception
while 
[image: ]= HARQ-ACK information bit for CBG  of TB  for HARQ process number  of serving cell 
 
 
end while
end if
 
 
end while
else
while 
if UE has reported HARQ-ACK information for TB  for HARQ process number  on serving cell  and has not subsequently detected a DCI format scheduling a PDSCH reception, or received a SPS PDSCH, with TB  for HARQ process number  on serving cell 
[bookmark: _Hlk36468040][image: ]= NACK
 
 
end if
if UE has obtained HARQ-ACK information for TB  for HARQ process number  on serving cell  corresponding to a PDSCH reception and has not reported the HARQ-ACK information corresponding to the PDSCH reception
if harq-ACK-SpatialBundlingPUCCH is not provided
[image: ]= HARQ-ACK information bit for TB  for HARQ process  of serving cell 
else
[image: ]= binary AND operation of the HARQ-ACK information bits corresponding to first and second transport blocks for HARQ process  of serving cell . If the UE receives one transport block, the UE assumes ACK for the second transport block
end if
 
 
end if
end while
end if
 
end if
 
end while
 
 
end while
If a UE receives a SPS PDSCH, or a PDSCH that is scheduled by a DCI format 1_0 for a serving cell  and if maxCodeBlockGroupsPerTransportBlock is provided for serving cell , and pdsch-HARQ-ACK-OneShotFeedbackCBG is provided, the UE repeats  times the HARQ-ACK information for the transport block in the PDSCH.
If a UE detects a DCI format that includes a One-shot HARQ-ACK request field with value 1, the UE determines a PUCCH or a PUSCH to multiplex a Type-3 HARQ-ACK codebook for transmission in a slot as described in Clauses 9.2.3 and 9.2.5. The UE multiplexes only the Type-3 HARQ-ACK codebook in the PUCCH or the PUSCH for transmission in the slot.
If 
-	a UE detects a DCI format that includes a One-shot HARQ-ACK request field with value 1, and
-	the CRC of the DCI is scrambled by a C-RNTI or an MCS-C-RNTI, and
-	resourceAllocation = resourceAllocationType0 and all bits of the frequency domain resource assignment field in the DCI format are equal to 0, or
-	resourceAllocation = resourceAllocationType1 and all bits of the frequency domain resource assignment field in the DCI format are equal to 1, or
-	resourceAllocation = dynamicSwitch and all bits of the frequency domain resource assignment field in the DCI format are equal to 0 or 1
the DCI format provides a request for a Type-3 HARQ-ACK codebook report and does not schedule a PDSCH reception. The UE is expected to provide HARQ-ACK information in response to the request for the Type-3 HARQ-ACK codebook after  symbols from the last symbol of a PDCCH providing the DCI format, where the value of  for  is provided in Clause 10.2 by replacing "SPS PDSCH release" with "DCI format". 
If a UE multiplexes HARQ-ACK information in a PUSCH transmission, the UE generates the HARQ-ACK codebook as described in this Clause except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.
If  , the UE determines a number of HARQ-ACK information bits  for obtaining a transmission power for a PUCCH, as described in Clause 7.2.1, as  where 
[bookmark: OLE_LINK287][bookmark: OLE_LINK288][bookmark: OLE_LINK289][bookmark: OLE_LINK290]-	 is the number of transport blocks the UE receives in a HARQ process number  for serving cell  if harq-ACK-SpatialBundlingPUCCH is not used and PDSCH-CodeBlockGroupTransmission is not provided, or the number of transport blocks the UE receives in a HARQ process number  for serving cell  if PDSCH-CodeBlockGroupTransmission is provided and the PDSCH reception is scheduled by a DCI format that does not support CBG-based PDSCH receptions, or the number of PDSCH receptions if harq-ACK-SpatialBundlingPUCCH is provided and in a HARQ process number  for serving cell  and the UE reports corresponding HARQ-ACK information in the PUCCH.
-	 is the number of CBGs the UE receives in a HARQ process number  for serving cell  if PDSCH-CodeBlockGroupTransmission is provided and the PDSCH reception is scheduled by a DCI format that supports CBG-based PDSCH receptions and the UE reports corresponding HARQ-ACK information in the PUCCH.
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