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1. Overall Description:
RAN1 would like to provide replies on the following questions from RAN4 in R4-2017839 [1] about priority between LTE and NR sidelink. 
Q1: Is there priority defined for LTE SL and NR SL?
RAN1 reply to Q1: Yes
Q2: How does RAN WG1 define the priority of LTE SL and NR SL? For example, which parameter is used and how to determine the priority?
RAN1 reply to Q2: 
· Between LTE SL Tx and NR SL Tx, or between LTE SL Tx and NR SL Rx, or between LTE SL Rx and NR SL Tx, if a UE has enough processing time (< 4ms) to know a priority value, the UE transmits or receives the signal/channel with higher priority between LTE and NR sidelink and the priority is decided for each signal/channel by
· LTE and NR PSSCH: the value in SCI
· NR PSFCH: same as corresponding PSSCH
· NR S-SS/PSBCH: higher layer parameter sl-SSB-PriorityNR-r16
· LTE PSSS/SSSS/PSBCH: higher layer parameter LTESidelinkSSBPriority
· Between LTE SL Rx and NR SL Rx, or if the priority is the same, or if the UE does not have enough processing time to know the priority value, the prioritization between LTE and NR sidelink is up to UE implementation.
Q3: Is it the case that there is no higher priority for LTE SL than NR SL?
RAN1 reply to Q3: Yes (See RAN1 reply to Q2)
2. Actions:
To RAN4
ACTION: 	RAN1 respectfully asks RAN4 to take the above information into account in their further work

3. Date of Next Meetings:
TSG RAN1 Meeting #104	bis-e	12th – 20th April 2021					e-Meeting
TSG RAN1 Meeting #105-e	19th – 27th May 2021					e-Meeting
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