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Introduction
In this contribution, we discuss a remaining issue on inconsistence between TS 38.213 and TS 38.331 in terms of the dci-FormatsExt for NR URLLC. 
[bookmark: OLE_LINK1]Discussions
2.1 Inconsistence between TS 38.213 and TS 38.331 in terms of the dci-FormatsExt 
[bookmark: _Hlk61439047]In Rel-16, DCI format 0_2 and DCI format 1_2 have been introduced for Rel-16 URLLC operation. A dci-FormatsExt is used to indicate whether a UE to monitor the DCI format 0_2 and DCI format 1_2 in the USS. To be more specific, in TS 38.331 [1] as below, the dci-FormatsExt is used to indicate whether a UE to monitor PDCCH candidates for the DCI format 0_2 and DCI format 1_2, or for the DCI format 0_1, DCI format 1_1, DCI format 0_2, and DCI format 1_2 in a USS.  
[image: ]
	dci-FormatsExt
If this field is present, the field dci-Formats is ignored and dci-FormatsExt is used instead to indicate whether the UE monitors in this USS for DCI format 0_2 and 1_2 or formats 0_1 and 1_1 and 0_2 and 1_2 (see TS 38.212 [17], clause 7.3.1 and TS 38.213 [13], clause 10.1).



[bookmark: _Hlk61439141]On the other hand, in TS 38.213 [2] as below, it seems that the dci-FormatsExt can be also used to indicate a UE to monitor PDCCH candidates for the DCI format 0_0 and DCI format 1_0, or for DCI format 0_1 and DCI format 1_1, which are not allowed in the TS 38.331. 
	TS 38.213 V16.4.0 (2020-12)
10.1	UE procedure for determining physical downlink control channel assignment 
-	if search space set  is a USS set, an indication by dci-Formats to monitor PDCCH candidates either for DCI format 0_0 and DCI format 1_0, or for DCI format 0_1 and DCI format 1_1, or an indication by dci-FormatsExt to monitor PDCCH candidates for DCI format 0_0 and DCI format 1_0, or for DCI format 0_1 and DCI format 1_1, or for DCI format 0_2 and DCI format 1_2, or, if a UE indicates a corresponding capability, for DCI format 0_1, DCI format 1_1, DCI format 0_2, and DCI format 1_2, or for DCI format 3_0, or for DCI format 3_1, or for DCI format 3_0 and DCI format 3_1 




Proposal: Adopt the following TP relating to dci-FormatsExt in TS 38.213 to keep insistent with the description of the dci-FormatsExt in TS 38.331. 
	TP
TS 38.213 V16.4.0 (2020-12)
[bookmark: _Toc12021486][bookmark: _Toc20311598][bookmark: _Toc26719423][bookmark: _Toc29894858][bookmark: _Toc29899157][bookmark: _Toc29899575][bookmark: _Toc29917312][bookmark: _Toc36498186][bookmark: _Toc45699213][bookmark: _Toc60601330][bookmark: _Ref491451763][bookmark: _Ref491466492]10.1	UE procedure for determining physical downlink control channel assignment 
< Unchanged parts are omitted >
[bookmark: _Hlk61439501]-	if search space set  is a USS set, an indication by dci-Formats to monitor PDCCH candidates either for DCI format 0_0 and DCI format 1_0, or for DCI format 0_1 and DCI format 1_1, or an indication by dci-FormatsExt to monitor PDCCH candidates for DCI format 0_0 and DCI format 1_0, or for DCI format 0_1 and DCI format 1_1, or for DCI format 0_2 and DCI format 1_2, or, if a UE indicates a corresponding capability, for DCI format 0_1, DCI format 1_1, DCI format 0_2, and DCI format 1_2, or for DCI format 3_0, or for DCI format 3_1, or for DCI format 3_0 and DCI format 3_1 
< Unchanged parts are omitted >



Conclusion
[bookmark: _GoBack]In this contribution, we have discussed one remaining issue on inconsistence between TS 38.213 and TS 38.331 in terms of description of dci-FormatsExt for NR URLLC and have the following proposal:
Proposal: Adopt the following TP relating to dci-FormatsExt in TS 38.213 to keep insistent with the description of the dci-FormatsExt in TS 38.331. 
	TP
TS 38.213 V16.4.0 (2020-12)
10.1	UE procedure for determining physical downlink control channel assignment 
< Unchanged parts are omitted >
-	if search space set  is a USS set, an indication by dci-Formats to monitor PDCCH candidates either for DCI format 0_0 and DCI format 1_0, or for DCI format 0_1 and DCI format 1_1, or an indication by dci-FormatsExt to monitor PDCCH candidates for DCI format 0_0 and DCI format 1_0, or for DCI format 0_1 and DCI format 1_1, or for DCI format 0_2 and DCI format 1_2, or, if a UE indicates a corresponding capability, for DCI format 0_1, DCI format 1_1, DCI format 0_2, and DCI format 1_2, or for DCI format 3_0, or for DCI format 3_1, or for DCI format 3_0 and DCI format 3_1 
< Unchanged parts are omitted >
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         ue - Specific                                  SEQUENCE   {                dci - Formats                                  ENUMERATED   {formats0 - 0 - And - 1 - 0, formats0 - 1 - And - 1 - 1},                ...,                [[                dci - Formats - MT - r16                    ENUMERATED   {formats2 - 5}                                 OPTIONAL ,     --   Need R                dci - FormatsSL - r16                     ENUMERATED   {form ats0 - 0 - And - 1 - 0, formats0 - 1 - And - 1 - 1, formats3 - 0, formats3 - 1,                                                                 formats3 - 0 - And - 3 - 1}                         OPTIONAL ,     --   Need R                dci - FormatsExt - r16                    ENUMERATED   {formats0 - 2 - And - 1 - 2, formats0 - 1 - And - 1 - 1And - 0 - 2 - And - 1 - 2}                                                                                                            OPTIONAL       --   Need R                ]]            }        }                                                                                                     OPTIONAL      --   Cond Setup2   }  


