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Introduction
This document proposes two text proposals for Rel-16 UE power savings, both of which can addressed via alignment CR corrections.
Discussion

In the alignment CR to 38.214, an explicit reference to the DRX-Config IE was added when referring to the drx-onDurationTimer in several places, but it was also missed in several others. For consistency, it is proposed to align the spec appropriately as shown in below text proposal. 
<begin TP1 for 38.214>
[bookmark: _Toc11352131][bookmark: _Toc20318021][bookmark: _Toc27299919][bookmark: _Toc29673190][bookmark: _Toc29673331][bookmark: _Toc29674324][bookmark: _Toc36645554][bookmark: _Toc45810599][bookmark: _Toc60777175]5.2.2.5	CSI reference resource definition
<omit unchanged text>
When DRX is configured, the UE reports a CSI report only if receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement in DRX Active Time no later than CSI reference resource and drops the report otherwise. When the UE is configured to monitor DCI format 2_6 and if the UE configured by higher layer parameter ps-TransmitOtherPeriodicCSI to report CSI with the higher layer parameter reportConfigType set to 'periodic' and reportQuantity set to quantities other than 'cri-RSRP' and 'ssb-Index-RSRP' when drx-onDurationTimer is not started, the UE shall report CSI during the time duration indicated by drx-onDurationTimer in DRX-Config also outside active time according to the procedure described in Clause 5.2.1.4 if receiving at least one CSI-RS transmission occasion for channel measurement and CSI-RS and/or CSI-IM occasion for interference measurement during the time duration indicated by drx-onDurationTimer in DRX-Config outside DRX active time or in DRX Active Time no later than CSI reference resource and drops the report otherwise. When the UE is configured to monitor DCI format 2_6 and if the UE configured by higher layer parameter ps-TransmitPeriodicL1-RSRP to report L1-RSRP with the higher layer parameter reportConfigType set to 'periodic' and reportQuantity set to 'cri-RSRP' or 'ssb-Index-RSRP' when drx-onDurationTimer is not started, the UE shall report L1-RSRP during the time duration indicated by drx-onDurationTimer in DRX-Config also outside active time according to the procedure described in clause 5.2.1.4 and when reportQuantity set to 'cri-RSRP' if receiving at least one CSI-RS transmission occasion for channel measurement during the time duration indicated by drx-onDurationTimer in DRX-Config outside DRX active time or in DRX Active Time no later than CSI reference resource and drops the report otherwise.
<omit unchanged text>
<end TP1 for 38.214>

Following is a TP for 38.213, subclause 10.3 capturing two minor alignments
1. RRC parameter name alignment (size-DCI-2-6 → sizeDCI-2-6) 
2. According to 38.331, the Special cell is defined as follows and given this, the corresponding references to SpCell in 38.213 subclause 10.3 can be replaced with PSCell. 
a. Definition of Special Cell from 38.331: For Dual Connectivity operation the term Special Cell refers to the PCell of the MCG or the PSCell of the SCG, otherwise the term Special Cell refers to the PCell.
[bookmark: _Toc29894868][bookmark: _Toc29899167][bookmark: _Toc29899585][bookmark: _Toc29917314][bookmark: _Toc36498188][bookmark: _Toc45699216][bookmark: _Toc60601333]
<begin TP2 for 38.213>
10.3	PDCCH monitoring indication and dormancy/non-dormancy behaviour for SCells
A UE configured with DRX mode operation [11, TS 38.321] can be provided the following for detection of a DCI format 2_6 in a PDCCH reception on the PCell or on the SpCell PSCell [12, TS 38.331]
-	a PS-RNTI for DCI format 2_6 by ps-RNTI
-	a number of search space sets, by dci-Format2-6, to monitor PDCCH for detection of DCI format 2_6 on the active DL BWP of the PCell or of the SpCell PSCell according to a common search space as described in Clause 10.1
-	a payload size for DCI format 2_6 by size-DCI-2-6size-DCI-2-6
<omit unchanged text>
-	an offset by ps-Offset indicating a time, where the UE starts monitoring PDCCH for detection of DCI format 2_6 according to the number of search space sets, prior to a slot where the drx-onDurationTimer would start on the PCell or on the SpCell PSCell [11, TS 38.321]
-	for each search space set, the PDCCH monitoring occasions are the ones in the first  slots indicated by duration, or  slot if duration is not provided, starting from the first slot of the first  slots and ending prior to the start of drx-onDurationTimer. 
[bookmark: _Hlk39518746]<omit unchanged text>
If a UE is provided search space sets to monitor PDCCH for detection of DCI format 2_6 in the active DL BWP of the PCell or of the SpCell PSCell and the UE detects DCI format 2_6, the physical layer of a UE reports the value of the Wake-up indication bit for the UE to higher layers [11, TS 38.321] for the next long DRX cycle.
If a UE is provided search space sets to monitor PDCCH for detection of DCI format 2_6 in the active DL BWP of the PCell or of the SpCell PSCell and the UE does not detect DCI format 2_6, the physical layer of the UE does not report a value of the Wake-up indication bit to higher layers for the next long DRX cycle.
If a UE is provided search space sets to monitor PDCCH for detection of DCI format 2_6 in the active DL BWP of the PCell or of the SpCell PSCell and the UE 
-	is not required to monitor PDCCH for detection of DCI format 2_6, as described in Clauses 10, 11.1, 12, and in Clause 5.7 of [11, TS 38.321] for all corresponding PDCCH monitoring occasions outside Active Time prior to a next long DRX cycle, or 
-	does not have any PDCCH monitoring occasions for detection of DCI format 2_6 outside Active Time of a next long DRX cycle
[bookmark: _Hlk39666961]the physical layer of the UE reports a value of 1 for the Wake-up indication bit to higher layers for the next long DRX cycle.
<omit unchanged text>
<end TP2 for 38.213>
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