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	Reason for change:
	Based on the current UE feature group 16-2b-1b, supporting of the new DMRS port entry {0, 2, 3} is a UE capability for single-DCI based SDM scheme. Consequently, gNB can indicate UE DMRS port entry {0, 2, 3} only if UE supports the feature group 16-2b-1b. The text with bracket reiterating that in physical layer specification 38.212 is not ncessary.
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        <Unchanged parts are omitted>

-	Antenna port(s) – 4, 5, or 6 bits as defined by Tables 7.3.1.2.2-1/2/3/4 and Tables 7.3.1.2.2-1A/2A/3A/4A, where the number of CDM groups without data of values 1, 2, and 3 refers to CDM groups {0}, {0,1}, and {0, 1,2} respectively. The antenna ports  shall be determined according to the ordering of DMRS port(s) given by Tables 7.3.1.2.2-1/2/3/4 or Tables 7.3.1.2.2-1A/2A/3A/4A. When a UE receives an activation command that maps at least one codepoint of DCI field 'Transmission Configuration Indication' to two TCI states, the UE shall use Table 7.3.1.2.2-1A/2A/3A/4A; otherwise, it shall use Tables 7.3.1.2.2-1/2/3/4. The UE can receive an entry with DMRS ports equals to 1000, 1002, 1003 when two TCI states are indicated in a codepoint of DCI field 'Transmission Configuration Indication' [and subject to UE capability].
<Unchanged parts are omitted>
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