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< Unchanged parts are omitted >
For PDSCH mapping type B

-	if the PDSCH duration   OFDM symbols for normal cyclic prefix or  OFDM symbols for extended cyclic prefix, and the front-loaded DM-RS of the PDSCH allocation collides with resources reserved for a search space set associated with a CORESET,  shall be incremented such that the first DM-RS symbol occurs immediately after the CORESET and until no collision with any CORESET occurs, and
-	if the PDSCH duration  is 2 symbols, the UE is not expected to receive a DM-RS symbol beyond the second symbol;
-	if the PDSCH duration  is 5 symbols and if one additional single-symbol DM-RS is configured, the UE only expects the additional DM-RS to be transmitted on the fifth 5th symbol when the front-loaded DM-RS symbol is in the 1st symbol of the PDSCH duration, otherwise the UE should expect that the additional DM-RS is not transmitted;
-	if the PDSCH duration  is 7 symbols for normal cyclic prefix or 6 symbols for extended cyclic prefix: 
-	the UE is not expected to receive the front-loaded DM-RS beyond the fourth symbol, and
-	if one additional single-symbol DM-RS is configured, the UE only expects the additional DM-RS to be transmitted on the 5th or 6th symbol when the front-loaded DM-RS symbol is in the 1st or 2nd symbol, respectively, of the PDSCH duration, otherwise the UE should expect that the additional DM-RS is not transmitted;
-	if the PDSCH duration   OFDM symbols, the UE is not expected to receive the front-loaded DM-RS beyond the 4th symbol; 
-	if the PDSCH duration  is 12 or 13 symbols, the UE is not expected to receive a DM-RS symbol mapped to symbol 12 or later in the slot;
-	for all values of the PDSCH duration  other than 2, 5, and 7 symbols, the UE is not expected to receive a DM-RS symbol beyond the :th symbol;
-	if the PDSCH duration  is less than or equal to 4 OFDM symbols, only single-symbol DM-RS is supported. 
-	if the higher-layer parameter lte-CRS-ToMatchAround, lte-CRS-PatternList1, or lte-CRS-PatternList2 is configured, the PDSCH duration  symbols for normal cyclic prefix, the subcarrier spacing configuration , single-symbol DM-RS is configured, and at least one PDSCH DM-RS symbol in the PDSCH allocation collides with a symbol containing resource elements as indicated by the higher-layer parameter lte-CRS-ToMatchAround, lte-CRS-PatternList1, or lte-CRS-PatternList2, then  shall be incremented by one in all slots.
< Unchanged parts are omitted >
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