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	Reason for change:
	Capture the correction on PUCCH resource determination of SPS-PUCCH-AN-List in section 9.2.1 in TS 38.213 as outcome of issue #4 in [104-e-NR-L1enh-URLLC-05].  

	
	

	Summary of change:
	Specify UCI types for PUCCH resource determination of SPS-PUCCH-AN-List according to outcome of issue #4 in [104-e-NR-L1enh-URLLC-05].

	
	

	Consequences if not approved:
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< Unchanged parts are omitted >
If the UE is provided SPS-PUCCH-AN-List and transmits  UCI information bits that include only HARQ-ACK information bits in response to one or more SPS PDSCH receptions and SR, if any, the UE determines a PUCCH resource to be 
-	a PUCCH resource provided by sps-PUCCH-AN-ResourceID obtained from the first entry in sps-PUCCH-AN-List if  including 1 or 2 HARQ-ACK information bits and a positive or negative SR on one SR transmission occasion if transmission of HARQ-ACK information and SR occurs simultaneously, or
-	a PUCCH resource provided by sps-PUCCH-AN-ResourceID obtained from the second entry in sps-PUCCH-AN-List, if provided, if  where  is either provided by maxPayloadSize obtained from the second entry in sps-PUCCH-AN-List or is otherwise equal to 1706, or
-	a PUCCH resource provided by sps-PUCCH-AN-ResourceID obtained from the third entry in sps-PUCCH-AN-List, if provided, if  where  is either provided by maxPayloadSize obtained from the third entry in sps-PUCCH-AN-List or is otherwise equal to 1706, or
-	a PUCCH resource provided by sps-PUCCH-AN-ResourceID obtained from the fourth entry in sps-PUCCH-AN-List, if provided, if  where  is equal to 1706.
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