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A UE can be provided, for each BWP of a serving cell, a set [image: ] of periodic CSI-RS resource configuration indexes by failureDetectionResourcesToAddModList and a set [image: ] of periodic CSI-RS resource configuration indexes and/or SS/PBCH block indexes by candidateBeamRSList or candidateBeamRSListExt-r16 or candidateBeamRSSCellList-r16 for radio link quality measurements on the BWP of the serving cell. If the UE is not provided  by failureDetectionResourcesToAddModList for a BWP of the serving cell, the UE determines the set [image: ] to include periodic CSI-RS resource configuration indexes with same values as the RS indexes in the RS sets indicated by TCI-State for respective CORESETs that the UE uses for monitoring PDCCH and, if there are two RS indexes in a TCI state, the set [image: ] includes RS indexes with QCL-TypeD configuration for the corresponding TCI states. The UE expects the set [image: ] to include up to two RS indexes. The UE expects single port RS in the set [image: ]. The UE expects single-port or two-port CSI-RS with frequency density equal to 1 or 3 REs per RB in the set [image: ].

<omitted text>

10.3	PDCCH monitoring indication and dormancy/non-dormancy behaviour for SCells
A UE configured with DRX mode operation [11, TS 38.321] can be provided the following for detection of a DCI format 2_6 in a PDCCH reception on the PCell or on the SpCell [12, TS 38.331]
-	a PS-RNTI for DCI format 2_6 by ps-RNTI
-	a number of search space sets, by dci-Format2-6, to monitor PDCCH for detection of DCI format 2_6 on the active DL BWP of the PCell or of the SpCell according to a common search space as described in Clause 10.1
-	a payload size for DCI format 2_6 by sizeDCI-_2-6
-	a location in DCI format 2_6 of a Wake-up indication bit by psPositionDCI-2-6
-	a '0' value for the Wake-up indication bit, when reported to higher layers, indicates to not start the drx-onDurationTimer for the next long DRX cycle [11, TS 38.321]
-	a '1' value for the Wake-up indication bit, when reported to higher layers, indicates to start the drx-onDurationTimer for the next long DRX cycle [11, TS 38.321]
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