1.1.1 Maintenance of NR positioning support
R1-2100127
Text Proposals on NR Positioning
OPPO

R1-2100282
Maintenance of NR positioning support
ZTE

R1-2100342
Discussion and TP on remaining issues in NR positioning
CATT

R1-2100419
Maintenance on Rel-16 NR positioning
vivo

R1-2100552
Draft CR on the usage of the term cell
Nokia, Nokia Shanghai Bell

R1-2100707
Editorial CR on Rel-16 NR positioning
LG Electronics

R1-2101731
Corrections to positioning SRS and higher layer parameters
Huawei, HiSilicon

R1-2101758
Maintenance of NR positioning support
Ericsson

[104-e-NR-Pos-01] Email discussion/approval on DL PRS until Jan-29 – Alexey (Intel)
· Aspect 2.4 – Change of Cell on DL PRS ID

· Aspect 2.7 – Misalignment of ‘nr-TimeStamp’ with TS 37.355

· Aspect 2.8 – Ambiguity for Measurement Gap Request

· Aspect 2.9 – DL PRS Resource / Resource Set IDs reporting for DL-AOD

R1-2102162 (Rel-16, TS38.214, CR0171)
CR on DL PRS resource indication in activation command for semi-persistent SRS for positioning and amount of DL PRS resource sets per TRP
Moderator (Intel Corporation), Nokia, Nokia Shanghai Bell, CATT

R1-2102163 / 0172 (Rel-16, TS38.214, CR0172)
CR on timestamp reference in NR positioning measurement report
Moderator (Intel Corporation), vivo

R1-2102164 / 0173 (Rel-16, TS38.214, CR0173)
CR on measurement gap configuration for NR positioning
Moderator (Intel Corporation), vivo, Huawei
[104-e-NR-Pos-02] Email discussion/approval on SRS for positioning until Jan-29 – Florent (Ericsson)
· Aspect 2.2 – Semi-persistent SRS for Positioning Activation

· Aspect 2.10 – Editorial Corrections for the TS 38.214

· Aspect 2.11 – Misalignment of dl-PRS-r16 in spatialRelationInfoPos

· Aspect 2.12 – Corrections to Positioning SRS and Higher Layer Parameters

R1-2102205 (Rel-16, TS38.214, CR0168)
CR for the configuration of semi-persistent SRS
Moderator (Ericsson), ZTE
R1-2102206 (Rel-16, TS38.214, CR0169)
CR for the configuration of DL-PRS as the spatial relation of periodic and semi-persistent positioning SRS

R1-2102207 (Rel-16, TS38.214, CR0170)
CR for the configuration of SRS for positioning in SRS carrier switching

[104-e-NR-Pos-03] Email discussion/approval for the reply LS to R1-2100005 until Jan-28 - Su Huang (Huawei)

R1-2101925
Summary of [104-e-NR-Pos-03] for the reply LS to R1-2100005
Moderator (Huawei)

R1-2101915
[DRAFT] Reply LS on Rel-16 NR positioning Correction
Huawei

Final LS endorsed in R1-2101918
[104-e-NR-Pos-04] Email discussion/approval for R1-2100320 until Jan-28 – Xiaotao Ren (CATT)

R1-2101831
Summary on email discussion [104-e-NR-Pos-04] for R1-2100320
Moderator (CATT)

R1-2101882 (TS36.214, Rel-16, CR#0057, Cat F)
Corrections to 36.214 for Reference Point for eNB Rx – Tx time difference
CATT

