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1.1 Enhancements to Integrated Access and Backhaul 
Please refer to RP-201293 for detailed scope of the WI
R1-2101482
Workplan for Rel-17 IAB
Qualcomm Incorporated

1.1.1 Enhancements to resource multiplexing between child and parent links of an IAB node

R1-2100219
Resource multiplexing between backhaul and access for IAB duplexing enhancements
Huawei, HiSilicon

R1-2100463
Enhancement to resource multiplexing between child and parent links
vivo

R1-2100670
Enhancements to Resource Multiplexing between Child and Parent Links of an IAB Node


Intel Corporation

R1-2100690
Discussions on enhancements to resource multiplexing between child and parent links of an IAB node

CEWiT

R1-2100717
Discussions on IAB resource multiplexing enhancements
LG Electronics

R1-2100777
Enhancements for IAB resource multiplexing
AT&T

R1-2100833
Enhancements for resource multiplexing among IAB backhaul and access links
Nokia, Nokia Shanghai Bell

R1-2100958
Enhancements to the IAB resource multiplexing
ZTE, Sanechips

R1-2100990
Resource multiplexing in enhanced IAB systems
Lenovo, Motorola Mobility

R1-2101083
Discussion on IAB resource multiplexing enhancements
ETRI

R1-2101227
Enhancements to Resource Multiplexing for NR IAB
Samsung

R1-2101483
Resource management for enhanced duplexing
Qualcomm Incorporated

R1-2101628
Resource multiplexing between child and parent links of an IAB node
NTT DOCOMO, INC.

R1-2101695
Resource multiplexing and DC in enhanced IAB
Ericsson

[104-e-NR-eIAB-01] Email discussion on enhancements to resource multiplexing between child and parent links of an IAB node – Thomas (AT&T)
· 1st check point: Jan 27
· 2nd check point: Feb 1
· 3rd check point: Feb 5
1.1.2 Other enhancements for simultaneous operation of IAB-node’s child and parent links
Including IAB-node timing mode(s), extensions for DL/UL power control, and CLI and interference measurements of BH links, as needed
R1-2100220
Enhancements for simultaneous operation of MT and DU
Huawei, HiSilicon

R1-2100464
Other enhancements for simultaneous operation of child and parent links
vivo

R1-2100671
Other Enhancements for Simultaneous Operations
Intel Corporation

R1-2100718
Discussions on other enhancement for simultaneous operation
LG Electronics

R1-2100744
Other enhancements for simultaneous operation of IAB-node’s child and parent links
Fujitsu

R1-2100778
Enhancements for IAB interference management
AT&T

R1-2100834
Other enhancements for simultaneous operation of IAB Parent and Child
Nokia, Nokia Shanghai Bell

R1-2100955
Discussion on simultaneous operation of IAB-node’s child and parent links
CEWiT

R1-2100959
Enhancements for simultaneous operation of child and parent links
ZTE, Sanechips

R1-2100991
Timing, interference, and power control in enhanced IAB systems
Lenovo, Motorola Mobility

R1-2101084
Discussion on simultaneous operation enhancements for eIAB
ETRI

R1-2101228
Enhancements to Timing, Power Control and CLI for NR IAB
Samsung

R1-2101484
On enhancements for simultaneous operation of IAB-node's child and parent links
Qualcomm Incorporated

R1-2101629
Other enhancements for simultaneous operation of IAB-node’s child and parent links
NTT DOCOMO, INC.

R1-2101696
Timing, CLI and power control in enhanced IAB
Ericsson

[104-e-NR-eIAB-02] Email discussion non other enhancements for simultaneous operation of IAB-node’s child and parent links – Luca (Qualcomm)
· 1st check point: Jan 27
· 2nd check point: Feb 1
· 3rd check point: Feb 5
1.1.3 Others

R1-2100221
Other enhancements for IAB
Huawei, HiSilicon

R1-2100465
Other enhancements to Rel-17 IAB nodes
vivo

R1-2100960
Discussion on multiplexing capability for IAB
ZTE, Sanechips

R1-2101085
Other enhancements to eIAB
ETRI

