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	Reason for change:
	A resource indicated by the resource reservatoin field of an SCI may be located outside the resource pool in the current sidelink Mode 2 resource allocation procedure. Correction is necessary to ensure any resource indicated by an SCI remains within the resource pool.

	
	

	Summary of change:
	Resource reservation period is applied to the set of slots belonging to a resource pool.
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In resource allocation mode 2, the higher layer can request the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission. To trigger this procedure, in slot n, the higher layer provides the following parameters for this PSSCH/PSCCH transmission:
-	*** Unchanged text is omitted ***
The resource reservation interval, , if provided, is converted from units of msec to units of logical slots, resulting in  according to clause 8.1.7.
Notation:
 denotes the set of slots which can belong to a sidelink resource pool and is defined in Clause 8. 
 denotes the set of slots which belongs to the sidelink resource pool and is defined in Clause 8.
*** Unchanged text is omitted ***
6)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
a)	the UE receives an SCI format 1-A in slot , and 'Resource reservation period' field, if present, and 'Priority' field in the received SCI format 1-A indicate the values  and , respectively according to Clause 16.4 in [6, TS 38.213];
b)	the RSRP measurement performed, according to clause 8.4.2.1 for the received SCI format 1-A, is higher than 
[bookmark: OLE_LINK8][bookmark: OLE_LINK9]c)	the SCI format received in slot  or the same SCI format which, if and only if the 'Resource reservation period' field is present in the received SCI format 1-A,  is assumed to be received in slot(s)  determines according to clause 8.1.5 the set of resource blocks and slots which overlaps with  for q=1, 2, …, Q and j=0, 1, …, . Here,  is  converted to units of logical slots according to clause 8.1.7,  if  and , where  if slot n belongs to the set , otherwise slot  is the first slot after slot n belonging to the set ; otherwise .  is set to selection window size T2 converted to units of msec.
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The set of slots and resource blocks for PSSCH transmission is determined by the resource used for the PSCCH transmission containing the associated SCI format 1-A, and fields 'Frequency resource assignment', 'Time resource assignment' of the associated SCI format 1-A as described below.
*** Unchanged text is omitted ***
If a set of sub-channels in slot  is determined as the time and frequency resource for PSSCH transmission corresponding to the selected sidelink grant (described in [10, TS 38.321]), the same set of sub-channels in slots   are also determined for PSSCH transmissions corresponding to the same sidelink grant where j=1, 2,…, , , if provided, is converted from units of msec to units of logical slots, resulting in  according to clause 8.1.7, and  is determined by Clause 8. Here,  is the resource reservation interval indicated by higher layers.
[bookmark: _Toc45810658][bookmark: _Toc60777234]*** Unchanged text is omitted ***
8.1.7	UE procedure for determining the number of logical slots for a reservation period 
A given resource reservation period  in milliseconds is converted to a period  in logical slots as:

where  N is the number of slots that can be used for SL transmission belong to a resource pool as defined in Clause 8within 20 msec of the configured UL-DL configuration.
*** Unchanged text is omitted ***
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