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	Reason for change:
	The agreements related to UL and DL transmission in the case of no intra-cell guard bands have not been captured correctly.

	
	

	Summary of change:
	For an active UL BWP configured with no intra-cell guard band, a UE is allowed to transmit UL transmission only if the UE succeeds LBT for all RB set(s) corresponding to the UL BWP.
For the DL, if gNB transmits DL transmission to a UE configured with DL active BWP where intraCellGuardBandDL-r16 for the corresponding serving cell indicates to the UE that no intra-cell guard-bands are configured, gNB is allowed to transmit DL transmission to the UE only if gNB succeeds LBT for the whole DL BWP.
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	Incorrect gNB and UE operation with no intra-cell guard bands.
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<Unchanged parts are omitted>
[bookmark: _Toc28873156][bookmark: _Toc35593614][bookmark: _Toc44669022][bookmark: _Toc51607171][bookmark: _Toc57990381]4.2.1.0.4	Channel access procedures for UL multi-channel transmission(s)
If a UE 
-	is scheduled to transmit on a set of channels , and if Type 1 channel access procedure is indicated by the UL scheduling grants for the UL transmissions on the set of channels , and if the UL transmissions are scheduled to start transmissions at the same time on all channels in the set of channels  , or
-	intends to perform an uplink transmission on configured resources on the set of channels  with Type 1 channel access procedure, and if UL transmissions are configured to start transmissions on the same time all channels in the set of channels , and 
if the channel frequencies of set of channels  is a subset of one of the sets of channel frequencies defined in clause 5.7.4 in [2]
-	the UE may transmit on channel  using Type 2 channel access procedure as described in clause 4.2.1.2, 
-	if Type 2 channel access procedure is performed on channel immediately before the UE transmission on channel , , and
-	if the UE has accessed channel  using Type 1 channel access procedure as described in clause 4.2.1.1, 
-	where channel  is selected by the UE uniformly randomly from the set of channels  before performing Type 1 channel access procedure on any channel in the set of channels .
-	if a UE is configured without intra-cell guard band(s) on a UL bandwidthpart as described in clause 7 in [8], the UE may not transmit on a channel  within the bandwidth of the carrier, if the UE fails to access any of the channels of the UL bandwidthpart.
-	otherwise, the UE may not transmit on channel  within the bandwidth of a carrier, if the UE fails to access any of the channels, of the carrier bandwidth, on which the UE is scheduled or configured by UL resources.

<Unchanged parts are omitted>
[bookmark: _Toc524694433][bookmark: _Toc28873143][bookmark: _Toc35593601][bookmark: _Toc44669009][bookmark: _Toc51607158][bookmark: _Toc57990368]4.1.6.1	Type A multi-channel access procedures
An eNB/gNB shall perform channel access on each channel , according to the procedures described in clause 4.1.1, where  is a set of channels on which the eNB/gNB intends to transmit, and , and  is the number of channels on which the eNB/gNB intends to transmit.
The counter  described in clause 4.1.1 is determined for each channel  and is denoted as .  is maintained according to clause 4.1.6.1.1 or 4.1.6.1.2.
If a gNB configures a carrier without intra-cell guard bands as described in clause 7 in [8], the gNB may not transmit on channel  within the bandwidth of the carrier, if the gNB fails to access any of the channels of the carrier bandwidth.








<Unchanged parts are omitted>
[bookmark: _Toc524694436][bookmark: _Toc28873146][bookmark: _Toc35593604][bookmark: _Toc44669012][bookmark: _Toc51607161][bookmark: _Toc57990371]4.1.6.2	Type B multi-channel access procedure 
A channel  is selected by the eNB/gNB as follows:
-	the eNB/gNB selects  by uniformly randomly choosing  from  before each transmission on multiple channels , or
-	the eNB/gNB selects  no more frequently than once every 1 second,
where  is a set of channels on which the eNB/gNB intends to transmit, , and  is the number of channels on which the eNB intends to transmit. 
To transmit on channel 
-	the eNB/gNB shall perform channel access on channel  according to the procedures described in clause 4.1.1 with the modifications described in clause 4.1.6.2.1 or 4.1.6.2.2.
To transmit on channel , 
-	for each channel , the eNB/gNB shall sense the channel  for at least a sensing interval  immediately before the transmitting on channel , and the eNB/gNB may transmit on carrier  immediately after sensing the channel  to be idle for at least the sensing interval . The channel  is considered to be idle for  if the channel is sensed to be idle during all the time durations in which such idle sensing is performed on the channel  in given interval .
The eNB/gNB shall not transmit a transmission on a channel , , for a period exceeding  as given in Table 4.1.1-1, where the value of  is determined using the channel access parameters used for channel .
For the procedures in this clause, the channel frequencies of the set of channels  selected by gNB, is a subset of one of the sets of channel frequencies defined in [6]. 
If a gNB configures a carrier without intra-cell guard band(s) as described in clause 7 in [8], the gNB may not transmit on channel  within the bandwidth of the carrier, if the gNB fails to access any of the channels of the carrier bandwidth.

<Unchanged parts are omitted>

