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Motivation
 The following are agreements on TBoMS from #104-e [1] 
[bookmark: _Hlk63096048]Agreement:
· Consider one or two of the following options as starting points to design time domain resource determination of TBoMS
· PUSCH repetition type A like TDRA, i.e., the number of allocated symbols is the same in each slot.
· PUSCH repetition type B like TDRA, i.e., the number of allocated symbols in each slot can be different.

Agreement:
· The same number of PRBs per symbol is allocated across slots for TBoMS transmission.

Agreements:
· Consecutive physical slots for UL transmission can be used for TBoMS for unpaired spectrum 
· To resolve in RAN1#104b-e whether to support non-consecutive physical slots for UL transmission for TBoMS for unpaired spectrum 
· Consecutive physical slots for UL transmission can be used for TBoMS for paired spectrum and the SUL band 
· FFS if non-consecutive physical slots for UL transmission are also supported for paired spectrum and the SUL band.

Agreements:
For TBoMS, the maximum supported TBS should not exceed legacy maximum supported TBS in Rel-15/16, for the same number of layers. 
· FFS: Details and further constraints on the applicability of TBoMS.

Agreements:
One or two of the following approaches will be considered as a starting point to decide how NInfo for TBoMS is calculated (aiming for down selection in RAN1 #104-bis-e):
· Approach 1: Based on all REs determined across the symbols or slots (FFS whether symbols or slots are used) over which the TBoMS transmission is allocated
· Approach 2: Based on the number of REs determined in the first L symbols over which the TBoMS transmission is allocated, scaled by K≥1.
· FFS: the definition of K
Note: L is the number of symbols determined using the SLIV of PUSCH indicated via TDRA
FFS: impacts and further details if repetitions of TBoMS is supported.
FFS: whether the symbols over which the TBoMS transmission is allocated are the same or can be different from the symbols over which the TBoMS transmission is performed, and details on how to handle such scenarios.
Agreements:
One or two of the following options will be considered (aiming for down-selection in RAN1#104b-e) to calculate NohPRB for TBoMS:
· Option 1: NohPRB is assumed to be the same for all the slots over which the TBoMS transmission is allocated and can be configured by xOverhead as in Rel-15/16.
· Option 2: NohPRB is calculated depending on both xOverhead and the number of symbols or slots (FFS whether symbol or slot are used) over which the TBoMS transmission is allocated.
· FFS: if either the number of symbols or the number of slots is used. 
· FFS: if xOverhead is separately configured from the one in Rel-15/16.
FFS: impacts and further details if repetitions of TBoMS is supported.
FFS: whether the symbols allocated over which the TBoMS transmission is allocated are the same or can be different from the symbols over which the TBoMS transmission is performed.
In this contribution, we discuss the pending aspects of TBoMS as raised in the previous meetings.
On TB processing over multiple slots for PUSCH
The main principle for coverage enhancement should be to design a specification that supports uplink narrowband operation with sustained UE scheduling over multiple slots under low SINR conditions. This could consider TBS size calculation enhancements to support transmissions over multiple UL slots i.e., TB processing over multiple slots. We have shown the benefits of TB processing over multiple slots in our previous contribution [2, 3]. In [3] we presented the BLER performance with the proposed TB processing in the case of both eMBB and VoIP. For both the cases with the proposed TBoMS there is a gain in MPL resulting in the increment of cell radius. The number of slots aggregated can depend on the required data rates. Based on the frame structure informed to the UE by the gNB, the UE may calculate the number of slots for the above TB calculations. 
In this document we discuss about the pending issues on the TBoMS feature. 
Time domain resource allocation over multiple slots
PUSCH repetition type A like TDRA can be used as a starting point for TBoMS. As will be explained later in Section 2.1.3., this method will help to achieve TBoMS with minimal specification impact. Also, TDD is a predominant deployment scenario for 5G NR, we believe TBoMS should be supported across non-contiguous slots, at least for unpaired spectrum. Therefore, PUSCH type-A repetition can be enhanced to support non-contiguous slots for supporting coverage enhancements in Rel-17.
Proposal: Start with PUSCH repetition type A like TDRA, i.e., the number of allocated symbols in each slot is same.
Proposal: Support non-consecutive physical slots for UL transmission for TBoMS for unpaired spectrum.

Proposal: Enhance PUSCH repetition type-A framework to support transmission over non-contiguous slots.

Considering these definitions and proposals, we can define one TBoMS transmission as the transmission over all the slots considered for TBoMS.

Constraints on TBoMS
The TB size is typically calculated using the number of symbols (N_symb), number of PRBs, (N_prb), and the number of slots (N_slots) apart from the MCS. For a cell edge UE, typically lower MCS values will be used. In order to ensure that the legacy maximum supported TB size is not exceeded as per the agreements, a limit on the one of the N_symb, N_prb, or N_slots is required. 

As shown in [2, 3], narrow banding helps in improving cell coverage. The link budget gain comes in the form of reduction in the receiver noise figure in the link budget analysis. A decrease in the frequency domain allocation by a factor of 4 results in a 6dB gain in the effective noise figure. Considering this we believe a restriction on the number of PRBs is quite beneficial.

Proposal: N_prb used for TBoMS should be limited to satisfy the TB constraints.

Calculation of N_info
We propose that N_info is calculated based on the number of REs determined in the first L symbols over which the TBoMS transmission is allocated, and further scaled by K≥1. The exact details are given below. 

Let K be the number of slots that has to be aggregated for the resource allocation for a UE. K is sent to the UE as a variable parameter. Below a systematic procedure to employ the TB processing over multiple slots is explained.
1. For the given time-frequency resources, calculate the TB size for one slot according the Clause 6.1.4.2 in 38.214 as in the existing scenarios. The frequency domain resources are indicated to the UE for 1 slot via the DCI format when the existing DCI format is used and RRC signalling is used to indicate K. When a new DCI format is introduced to indicate K, then also the gNB may continue to indicate the frequency domain resources for 1 slot only. 
2. Next, the transport block size that spans K slots is obtained as,
. 
3. Attach a single CRC to  and transmit over K slots over the same number of frequency resources indicated in step-1.
4. The CRC removal at the receiver is performed after the reception of K slots.
The parameter K can be signalled semi-statically to a coverage limited UE as identified by the base station via RRC signalling or via DCI signalling through a new DCI format dedicated for coverage limited UEs with small payload size which can be decoded even under extreme coverage conditions.  

Proposal: N_info is calculated based on the number of REs determined in the first L symbols over which the TBoMS transmission is allocated, scaled by K≥1, where K is the number of slots over which TBoMS performed.

One pending issue to handle is to decide how to handle slots where there could be a potential collision between PUCCH and the TBoMS transmissions in some future slots. One potential mechanism to handle this is to treat this similar to eMBB-URLLC multiplexing feature that was handled in Rel-15 and Rel-16.
Calculation of N_oh_prb
As per the previous proposals, when the same allocation is assumed and type-A mechanism is used, it is straightforward to assume that the overhead calculation remains same across all slots over which TBoMS is performed. 
Proposal: Same overhead is assumed for all the slots over which TBoMS transmission is performed.
Other issues
The UE may be semi-statically indicated to switch between TBoMS and single slot processing. We do not see any motivation for the UE to switch dynamically between these two transmission methods. 
Proposal: Support semi-static switching between TBoMS and single slot transmission.
If the number of PRBs that are used in TBoMS is not restricted, then the number of slots that are to be aggregated for TBoMS must be restricted to satisfy the TB constraints. This number may be extended beyond the Rel-16 capabilities to maximize the coverage gains. 
Proposal: If N_prb used for TBoMS is not restricted, then a restriction on the number of slots aggregated for TBoMS is required.
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