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1. [bookmark: _Ref5850594]Introduction
[bookmark: _Hlk69109613]This contribution summarizes the following email discussion.

[bookmark: _Hlk69112126][104b-e-NR-UEFeature-MRDCCA-01] Email discussion/approval on UE features for MR-DC/CA enhancement, till 4/15 (Hiroki, DCM)
· Delete “X applies per span in a slot of scheduling CC” in FG 18-5c/d


- 1/7 -


2. Discussion on Rel-16 NR UE features for MR-DC/CA enhancement
FG 18-5c/5d
	18. MR-DC/CA enhancement
	18-5c
	Processing up to X unicast DCI scheduling for DL per scheduled CC
	Processing up to X unicast DCI scheduling for DL per scheduled CC 
· X is based on pair of (scheduling CC SCS, scheduled CC SCS):
· Candidate value(s) of X
· X={1,2,4} for (15,120), (15,60), (30,120) and X={2} for (15,30), (30,60), (60,120 kHz)
· X applies per span in a slot of scheduling CC

	18-5
	Yes
	N/A
	
	Per FS
	N/A
	N/A
	N/A
	This FG is only applicable to the basic PDCCH monitoring capability 3-1

Regarding the interpretation of UE capabilities in case of cross-carrier operation, support of 18-5c is based on the support of this capability for both the band of the scheduled/triggered/indicated cell and the band of the scheduling/triggering/indicating cell
· If reported value of X in FG18-5c is different between the band of the scheduled/triggered/ndicate cell and the band of the scheduling/triggering/indicating cell, the value of X reported for the scheduling/triggering/indicating cell is applied.
	Optional with capability signalling

	18. MR-DC/CA enhancement
	18-5d
	Processing up to X unicast DCI scheduling for UL per scheduled CC
	Processing up to X unicast DCI scheduling for UL per scheduled CC 
· X is based on pair of (scheduling CC SCS, scheduled CC SCS):
· Candidate value(s) of X
· X={1,2,4} for (15,120), (15,60), (30,120) and X={2} for (15,30), (30,60), (60,120 kHz)
· X applies per span in a slot of scheduling CC

	18-5b
	Yes
	N/A
	
	Per FS
	N/A
	N/A
	N/A
	This FG is only applicable to the basic PDCCH monitoring capability 3-1

Regarding the interpretation of UE capabilities in case of cross-carrier operation, support of 18-5d is based on the support of this capability for both the band of the scheduled/triggered/indicated cell and the band of the scheduling/triggering/indicating cell
· If reported value of X in FG18-5d is different between the band of the scheduled/triggered/ndicate cell and the band of the scheduling/triggering/indicating cell, the value of X reported for the scheduling/triggering/indicating cell is applied.
	Optional with capability signalling




Following proposals are made in contributions.
	[1]
	According to the notes of FG 18-5c/d (yellow highlighted parts), they are only applicable to the basic PDCCH monitoring capability 3-1. However, in the components of them, it is clarified that “X applies per span in a slot of scheduling CC”. This seems to contradict with each other because there is no span definition for FG3-1. Thus, we propose to delete “X applies per span in a slot of scheduling CC” in FG 18-5c/d. 

Proposal-2: Delete “X applies per span in a slot of scheduling CC” in FG 18-5c/d.
	18. MR-DC/CA enhancement
	18-5c
	Processing up to X unicast DCI scheduling for DL per scheduled CC
	Processing up to X unicast DCI scheduling for DL per scheduled CC 
· X is based on pair of (scheduling CC SCS, scheduled CC SCS):
· Candidate value(s) of X
X={1,2,4} for (15,120), (15,60), (30,120) and X={2} for (15,30), (30,60), (60,120 kHz)
· X applies per span in a slot of scheduling CC

	18-5
	Yes
	N/A
	
	Per FS
	N/A
	N/A
	N/A
	This FG is only applicable to the basic PDCCH monitoring capability 3-1

Regarding the interpretation of UE capabilities in case of cross-carrier operation, support of 18-5c is based on the support of this capability for both the band of the scheduled/triggered/indicated cell and the band of the scheduling/triggering/indicating cell
· If reported value of X in FG18-5c is different between the band of the scheduled/triggered/indicated cell and the band of the scheduling/triggering/indicating cell, the value of X reported for the scheduling/triggering/indicating cell is applied.
	Optional with capability signalling

	18. MR-DC/CA enhancement
	18-5d
	Processing up to X unicast DCI scheduling for UL per scheduled CC
	Processing up to X unicast DCI scheduling for UL per scheduled CC 
· X is based on pair of (scheduling CC SCS, scheduled CC SCS):
· Candidate value(s) of X
X={1,2,4} for (15,120), (15,60), (30,120) and X={2} for (15,30), (30,60), (60,120 kHz)

· X applies per span in a slot of scheduling CC

	18-5b
	Yes
	N/A
	
	Per FS
	N/A
	N/A
	N/A
	This FG is only applicable to the basic PDCCH monitoring capability 3-1

Regarding the interpretation of UE capabilities in case of cross-carrier operation, support of 18-5d is based on the support of this capability for both the band of the scheduled/triggered/indicated cell and the band of the scheduling/triggering/indicating cell
· If reported value of X in FG18-5d is different between the band of the scheduled/triggered/indicated cell and the band of the scheduling/triggering/indicating cell, the value of X reported for the scheduling/triggering/indicating cell is applied.
	Optional with capability signalling






Based on the above, following proposal can be discussed in RAN1#104bis-e meeting.

FL proposal #1
· Delete “X applies per span in a slot of scheduling CC” in FG 18-5c/d

Companies are encouraged to check above FL proposal and to provide feedback if any in below. If you cannot accept the FL proposals, please put your company name after “Cannot accept the proposals” below and please provide your alternative proposal (in your comment) which could be acceptable to all in your consideration.
	Cannot accept the proposal: 
	Company
	Comment

	ZTE
	Support the FL proposal. The two yellow highlighted parts conflict with each.

	Vivo
	The intention seems reasonable to us. Just a minor comment to the proposal: 
Instead of removing the whole sentence, maybe it is better to just remove the “per span” part, or be revised as “X applies per slot in scheduling CC”?

	Nokia, NSB
	Indeed this is a conflict that needs to be resolved. We think vivo’s revised proposal above is a better solution.

	Apple
	Vivo proposal looks good to us. 

	Qualcomm
	For this lower SCS scheduling higher SCS case, vivo’s proposal is reasonable.

	DOCOMO
	Support the proposal from vivo.

	CATT
	We are supportive to the modification from vivo.

	Moderator (NTT DOCOMO, INC.)
	Thanks for the feedbacks!
It seems clear that vivo’s suggested modification is acceptable to all.
Therefore, the updated FL proposal #1 is provided for final checking.



Updated FL proposal #1
· Modify “X applies per span in a slot of scheduling CC” to “X applies per span in a slot in scheduling CC” in FG 18-5c/d
	18. MR-DC/CA enhancement
	18-5c
	Processing up to X unicast DCI scheduling for DL per scheduled CC
	Processing up to X unicast DCI scheduling for DL per scheduled CC 
· X is based on pair of (scheduling CC SCS, scheduled CC SCS):
· Candidate value(s) of X
· X={1,2,4} for (15,120), (15,60), (30,120) and X={2} for (15,30), (30,60), (60,120 kHz)
· X applies per span in a slot of scheduling CC

	18-5
	Yes
	N/A
	
	Per FS
	N/A
	N/A
	N/A
	This FG is only applicable to the basic PDCCH monitoring capability 3-1

Regarding the interpretation of UE capabilities in case of cross-carrier operation, support of 18-5c is based on the support of this capability for both the band of the scheduled/triggered/indicated cell and the band of the scheduling/triggering/indicating cell
· If reported value of X in FG18-5c is different between the band of the scheduled/triggered/ndicate cell and the band of the scheduling/triggering/indicating cell, the value of X reported for the scheduling/triggering/indicating cell is applied.
	Optional with capability signalling

	18. MR-DC/CA enhancement
	18-5d
	Processing up to X unicast DCI scheduling for UL per scheduled CC
	Processing up to X unicast DCI scheduling for UL per scheduled CC 
· X is based on pair of (scheduling CC SCS, scheduled CC SCS):
· Candidate value(s) of X
· X={1,2,4} for (15,120), (15,60), (30,120) and X={2} for (15,30), (30,60), (60,120 kHz)
· X applies per span in a slot of scheduling CC

	18-5b
	Yes
	N/A
	
	Per FS
	N/A
	N/A
	N/A
	This FG is only applicable to the basic PDCCH monitoring capability 3-1

Regarding the interpretation of UE capabilities in case of cross-carrier operation, support of 18-5d is based on the support of this capability for both the band of the scheduled/triggered/indicated cell and the band of the scheduling/triggering/indicating cell
· If reported value of X in FG18-5d is different between the band of the scheduled/triggered/ndicate cell and the band of the scheduling/triggering/indicating cell, the value of X reported for the scheduling/triggering/indicating cell is applied.
	Optional with capability signalling




Companies are encouraged to check above FL proposal and to provide feedback if any in below. If you cannot accept the FL proposals, please put your company name after “Cannot accept the proposals” below and please provide your alternative proposal (in your comment) which could be acceptable to all in your consideration.
	Cannot accept the proposal: 
	Company
	Comment

	Huawei
	Agree

	Intel
	Agree

	Ericsson
	Agree



Based on the discussion, following agreement was made in GTW session.

Agreement:
· Modify “X applies per span in a slot of scheduling CC” to “X applies per span in a slot in scheduling CC” in FG 18-5c/d


3. Conclusion
Based on the discussion, following agreement was made.

Agreement:
· Modify “X applies per span in a slot of scheduling CC” to “X applies per span in a slot in scheduling CC” in FG 18-5c/d
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