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1. Overall Description:
RAN1 thanks RAN3 for the LS R3-211359 on granularity of the H/S/NA slot configurations for the IAB-DU. Based on RAN1#98bis agreement, CU should provide H/S/NA slot configurations per IAB-DU cell as specified in the HSNA Slot Configuration List IE.
1. From RAN1#98bis: “H/S/NA attributes for the per-cell DU resource configuration are explicitly indicated per-resource type (D/U/F) in each slot.”
[bookmark: _GoBack]Regarding whether CU should provide H/S/NA slot configurations per (IAB-DU cell, collocated IAB-MT’s serving cell) pair or per IAB-DU cell. The quoted RAN1#98 agreement does not explain how CU takes into account the associated MT carrier frequency(ies), it is RAN1 understanding that it is up to implementation for CU to consider the associated MT carrier frequency when providing H/S/NA slot configurations.
1. From RAN1#98: “The H/S/NA attributes for the per-cell DU resource configuration should take into account the associated MT carrier frequency(ies)”
RAN1 response: RAN1 to confirm that CU provides H/S/NA slot configurations per IAB-DU cell. 

2. Actions:
To RAN3
ACTION: RAN1 respectfully requests RAN3 to take the above into account.

3. Date of Next TSG-RAN WG1 Meetings:	
TSG RAN WG1 Meeting #105-e	19 - 25 May 2021	e-meeting
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