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	Reason for change:
	The presence or absence of VRB-to-PRB mapping field in DCI Format 1_2 is determined according to:
VRB-to-PRB mapping – 0 or 1 bit:
-	0 bit if the higher layer parameter vrb-ToPRB-InterleaverDCI-1-2 is not configured;
-	1 bit according to Table 7.3.1.2.2-5 otherwise, only applicable to resource allocation type 1, as defined in Clause 7.3.1.6 of [4, TS 38.211].

It can be seen that with the RRC configurations as follows:
· Resource allocation Type: 0
· vrb-ToPRB-InterleaverDCI-1-2-r16: configured
The VRB-to-PRB mapping field is present in the DCI. 
In contrast, the presence or absence of VRB-to-PRB mapping field in DCI Format 1_1 is determined as follows, and no un-necessary overhead is incurred:
VRB-to-PRB mapping – 0 or 1 bit:
-	0 bit if only resource allocation type 0 is configured or if interleaved VRB-to-PRB mapping is not configured by high layers;
-	1 bit according to Table 7.3.1.2.2-5 otherwise, only applicable to resource allocation type 1, as defined in Clause 7.3.1.6  of [4, TS 38.211].


	
	

	Summary of change:
	Align the condition of VRB-to-PRB mapping’s presence in DCI Format 1_2 as that in DCI Format 1_1.

	
	

	Consequences if not approved:
	DCI size reduction of DCI Format 1_2 is not achieved.
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	Other comments:
	Isolated Impact Analysis:
This CR has isolated impact.  

Inter-operability analysis:
· The changes have no interoperability consequences.
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<Unchanged parts are omitted>
7.3.1.2.3	Format 1_2
….
VRB-to-PRB mapping – 0 or 1 bit:
-	0 bit if only resource allocation type 0 is configured or if the higher layer parameter vrb-ToPRB-InterleaverDCI-1-2 is not configured;
-	1 bit according to Table 7.3.1.2.2-5 otherwise, only applicable to resource allocation type 1, as defined in Clause 7.3.1.6 of [4, TS 38.211].
<Unchanged parts are omitted>
