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1	Overall description
RAN1 would like to thank RAN2 and RAN3 for the LS on DAPS-like solution for service interruption reduction in Rel-17 IAB.
RAN1 discussed whether simultaneous UL transmission can be supported in Rel-17 for IAB. RAN1 understanding is that in Rel-16 simultaneous UL transmission is possible only for DC/CA scenarios with some uplink power control mechanisms, priority rules, and so on. Therefore, the expected RAN1 specification impacts to support simultaneous UL transmission for service interruption may differ according to the details of “DAPS-like” solution including signalling structure, configuration restriction, etc.
Given that even intra-carrier DC has not been within the scope of Rel-17 IAB yet, at this moment RAN1 cannot conclude that simultaneous UL transmission for DAPS-like solution would be possible in Rel-17 especially if the source and target cells utilize the same carrier frequency.
2	Actions
To RAN2 and RAN3
ACTION: 	RAN1 respectfully asks RAN2 and RAN3 to take above information into consideration.
3	Dates of next TSG-RAN WG1 meetings
[bookmark: OLE_LINK55][bookmark: OLE_LINK56][bookmark: OLE_LINK53][bookmark: OLE_LINK54]TSG-RAN WG1#105-e			19 May 2021 - 27 May 2021			 Online

