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<Unchanged parts omitted>
[bookmark: _Toc29673377][bookmark: _Toc36645600][bookmark: _Toc29673236][bookmark: _Toc29674370][bookmark: _Toc45810649][bookmark: _Toc60777225]8.1.2	Resource allocation
In sidelink resource allocation mode 1:
-	for PSSCH and PSCCH transmission, dynamic grant, configured grant type 1 and configured grant type 2 are supported. The configured grant Type 2 sidelink transmission is semi-persistently scheduled by a SL grant in a valid activation DCI according to Clause 10.32A of [6, TS 38.213].
<Unchanged parts omitted>

<Unchanged parts omitted>
8.1.2.1	Resource allocation in time domain
...
In sidelink resource allocation mode 1:
-	For sidelink dynamic grant, the PSSCH transmission is scheduled by a DCI format 3_0. 
-	For sidelink configured grant type 2, the configured grant is activated by a DCI format 3_0. 
-	For sidelink dynamic grant and sidelink configured grant type 2:
-	The "Time gap" field value m of the DCI format 3_0 provides an index m + 1 into a slot offset table. That table is given by higher layer parameter timeGapFirstSidelinkTransmission and the table value at index m + 1 will be referred to as slot offset .
-	The slot of the first sidelink transmission scheduled by the DCI is the first SL slot of the corresponding resource pool that starts not earlier than   where  is starting time of the downlink slot carrying the corresponding DCI,  is the timing advance value and is the slot offset between the slot DCI and the first sidelink transmission scheduled by DCI,  is as defined in 38.211, and t is the SL slot duration.
[bookmark: _GoBack]-	The "Configuration index" field , if provided, in the DCI format 3_0 indicates an index of a configured SL grant provided by high layer.
-	For sidelink configured grant type 1:
-	The slot of the first sidelink transmissions follows the higher layer configuration according to [10, TS 38.321].
<Unchanged parts omitted>


<Unchanged parts omitted>
[bookmark: _Toc60777231][bookmark: _Toc29673383][bookmark: _Toc45810655][bookmark: _Toc29673242][bookmark: _Toc29674376][bookmark: _Toc36645606]8.1.4	UE procedure for determining the subset of resources to be reported to higher layers in PSSCH resource selection in sidelink resource allocation mode 2
In resource allocation mode 2, the higher layer can request the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission. To trigger this procedure, in slot n, the higher layer provides the following parameters for this PSSCH/PSCCH transmission:
-	the resource pool from which the resources are to be reported;
-	L1 priority, ;
-	the remaining packet delay budget;
-	the number of sub-channels to be used for the PSSCH/PSCCH transmission in a slot, ;
-	optionally, the resource reservation interval, , in units of msec. 
-	if the higher layer requests the UE to determine a subset of resources from which the higher layer will select resources for PSSCH/PSCCH transmission as part of re-evaluation or pre-emption procedure, the higher layer provides a set of resources which may be subject to re-evaluation and a set of resources which may be subject to pre-emption.
-	it is up to UE implementation to determine the subset of resources as requested by higher layers before or after the slot  - , where  is the slot with the smallest slot index among and , and  is equal to , where  is defined in slots in Table 8.1.4-2 where  is the SCS configuration of the SL BWP.

The following higher layer parameters affect this procedure:
-	sl-SelectionWindowList: internal parameter  is set to the corresponding value from higher layer parameter sl-SelectionWindowList for the given value of .
-	sl-ThresPSSCH-RSRP-List: this higher layer parameter provides an RSRP threshold for each combination , where  is the value of the priority field in a received SCI format 1-A and  is the priority of the transmission of the UE selecting resources; for a given invocation of this procedure, .
[bookmark: _Hlk26193887]-	sl-RS-ForSensing selects if the UE uses the PSSCH-RSRP or PSCCH-RSRP measurement, as defined in clause 8.4.2.1.
[bookmark: _Hlk26203241]-	sl-ResourceReservePeriodList
[bookmark: _Hlk26192586]-	sl-SensingWindow: internal parameter  is defined as the number of slots corresponding to sl-SensingWindow msec
-	sl-TxPercentageList: internal parameter  for a given  is defined as sl-TxPercentageList () converted from percentage to ratio
-	sl-PreemptionEnable: if sl-PreemptionEnable is provided, and if it is not equal to 'enabled', internal parameter  is set to the higher layer provided parameter sl-PreemptionEnable
The resource reservation interval, , if provided, is converted from units of msec to units of logical slots, resulting in  according to clause 8.1.7.
Notation:
 denotes the set of slots which belongs to the sidelink resource pool and is defined in Clause 8.
The following steps are used:
1)	A candidate single-slot resource for transmission  is defined as a set of  contiguous sub-channels with sub-channel x+j in slot  where . The UE shall assume that any set of  contiguous sub-channels included in the corresponding resource pool within the time interval  correspond to one candidate single-slot resource, where 
-	selection of  is up to UE implementation under   , where  is defined in slots in Table 8.1.4-2 where  is the SCS configuration of the SL BWP; 
[bookmark: _Hlk26190437]-	if  is shorter than the remaining packet delay budget (in slots) then is up to UE implementation subject to    remaining packet budget (in slots); otherwise is set to the remaining packet delay budget (in slots).
The total number of candidate single-slot resources is denoted by .
2)	The sensing window is defined by the range of slots [) where  is defined above and  is defined in slots in Table 8.1.4-1 where  is the SCS configuration of the SL BWP. The UE shall monitor slots which belongs to a sidelink resource pool within the sensing window except for those in which its own transmissions occur. The UE shall perform the behaviour in the following steps based on PSCCH decoded and RSRP measured in these slots.
3)	The internal parameter  is set to the corresponding value of RSRP threshold indicated by the i-th field in sl-ThresPSSCH-RSRP-List, where .
<Unchanged parts omitted>
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