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Introduction
In this contribution, we provide the endorsed editorial TPs for 104bis-e-NR-eMIMO-02.
38.211
	Reason for change:
	There is a typo in the formula of the intermediate quanlity  mapping to physical resources for PUSCH DMRS in sub-section 6.4.1.1.3 in TS 38.211. The range of the j in the intermediate quanlity  of PUSCH DMRS should be 0 to ν-1, but not be 0 to p-1.

	T
	

	Summary of change:
	To correct the maximum value of the j from ρ-1 to ν-1 for the intermediate quanlity  in the formulation of DMRS port mapping in 6.4.1.1.3 of TS 38.211.

	
	

	Consequences if not approved:
	It may lead to a wrong mapping from the intermediate quanlity  to physical resources when ρ≠ν.



[bookmark: _Toc19796453][bookmark: _Toc26459679][bookmark: _Toc29230329][bookmark: _Toc36026588][bookmark: _Toc45107427][bookmark: _Toc51774096]6.4.1.1.3	Precoding and mapping to physical resources 

< Unchanged parts are omitted >

The sequence  shall be mapped to the intermediate quantity  according to 
-	if transform precoding is not enabled, 


-	if transform precoding is enabled




where , , and  are given by Tables 6.4.1.1.3-1 and 6.4.1.1.3-2 and the configuration type is given by the higher-layer parameter DMRS-UplinkConfig, and both  and  correspond to . The intermediate quantity  if Δ corresponds to any other antenna ports than. 
The intermediate quantity  shall be precoded, multiplied with the amplitude scaling factor [image: ] in order to conform to the transmit power specified in [6, TS 38.214], and mapped to physical resources according to
	
where 
-	the precoding matrix  is given by clause 6.3.1.5, 

-	the set of antenna ports  is given by clause 6.3.1.5, and
-	the set of antenna ports [image: ] is given by [6, TS 38.214];
and the following conditions are fulfilled:
-	the resource elements  are within the common resource blocks allocated for PUSCH transmission.
The reference point for  is 
-	subcarrier 0 in common resource block 0 if transform precoding is not enabled, and
-	subcarrier 0 of the lowest-numbered resource block of the scheduled PUSCH allocation if transform precoding is enabled.

The reference point for  and the position  of the first DM-RS symbol depends on the mapping type:
-	for PUSCH mapping type A: 

-	 is defined relative to the start of the slot if frequency hopping is disabled and relative to the start of each hop in case frequency hopping is enabled

-	 is given by the higher-layer parameter dmrs-TypeA-Position
-	for PUSCH mapping type B: 

-	 is defined relative to the start of the scheduled PUSCH resources if frequency hopping is disabled and relative to the start of each hop in case frequency hopping is enabled

-	 

The position(s) of the DM-RS symbols is given by  and duration  where
-	 is the duration between the first OFDM symbol of the slot and the last OFDM symbol of the scheduled PUSCH resources in the slot for PUSCH mapping type A according to Tables 6.4.1.1.3-3 and 6.4.1.1.3-4 if intra-slot frequency hopping is not used, or 
-	 is the duration of scheduled PUSCH resources for PUSCH mapping type B according to Tables 6.4.1.1.3-3 and 6.4.1.1.3-4 if intra-slot frequency hopping is not used, or
-	 is the duration per hop according to Table 6.4.1.1.3-6 if intra-slot frequency hopping is used. 
-	if the higher-layer parameter maxLength in DMRS-UplinkConfig is not configured, or for a msgA transmission msgA-MaxLength in msgA-DMRS-Config is not configured, the tables shall be used according to single-symbol DM-RS
-	if the higher-layer parameter maxLength in DMRS-UplinkConfig is equal to 'len2', the associated DCI or configured grant configuration determines whether single-symbol or double-symbol DM-RS shall be used
-	if the higher-layer parameter msgA-MaxLength in msgA-DMRS-Config is equal to 'len2', double-symbol DM-RS shall be used
-	if the higher-layer parameter dmrs-AdditionalPosition is not set to 'pos0' and intra-slot frequency hopping is enabled according to clause 7.3.1.1.2 in [4, TS 38.212] and by higher layer, Tables 6.4.1.1.3-6 shall be used assuming dmrs-AdditionalPosition is equal to 'pos1' for each hop.
For PUSCH mapping type A, 
-	the case dmrs-AdditionalPosition equal to 'pos3' is only supported when dmrs-TypeA-Position is equal to 'pos2';
-	 symbols in Table 6.4.1.1.3-4 is only applicable when dmrs-TypeA-Position is equal to 'pos2'.
For msgA transmitted using PUSCH mapping type A, 
-	the case msgA-DMRS-AdditionalPosition equal to 'pos3' is only supported when dmrs-TypeA-Position is equal to 'pos2';
-	'dmrs-AdditionalPosition' in Tables Tables 6.4.1.1.3-3 to 6.4.1.1.3-6 shall be replaced by msgA-DMRS-AdditionalPosition;
-	only PUSCH DM-RS configuration type 1 is supported.
For msgA transmitted using PUSCH mapping type B, 
-	'dmrs-AdditionalPosition' in Tables 6.4.1.1.3-3 to 6.4.1.1.3-6 shall be replaced by msgA-DMRS-AdditionalPosition;
-	only PUSCH DM-RS configuration type 1 is supported.

< Unchanged parts are omitted >

38.213
	Reason for change:
	In section 7.1.1, the indentation is not correct.
In section 7.2.1 of TS38.213, there is a typo “with with”.


	
	

	Summary of change:
	In section 7.1.1, change the indentation.
In section 7.2.1 of TS 38.213, delete the redundant word “with”.


	
	

	Consequences if not approved:
	The spec is not precise.




[bookmark: _Ref500774487][bookmark: _Toc12021446][bookmark: _Toc20311558][bookmark: _Toc26719383][bookmark: _Toc29894814][bookmark: _Toc29899113][bookmark: _Toc29899531][bookmark: _Toc29917268][bookmark: _Toc36498142][bookmark: _Toc45699168][bookmark: _Toc60601285][bookmark: _Ref497117847][bookmark: _Toc12021448][bookmark: _Toc20311560][bookmark: _Toc26719385][bookmark: _Toc29894816][bookmark: _Toc29899115][bookmark: _Toc29899533][bookmark: _Toc29917270][bookmark: _Toc36498144][bookmark: _Toc45699170][bookmark: _Toc60601287]7.1.1	UE behaviour
<unrelated part omitted>
-	For a PUSCH transmission configured by ConfiguredGrantConfig that does not include rrc-ConfiguredUplinkGrant, the UE determines a RS resource index [image: ] from a value of PUSCH-PathlossReferenceRS-Id that is mapped to a SRI field value in a DCI format activating the PUSCH transmission. If the DCI format activating the PUSCH transmission does not include an SRI field, the UE determines a RS resource index [image: ] with a respective PUSCH-PathlossReferenceRS-Id value being equal to zero where the RS resource is either on serving cell [image: ] or, if provided, on a serving cell indicated by a value of pathlossReferenceLinking
-	If the UE is provided enablePL-RS-UpdateForPUSCH-SRS, a mapping between sri-PUSCH-PowerControlId and PUSCH-PathlossReferenceRS-Id values can be updated by a MAC CE as described in [11, TS38.321]

-	For a PUSCH transmission scheduled by a DCI format that does not include an SRI field, or for a PUSCH transmission configured by ConfiguredGrantConfig and activated, as described in Clause 10.2, by a DCI format that does not include an SRI field, a RS resource index  is determined from the PUSCH-PathlossReferenceRS-Id mapped to sri-PUSCH-PowerControlId = 0
<unrelated part omitted>
7.2.1	UE behaviour
<unrelated part omitted>
-	If the UE
-	is not provided pathlossReferenceRSs, and
-	is not provided PUCCH-SpatialRelationInfo, and
-	is provided enableDefaultBeamPL-ForPUCCH, and 
-	is not provided coresetPoolIndex value of 1 for any CORESET, or is provided coresetPoolIndex value of 1 for all CORESETs, in ControlResourceSet and no codepoint of a TCI field, if any, in a DCI format of any search space set maps to two TCI states [5, TS 38.212] 
	the UE determines a RS resource index  providing a periodic RS resource configured with with qcl-Type set to 'typeD' in the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP of the primary cell. For a PUCCH transmission over multiple slots, a same  applies to the PUCCH transmission in each of the multiple slots.
<unrelated part omitted>

38.214
	Reason for change:
	There is one additional word “is” in section 5.2.1.6.
The name of RRC parameter enableDefaultBeamPL-ForPUSCH0 is not aligned with what is defined in 38.331


	
	

	Summary of change:
	Remove the additional word “is” in section 5.2.1.6.
Change enableDefaultBeamPL-ForPUSCH0 into enableDefaultBeamPL-ForPUSCH0-0


	
	

	Consequences if not approved:
	RRC parameter name is not correct.




[bookmark: _Toc11352119][bookmark: _Toc20318009][bookmark: _Toc27299907][bookmark: _Toc29673176][bookmark: _Toc29673317][bookmark: _Toc29674310][bookmark: _Toc36645540][bookmark: _Toc45810585][bookmark: _Toc67304439]5.2.1.6	CSI processing criteria
< Unchanged parts are omitted >
For a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity set to 'none' and CSI-RS-ResourceSet with higher layer parameter trs-Info is not configured, the CPU(s) are occupied for a number of OFDM symbols as follows:
-	A semi-persistent CSI report (excluding an initial semi-persistent CSI report on PUSCH after the PDCCH triggering the report) occupies CPU(s) from the first symbol of the earliest one of each transmission occasion of periodic or semi-persistent CSI-RS/SSB resource for channel measurement for L1-RSRP computation, until  symbols after the last symbol of the latest one of the CSI-RS/SSB resource for channel measurement for L1-RSRP computation in each transmission occasion.
-	An aperiodic CSI report occupies CPU(s) from the first symbol after the PDCCH triggering the CSI report until the last symbol between  symbols after the first symbol after the PDCCH triggering the CSI report and  symbols after the last symbol of the latest one of each CSI-RS/SSB resource for channel measurement for L1-RSRP computation.
< Unchanged parts are omitted >


6.1 UE procedure for transmitting the physical uplink shared channel
< Unchanged parts are omitted >
For PUSCH scheduled by DCI format 0_0 on a cell and if the higher layer parameter enableDefaultBeamPL-ForPUSCH0-0 is set 'enabled', the UE is not configured with PUCCH resources on the active UL BWP and the UE is in RRC connected mode, the UE shall transmit PUSCH according to the spatial relation, if applicable, with a reference to the RS configured with qcl-Type set to 'typeD' corresponding to the QCL assumption of the CORESET with the lowest ID on the active DL BWP of the cell. 

For PUSCH scheduled by DCI format 0_0 on a cell and if the higher layer parameter enableDefaultBeamPL-ForPUSCH0-0 is set 'enabled', the UE is configured with PUCCH resources on the active UL BWP where all the PUCCH resource(s) are not configured with any spatial relation and the UE is in RRC connected mode, the UE shall transmit PUSCH according to the spatial relation, if applicable, with a reference to the RS configured with qcl-Type set to 'typeD' corresponding to the QCL assumption of the CORESET with the lowest ID on the active DL BWP of the cell in case CORESET(s) are configured on the cell.
< Unchanged parts are omitted >
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