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	Reason for change:
	For NR DL PRS resource configruation, the DL PRS resource periodicity can takes values slots and higher layer parameter dl-prs-MutingBitRepetitionFactor of consecutive instances of a DL PRS resource set can take values of {1, 2, 4, 8}. However, the specification does not specify any limitation on the configruation of DL PRS resource periodcity and dl-prs-MutingBitRepetitionFactor. Some combination of those two parameters would result in SFN ambiguity  

	
	

	Summary of change:
	In section 5.1.6.5 of TS 38.214, specify that the product of  and dl-prs-MutingBitRepetitionFactor  shall not be more than .
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	The configuration of DL PRS resouce would cause SFN ambiguity
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[bookmark: _Toc29673158][bookmark: _Toc29673299][bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc45810567][bookmark: _Toc60777143]5.1.6.5	PRS reception procedure
<Unchanged parts are omitted>
A DL PRS resource set is configured by NR-DL-PRS-ResourceSet, consists of one or more DL PRS resources and it is defined by:
-	nr-DL-PRS-ResourceSetID defines the identity of the DL PRS resource set configuration. 
[bookmark: _Hlk39646216]-	dl-PRS-Periodicity-and-ResourceSetSlotOffset defines the DL PRS resource periodicity and takes values slots, where for dl-PRS-SubcarrierSpacing=15, 30, 60 and 120 kHz respectively and the slot offset for DL PRS resource set with respect to SFN0 slot 0. All the DL PRS resources within one DL PRS resource set are configured with the same DL PRS resource periodicity. The UE does not expect that the product of  and higher layer parameter dl-prs-MutingBitRepetitionFactor exceeds , where for dl-PRS-SubcarrierSpacing=15, 30, 60 and 120 kHz respectively.
<Unchanged parts are omitted>
