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	Reason for change:
	The current specification has defined the UE behaviour for measurement restrictions for L1-RSRP and CSI in 5.2 of TS 38.214. For higher layer parameters timeRestrictionForChannelMeasurements and timeRestrictionForInterferenceMeasurements, there is a conflict between the configurations of two parameters in TS 38.214 and in TS 38.331. Specifically,
· In 38.214, the higher layer parameters timeRestrictionForChannelMeasurements and timeRestrictionForInterferenceMeasurements are interpreted optionally, i.e. “if a UE is not configured”.  The measurement restriction for L1-RSRP is defined according to whether the parameter timeRestrictionForChannelMeasurements exist or not. The measurement restriction for CSI is defined according to whether the parameters timeRestrictionForChannelMeasurements and timeRestrictionForInterferenceMeasurements exist or not.
· On the other hand, in 38.331, the higher layer parameters timeRestrictionForChannelMeasurements and timeRestrictionForInterferenceMeasurements are mandatory as following. The candidate values of two parameters are ‘configured’ and ‘notConfigured’.
    timeRestrictionForChannelMeasurements           ENUMERATED {configured, notConfigured},
    timeRestrictionForInterferenceMeasurements      ENUMERATED {configured, notConfigured},
    codebookConfig                                  CodebookConfig                                              OPTIONAL,   -- Need R

If the measurement restrictions according to the description in 38.214 and timeRestrictionForChannelMeasurements or timeRestrictionForInterferenceMeasurements is configured as “notConfigured” by gNB, it can be still interpreted by UE that related time restriction on channel or interference measurement is enabled (based on specification of 38.214), although the gNB true intention is to disable channel filtering over L1-RSRP or CSI. 


	
	

	Summary of change:
	The description in 38.214 on UE behaviors for measurement restrictions for L1-RSRP and CQI shall correspond to configured value of related higher layer parameters timeRestrictionForChannelMeasurements and timeRestrictionForInterferenceMeasurements, rather than the condition that the parameter is configured or not configured.

	
	

	Consequences if not approved:
	Inconsistency between 38.214 and 38.331 may lead to different UE interpretations for enabling/diabling measurement restrictions.
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	5.2.1.4.3 and 5.2.2.1
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	Other comments:
	Isolated impact analysis:
This CR impacts the UE behavior for measurement restrictions for L1-RSRP and CSI. It is expected that UEs have been implemented in accordance to this CR, when configurating higher layer parameters timeRestrictionForChannelMeasurements and timeRestrictionForInterferenceMeasurements.

This CR has no impact on gNB.
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[bookmark: _Toc510018651][bookmark: _Toc510018691]5.2.1.4.3 L1-RSRP Reporting
< Unchanged parts are omitted >
If a UE is not configured with higher layer parameter timeRestrictionForChannelMeasurements in CSI-ReportConfig is set to “notConfigured”, the UE shall derive the channel measurements for computing L1-RSRP value reported in uplink slot n based on only the SS/PBCH or NZP CSI-RS, no later than the CSI reference resource, (defined in TS 38.211[4]) associated with the CSI resource setting.
If a UE is configured with higher layer parameter timeRestrictionForChannelMeasurements in CSI-ReportConfig is set to “Configured”, the UE shall derive the channel measurements for computing L1-RSRP reported in uplink slot n based on only the most recent, no later than the CSI reference resource, occasion of SS/PBCH or NZP CSI-RS (defined in [4, TS 38.211]) associated with the CSI resource setting.
< Unchanged parts are omitted >

5.2.2.1 Channel quality indicator (CQI) 
< Unchanged parts are omitted >
[bookmark: _Hlk494809136]If a UE is not configured with higher layer parameter timeRestrictionForChannelMeasurements is set to “notConfigured”, the UE shall derive the channel measurements for computing CSI value reported in uplink slot n based on only the NZP CSI-RS, no later than the CSI reference resource, (defined in TS 38.211[4]) associated with the CSI resource setting. 
[bookmark: _Hlk512507617]If a UE is configured with higher layer parameter timeRestrictionForChannelMeasurements in CSI-ReportConfig is set to “Configured”, the UE shall derive the channel measurements for computing CSI reported in uplink slot n based on only the most recent, no later than the CSI reference resource, occasion of NZP CSI-RS (defined in [4, TS 38.211]) associated with the CSI resource setting. 
[bookmark: _Hlk498033277]If a UE is not configured with higher layer parameter timeRestrictionForInterferenceMeasurements is set to “notConfigured”, the UE shall derive the interference measurements for computing CSI value reported in uplink slot n based on only the CSI-IM and/or NZP CSI-RS for interference measurement no later than the CSI reference resource associated with the CSI resource setting. 
If a UE is configured with higher layer parameter timeRestrictionForInterferenceMeasurements in CSI-ReportConfig is set to “Configured”, the UE shall derive the interference measurements for computing the CSI value reported in uplink slot n based on the most recent, no later than the CSI reference resource, occasion of CSI-IM and/or NZP CSI-RS for interference measurement (defined in [4, TS 38.211]) associated with the CSI resource setting.
< Unchanged parts are omitted >
