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	Reason for change:
	In TS36.212, 5.1.1.1, 7.2.1, 8 and 8.4 of TS36.213 are the citation for the UL index. However, the UL index related description for BL/CE UE is not found and not needed in 7.2.1, 8 and 8.4 of TS36.213.  Moreover, the UL index description for BL/CE UE can be found in 8.0 of TS36.213 and the corresponding citation is missing.

	 
	

	Summary of change:
	Change the citation for UL index from ‘5.1.1.1, 7.2.1, 8 and 8.4’ to ‘5.1.1.1 and 8.0’.
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5.3.3.1.10	Format 6-0A
<Unchanged parts are omitted>
Otherwise 
-	Modulation and coding scheme – 3 or 4 bits as defined in clause 8.6 of [3] . The 3-bit field applies when the format 6-0A DCI uses sub-PRB resource allocation, otherwise the 4-bit field applies.
-	Repetition number – 2 or 3 bits as defined in clause 8.0 of [3]. The 3-bit field applies when ce-pdsch-puschEnhancement-config is configured by higher layers and the DCI is mapped onto the UE-specific search space given by the C-RNTI as defined in [3], otherwise the 2-bit field applies.
-	HARQ process number – 3 bits. The field is not present if ce-PUSCH-MultiTB-Config is enabled and the DCI is mapped onto the UE-specific search space given by C-RNTI as defined in [3]. 
-	New data indicator – 1 bit. The field is not present if ce-PUSCH-MultiTB-Config is enabled and the DCI is mapped onto the UE-specific search space given by C-RNTI as defined in [3].
-	Redundancy version – 2 bits. The field is not present if ce-PUSCH-MultiTB-Config is enabled and the DCI is mapped onto the UE-specific search space given by C-RNTI as defined in [3].
-	TPC command for scheduled PUSCH – 2 bits as defined in clause 5.1.1.1 of [3]
-	UL index – 2 bits as defined in clauses 5.1.1.1, 7.2.1, 8 and 8.40 of [3] (this field is present only for TDD operation with uplink-downlink configuration 0)
-	Downlink Assignment Index (DAI) – 2 bits as defined in clause 7.3 of [3] (This field is present only for cases with TDD primary cell and either TDD operation with uplink-downlink configurations 1-6 or FDD operation. This field is reserved when the configured maximum repetition number is larger than 1 for MPDCCH, or when the higher layer parameter csi-NumRepetitionCE-r13 indicates more than one subframe)
<Unchanged parts are omitted>
