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	Reason for change:
	There was an agreement made in RAN1#101-e:
A UE is expected to be (pre-)configured with a set sl-ResourceReservePeriod containing value of 0 ms

[bookmark: _GoBack]The purpose of this agreement is to allow UE to set “Resource reservation period” = 0 for aperiodic traffic. However, the agreement is not currently captured in any specification, which means that aperiodic transmission has to provide periodic reservation whenever sl-ResourceReservePeriod does not contain a value = 0 ms.

	
	

	Summary of change:
	Add UE expectation that sl-ResourceReservePeriod contains value of 0 ms.

	
	

	Consequences if not approved:
	Specification does not align to agreements. A periodic reservation is forced even for aperiodic traffic.
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[bookmark: _Toc11324560][bookmark: _Toc29230462][bookmark: _Toc36026721][bookmark: _Toc45107560][bookmark: _Toc51774229][bookmark: _Toc66811385]<Unchanged parts omitted>
[bookmark: _Toc29894886][bookmark: _Toc29899185][bookmark: _Toc29899603][bookmark: _Toc29917339][bookmark: _Toc36498214][bookmark: _Toc45699244][bookmark: _Toc74762983]16.4	UE procedure for transmitting PSCCH 
A UE can be provided a number of symbols in a resource pool, by sl-TimeResourcePSCCH, starting from a second symbol that is available for SL transmissions in a slot, and a number of PRBs in the resource pool, by sl-FreqResourcePSCCH, starting from the lowest PRB of the lowest sub-channel of the associated PSSCH, for a PSCCH transmission with a SCI format 1-A.
A UE that transmits a PSCCH with SCI format 1-A using sidelink resource allocation mode 2 [6, TS 38.214] sets 
-	"Resource reservation period" as an index in sl-ResourceReservePeriodList corresponding to a reservation period provided by higher layers [11, TS 38.321], if the UE is provided sl-MultiReserveResource
-	A UE expects that sl-ResourceReservePeriod contains value of 0 ms.
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