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1	Introduction
For the Rel-16 maintenance, it has been identified [3] that corrections are needed for the UE PDSCH processing time for DCI format 1_2. 
In this contribution, we discuss the issues related to this correction.

2	Correction of UE PDSCH processing time for DCI format 1_2
It has been pointed out that the PDSCH processing time should account for the newly introduced DCI format 1_2 as well, see TS 38.214 Section 5.3. The purpose of providing conditions for dmrs-AdditionalPosition = 'pos0' (i.e., left column of  Table 5.3-1 and Table 5.3-2) is, shorter PDSCH processing time is applied when there is no additional DMRS configured. The shorter processing time should be applicable regardless of PDSCH mapping type or DCI formats to ensure in-order processing of PDSCHs in the UE processing pipeline. That is, the PDSCH processing time is determined semi-statically according to RRC configuration only, and has no dependency on the DCI scheduling. 
When considering DCI format 1_2 as well, this goal can be achieved by simply adding that dmrs-AdditionalPosition = 'pos0' in dmrs-DownlinkForPDSCH-MappingTypeA-DCI-1-2, and dmrs-DownlinkForPDSCH-MappingTypeB-DCI-1-2 if configured. 
When the strict condition is not satisfied, the slower PDSCH processing time is then applied to all PDSCH scheduled by DCI format 1_1 and 1_2. 
There has also been discussion [4] about the PDSCH processing time associated with the fall-back DCI since Rel-15. When receiving DCI format 1_0, the UE shall assume dmrs-AdditionalPosition='pos2' and up to two additional single-symbol DM-RS. This leads to slower PDSCH processing time for DCI format 1_0 always. Since this issue is related to the fall-back DCI (format 1_0) only, it does not affect the corrections for DCI format 1_2. Thus the corrections for DCI format 1_2 can be approved regardless of the status of the discussion on DCI format 1_0.

In summary, we propose the accompanying draft TP to be adopted in TS38.214 v16.6.0.
[bookmark: _Toc71663057]Adopt the accompanying draft CR to correct the UE PDSCH processing time for DCI format 1_2. 
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