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	Reason for change:
	Based on the current specifications, inter-sub-slot multiplexing of low-priority UCIs may occur when sub-slot HARQ-ACK is involved. And this could create ambiguities since the current procedure to determine the final PUCCH resource (for multiplexing) is applied per sub-slot. 

	
	

	Summary of change:
	Clarify that for the multiplexing among overlapping LP PUCCHs, if a UE is provided subslotLengthForPUCCH for the LP PUCCH-Config, UE does not expect that the HARQ-ACK corresponding only to SPS PDSCH(s) and/or SR in one sub-slot is moved to a different sub-slot after multiplexing.

	
	

	Consequences if not approved:
	If inter-sub-slot multiplexing of low-priority UCIs is allowed to happen when sub-slot HARQ-ACK is involved, the procedure to determine the final PUCCH resource for multiplexing would be ambiguous.
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9	UE procedure for reporting control information
< Unchanged parts are omitted >
If a UE is provided one PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH in the PUCCH-Config, the PUCCH resource for any SR configuration with priority index 0 or any CSI report configuration in the PUCCH-Config is within the subslotLengthForPUCCH symbols in the PUCCH-Config
If a UE is provided two PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH in the first PUCCH-Config, the PUCCH resource for any SR configuration with priority index 0 or any CSI report configuration in any PUCCH-Config is within the subslotLengthForPUCCH symbols in the first PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH in the second PUCCH-Config, the PUCCH resource for any SR configuration with priority index 1 in any PUCCH-Config is within the subslotLengthForPUCCH symbols in the second PUCCH-Config
If a UE is provided one or two PUCCH-Config and provided subslotLengthForPUCCH in the PUCCH-Config or in the first PUCCH-Config, respectively, the UE does not expect that at least one of HARQ-ACK of priority index 0 corresponding to PDSCH reception without a corresponding PDCCH or SR of priority index 0 in one sub-slot is moved to a different sub-slot after UE multiplexes UCIs of priority index 0. 
< Unchanged parts are omitted >

