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1 Introduction
In RAN1 specifications TS 38.212[1][2], some precoding information and number of layers configuration tables (Table 7.3.1.1.2-2 and Table 7.3.1.1.2-4) are only available when transform precoder is disabled, while current specifications involve the case when transform precoder is enabled. 
[bookmark: OLE_LINK9][bookmark: OLE_LINK10]And some antenna port configuration tables (Table 7.3.1.1.2-10 and Table 7.3.1.1.2-11) missing value 1.
This contribution proposes to correct the issues for editor’s CR.
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-	Precoding information and number of layers – number of bits determined by the following:
-	0 bits if the higher layer parameter txConfig = nonCodeBook;
-	0 bits for 1 antenna port and if the higher layer parameter txConfig = codebook;
-	4, 5, or 6 bits according to Table 7.3.1.1.2-2 for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, transform precoder is disabled, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRank, and codebookSubset; 
-	4 or 5 bits according to Table 7.3.1.1.2-2A for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission = fullpowerMode1, maxRank=2, transform precoder is disabled, and according to the values of higher layer parameter codebookSubset;
-	4 or 6 bits according to Table 7.3.1.1.2-2B for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission = fullpowerMode1, maxRank=3 or 4, transform precoder is disabled, and according to the values of higher layer parameter codebookSubset;
-	2, 4, or 5 bits according to Table 7.3.1.1.2-3 for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRank, and codebookSubset; 
-	3 or 4 bits according to Table 7.3.1.1.2-3A for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission = fullpowerMode1, maxRank=1, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameter codebookSubset;
-	2 or 4 bits according to Table7.3.1.1.2-4 for 2 antenna ports, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, transform precoder is disabled, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRank and codebookSubset; 
-	2 bits according to Table 7.3.1.1.2-4A for 2 antenna ports, if txConfig = codebook, ul-FullPowerTransmission = fullpowerMode1, transform precoder is disabled, maxRank=2, and codebookSubset=nonCoherent;
-	1 or 3 bits according to Table7.3.1.1.2-5 for 2 antenna ports, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRank and codebookSubset; 
-	2 bits according to Table 7.3.1.1.2-5A for 2 antenna ports, if txConfig = codebook, ul-FullPowerTransmission = fullpowerMode1, maxRank=1, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameter codebookSubset;
<Unchanged part omitted>

Table 7.3.1.1.2-2: Precoding information and number of layers, for 4 antenna ports, if transform precoder is disabled, maxRank = 2 or 3 or 4, and ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower
	Bit field mapped to index
	codebookSubset = fullyAndPartialAndNonCoherent
	Bit field mapped to index
	codebookSubset = partialAndNonCoherent
	Bit field mapped to index
	codebookSubset= nonCoherent

	0
	1 layer: TPMI=0
	0
	1 layer: TPMI=0
	0
	1 layer: TPMI=0

	1
	1 layer: TPMI=1
	1
	1 layer: TPMI=1
	1
	1 layer: TPMI=1

	…
	…
	…
	…
	…
	…

	3
	1 layer: TPMI=3
	3
	1 layer: TPMI=3
	3
	1 layer: TPMI=3

	4
	2 layers: TPMI=0
	4
	2 layers: TPMI=0
	4
	2 layers: TPMI=0

	…
	…
	…
	…
	…
	…

	9
	2 layers: TPMI=5
	9
	2 layers: TPMI=5
	9
	2 layers: TPMI=5

	10
	3 layers: TPMI=0
	10
	3 layers: TPMI=0
	10
	3 layers: TPMI=0

	11
	4 layers: TPMI=0
	11
	4 layers: TPMI=0
	11
	4 layers: TPMI=0

	12
	1 layer: TPMI=4
	12
	1 layer: TPMI=4
	12-15
	reserved

	…
	…
	…
	…
	
	

	19
	1 layer: TPMI=11
	19
	1 layer: TPMI=11
	
	

	20
	2 layers: TPMI=6
	20
	2 layers: TPMI=6
	
	

	…
	…
	…
	…
	
	

	27
	2 layers: TPMI=13
	27
	2 layers: TPMI=13
	
	

	28
	3 layers: TPMI=1
	28
	3 layers: TPMI=1
	
	

	29
	3 layers: TPMI=2
	29
	3 layers: TPMI=2
	
	

	30
	4 layers: TPMI=1
	30
	4 layers: TPMI=1
	
	

	31
	4 layers: TPMI=2
	31
	4 layers: TPMI=2
	
	

	32
	1 layers: TPMI=12
	
	
	
	

	…
	…
	
	
	
	

	47
	1 layers: TPMI=27
	
	
	
	

	48
	2 layers: TPMI=14
	
	
	
	

	…
	…
	
	
	
	

	55
	2 layers: TPMI=21
	
	
	
	

	56
	3 layers: TPMI=3
	
	
	
	

	…
	…
	
	
	
	

	59
	3 layers: TPMI=6
	
	
	
	

	60
	4 layers: TPMI=3
	
	
	
	

	61
	4 layers: TPMI=4
	
	
	
	

	62-63
	reserved
	
	
	
	



[bookmark: _Hlk45184793]Table 7.3.1.1.2-2A: Precoding information and number of layers for 4 antenna ports, if transform precoder is disabled, maxRank = 2, and ul-FullPowerTransmission = fullpowerMode1
	Bit field mapped to index
	codebookSubset = partialAndNonCoherent
	Bit field mapped to index
	codebookSubset= nonCoherent

	0
	1 layer: TPMI=0
	0
	1 layer: TPMI=0

	1
	1 layer: TPMI=1
	1
	1 layer: TPMI=1

	…
	…
	…
	…

	3
	1 layer: TPMI=3
	3
	1 layer: TPMI=3

	4
	2 layers: TPMI=0
	4
	2 layers: TPMI=0

	…
	…
	…
	…

	9
	2 layers: TPMI=5
	9
	2 layers: TPMI=5

	10
	1 layer: TPMI=13
	10
	1 layer: TPMI=13

	11
	2 layer: TPMI=6
	11
	2 layer: TPMI=6

	12
	1 layer: TPMI=4
	12-15
	Reserved

	…
	…
	
	

	20
	1 layer: TPMI=12
	
	

	21
	1 layer: TPMI=14
	
	

	22
	1 layer: TPMI=15
	
	

	23
	2 layers: TPMI=7
	
	

	…
	…
	
	

	29
	2 layers: TPMI=13
	
	

	30-31
	Reserved
	
	



[bookmark: _Hlk45184831]Table 7.3.1.1.2-2B: Precoding information and number of layers for 4 antenna ports, if transform precoder is disabled, maxRank = 3 or 4, and ul-FullPowerTransmission = fullpowerMode1
	Bit field mapped to index
	codebookSubset = partialAndNonCoherent
	Bit field mapped to index
	codebookSubset= nonCoherent

	0
	1 layer: TPMI=0
	0
	1 layer: TPMI=0

	1
	1 layer: TPMI=1
	1
	1 layer: TPMI=1

	…
	…
	…
	…

	3
	1 layer: TPMI=3
	3
	1 layer: TPMI=3

	4
	2 layers: TPMI=0
	4
	2 layers: TPMI=0

	…
	…
	…
	…

	9
	2 layers: TPMI=5
	9
	2 layers: TPMI=5

	10
	3 layers: TPMI=0
	10
	3 layers: TPMI=0

	11
	4 layers: TPMI=0
	11
	4 layers: TPMI=0

	12
	1 layer: TPMI=13
	12
	1 layer: TPMI=13

	13
	2 layer: TPMI=6
	13
	2 layer: TPMI=6

	14
	3 layer: TPMI=1
	14
	3 layer: TPMI=1

	15
	1 layer: TPMI=4
	15
	Reserved

	…
	…
	
	

	23
	1 layer: TPMI=12
	
	

	24
	1 layer: TPMI=14
	
	

	25
	1 layer: TPMI=15
	
	

	26
	2 layers: TPMI=7
	
	

	…
	…
	
	

	32
	2 layers: TPMI=13
	
	

	33
	3 layers: TPMI=2
	
	

	34
	4 layers: TPMI=1
	
	

	35
	4 layers: TPMI=2
	
	

	36-63
	Reserved
	
	



[bookmark: _Hlk45184872][bookmark: _Hlk45184916][bookmark: _Hlk45184949]Table 7.3.1.1.2-3: Precoding information and number of layers for 4 antenna ports, if transform precoder is enabled and ul-FullPowerTransmission is either not configured or configured to fullpowerMode2, or if transform precoder is disabled, maxRank = 1, and ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower
	Bit field mapped to index
	codebookSubset = fullyAndPartialAndNonCoherent
	Bit field mapped to index
	codebookSubset= partialAndNonCoherent
	Bit field mapped to index
	codebookSubset= nonCoherent

	0
	1 layer: TPMI=0
	0
	1 layer: TPMI=0
	0
	1 layer: TPMI=0

	1
	1 layer: TPMI=1
	1
	1 layer: TPMI=1
	1
	1 layer: TPMI=1

	…
	…
	…
	…
	…
	…

	3
	1 layer: TPMI=3
	3
	1 layer: TPMI=3
	3
	1 layer: TPMI=3

	4
	1 layer: TPMI=4
	4
	1 layer: TPMI=4
	
	

	…
	…
	…
	…
	
	

	11
	1 layer: TPMI=11
	11
	1 layer: TPMI=11
	
	

	12
	1 layers: TPMI=12
	12-15
	reserved
	
	

	…
	…
	
	
	
	

	27
	1 layers: TPMI=27
	
	
	
	

	28-31
	reserved
	
	
	
	



[bookmark: _Hlk45185002]Table 7.3.1.1.2-3A: Precoding information and number of layers for 4 antenna ports, if transform precoder is enabled and ul-FullPowerTransmission = fullpowerMode1, or if transform precoder is disabled, maxRank = 1, and ul-FullPowerTransmission = fullpowerMode1
	Bit field mapped to index
	codebookSubset= partialAndNonCoherent
	Bit field mapped to index
	codebookSubset= nonCoherent

	0
	1 layer: TPMI=0
	0
	1 layer: TPMI=0

	1
	1 layer: TPMI=1
	1
	1 layer: TPMI=1

	…
	…
	…
	…

	3
	1 layer: TPMI=3
	3
	1 layer: TPMI=3

	4
	1 layer: TPMI=13
	4
	1 layer: TPMI=13

	5
	1 layer: TPMI=4
	5-7
	Reserved

	…
	…
	
	

	13
		1 layer: TPMI=12
	
	

	14
	1 layer: TPMI=14
	
	

	15
	1 layer: TPMI=15
	
	




Table 7.3.1.1.2-4: Precoding information and number of layers, for 2 antenna ports, if transform precoder is disabled, maxRank = 2, and ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower
	Bit field mapped to index
	codebookSubset = fullyAndPartialAndNonCoherent
	Bit field mapped to index
	codebookSubset = nonCoherent

	0
	1 layer: TPMI=0
	0
	1 layer: TPMI=0

	1
	1 layer: TPMI=1
	1
	1 layer: TPMI=1

	2
	2 layers: TPMI=0
	2
	2 layers: TPMI=0

	3
	1 layer: TPMI=2
	3
	reserved

	4
	1 layer: TPMI=3
	
	

	5
	1 layer: TPMI=4
	
	

	6
	1 layer: TPMI=5
	
	

	7
	2 layers: TPMI=1
	
	

	8
	2 layers: TPMI=2
	
	

	9-15
	reserved
	
	



Table 7.3.1.1.2-4A: Precoding information and number of layers, for 2 antenna ports, if transform precoder is disabled, maxRank = 2, and ul-FullPowerTransmission = fullpowerMode1
	Bit field mapped to index
	codebookSubset= nonCoherent

	0
	1 layer: TPMI=0

	1
	1 layer: TPMI=1

	2
	2 layers: TPMI=0

	3
	1 layer: TPMI=2



<Unchanged part omitted>

Table 7.3.1.1.2-10: Antenna port(s), transform precoder is disabled, dmrs-Type=1, maxLength=1, rank = 3
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)

	0
	2
	0-2

	21-7
	Reserved
	Reserved



Table 7.3.1.1.2-11: Antenna port(s), transform precoder is disabled, dmrs-Type=1, maxLength=1, rank = 4
	Value
	Number of DMRS CDM group(s) without data
	DMRS port(s)

	0
	2
	0-3

	21-7
	Reserved
	Reserved



<Unchanged part omitted>
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-	Precoding information and number of layers – number of bits determined by the following: 
-	0 bits if the higher layer parameter txConfig = nonCodeBook;
-	0 bits for 1 antenna port and if the higher layer parameter txConfig = codebook;
-	4, 5, or 6 bits according to Table 7.3.1.1.2-2 for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, transform precoder is disabled, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRankDCI-0-2, and codebookSubsetDCI-0-2;
-	4 or 5 bits according to Table 7.3.1.1.2-2A for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, the values of higher layer parameters maxRankDCI-0-2=2, transform precoder is disabled, and according to the value of higher layer parameter codebookSubsetDCI-0-2;
-	4 or 6 bits according to Table 7.3.1.1.2-2B for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, the values of higher layer parameters maxRankDCI-0-2=3 or 4, transform precoder is disabled, and according to the value of higher layer parameter codebookSubsetDCI-0-2;
-	2, 4, or 5 bits according to Table 7.3.1.1.2-3 for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRankDCI-0-2 and codebookSubsetDCI-0-2;
-	3 or 4 bits according to Table 7.3.1.1.2-3A for 4 antenna ports, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, maxRankDCI-0-2=1, and according to whether transform precoder is enabled or disabled, and the value of higher layer parameter codebookSubsetDCI-0-2;
-	2 or 4 bits according to Table7.3.1.1.2-4 for 2 antenna ports, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, transform precoder is disabled,  and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRankDCI-0-2 and codebookSubsetDCI-0-2;
-	2 bits according to Table 7.3.1.1.2-4A for 2 antenna ports, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, transform precoder is disabled, the maxRankDCI-0-2=2, and codebookSubsetDCI-0-2=nonCoherent;
-	1 or 3 bits according to Table7.3.1.1.2-5 for 2 antenna ports, if txConfig = codebook, ul-FullPowerTransmission is not configured or configured to fullpowerMode2 or configured to fullpower, and according to whether transform precoder is enabled or disabled, and the values of higher layer parameters maxRankDCI-0-2 and codebookSubsetDCI-0-2;
-	2 bits according to Table 7.3.1.1.2-5A for 2 antenna ports, if txConfig = codebook, ul-FullPowerTransmission =fullpowerMode1, maxRankDCI-0-2=1, and according to whether transform precoder is enabled or disabled, and the value of higher layer parameter codebookSubsetDCI-0-2.

<Unchanged part omitted>
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