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[bookmark: _Toc29230465][bookmark: _Toc36026724][bookmark: _Toc45107563][bookmark: _Toc51774232][bookmark: _Toc74660572][bookmark: _Hlk26444540]8.4.1.2.2	Mapping to physical resources
The UE shall transmit phase-tracking reference signals only in the resource blocks used for the PSSCH, and only if the procedure in [6, TS 38.214] indicates that phase-tracking reference signals are being used.
The PSSCH PT-RS shall be mapped to resource elements according to
	

when all the following conditions are fulfilled
-	 is within the OFDM symbols allocated for the PSSCH transmission;
-	resource element  is not used for PSCCH, nor DM-RS associated with PSSCH;
-	 and  correspond to 
The precoding matrix  is given by clause 8.3.1.4. 
The set of time indices  defined relative to the start of the PSSCH allocation is defined by
1. set and 
2. if any symbol in the interval  overlaps with a symbol used for DM-RS according to clause 8.4.1.1.2
-	set 
-	set  to the symbol index of the DM-RS symbol
-	repeat from step 2 as long as  is inside the PSSCH allocation
3. add  to the set of time indices for PT-RS
4. increment  by one
5. repeat from step 2 above as long as  is inside the PSSCH allocation
where  is given by clause 8.4.3 of [6, TS 38.214].
For the purpose of PT-RS mapping, the resource blocks allocated for PSSCH transmission are numbered from 0 to  from the lowest scheduled resource block to the highest. The corresponding subcarriers in this set of resource blocks are numbered in increasing order starting from the lowest frequency from 0 to . The subcarriers to which the PT-RS shall be mapped are given by

where
-	
-	 is given by Table 8.4.1.2.2-1 for the DM-RS port associated with the PT-RS port according to clause 8.2.34 in [6, TS 38.214]. 
-	 is the number of resource blocks scheduled;
-	 is given by [6, TS 38.214];
-	 where the quantity  equals the decimal representation of CRC on the PSCCH associated with the PSSCH according to  with  and  given by clause 7.3.2 in [4, TS 38.212].
PSSCH PT-RS shall not be mapped to resource elements containing PSCCH or PSCCH DMRS by puncturing PSSCH PT-RS.
A UE is not expected to receive sidelink CSI-RS and PSSCH PT-RS on the same resource elements.

Table 8.4.1.2.2-1: The parameter  .
	DM-RS antenna port
	

	
	resourceElementOffset

	
	offset00
	offset01
	offset10
	offset11

	0
	0
	2
	6
	8

	1
	2
	4
	8
	10



*** Unchanged text is omitted ***
[bookmark: _Toc11324572][bookmark: _Toc29230474][bookmark: _Toc36026733][bookmark: _Toc45107572][bookmark: _Toc51774241][bookmark: _Toc74660581]8.4.1.5.2	Sequence generation
The sequence  shall be generated according to

where the pseudo-random sequence  is defined in clause 5.2.1. The pseudo-random sequence generator shall be initialised with

at the start of each OFDM symbol where  is the slot number within a radio frame,  is the OFDM symbol number within a slot, and  where the quantity  equals the decimal representation of CRC for the sidelink control information mapped to the PSCCH associated with the CSI-RS according to  with  and  given by clause 7.3.2 in [4, TS 38.212].
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