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	Reason for change:
	1) When UE is configured with NR-DC and is provided both monitoringCapabilityConfig = r15monitoringcapability for at least one downlink cell and monitoringCapabilityConfig = r16monitoringcapability for at least one downlink cell where the UE monitors PDCCH, the current 38.213 text has two issues: 
· It says the UE should determine “a capability” for both Rel-15 monitoring and Rel-16 monitoring. However, TS38.306 only supports a mix of Rel-15 capability and Rel-16 capability, but not a single capability of Rel-15&Rel-16 monitoring.  
· It does not make it clear whether/when the PDCCH monitoring capability determination is made “per slot” or “per span”. 
2) [bookmark: _GoBack]When UE is configured with NR-DC and reports BlindDetectionCA1, the current 38.213 sets the upper-bound of “pdcch-BlindDetection3 for the MCG + pdcch-BlindDetection3 for the SCG” as BlindDetectionCA, instead of BlindDetectionCA1. 

	-
	

	Summary of change:
	1) Clarify the UE determination of “per slot” monitoring capability and “per span” monitoring capability when UE is configured with NR-DC and is provided both monitoringCapabilityConfig = r15monitoringcapability for at least one downlink cell and monitoringCapabilityConfig = r16monitoringcapability for at least one downlink cell where the UE monitors PDCCH. 
2) Change the upper-bound of “pdcch-BlindDetection3 for the MCG + pdcch-BlindDetection3 for the SCG” to pdcch-BlindDetectionCA1 when the UE reports pdcch-BlindDetectionCA1.

	
	

	Consequences if not approved:
	PDCCH monitoring capability determination when UE is configured with NR-DC is ambiguous and incorrect.  
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<unchanged text omitted>
When a UE is configured for NR-DC operation and is provided monitoringCapabilityConfig = r15monitoringcapability for at least one downlink cell and monitoringCapabilityConfig = r16monitoringcapability for at least one downlink cell where the UE monitors PDCCH, the UE determines a capability to monitor a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs per slot that corresponds to
-	 downlink cells for the MCG where  is provided by pdcch-BlindDetection3 for the MCG,
-	 downlink cells for the SCG where  is provided by pdcch-BlindDetection3 for the SCG, and
a capability to monitor a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs per span that corresponds to
-	 downlink cells for the MCG where  is provided by pdcch-BlindDetection2 for the MCG,
-	 downlink cells for the SCG where  is provided by pdcch-BlindDetection2 for the SCG 
When the UE is configured for carrier aggregation operation over more than two downlink cells with at least one downlink cell with monitoringCapabilityConfig = r15monitoringcapability and at least one downlink cell with monitoringCapabilityConfig = r16monitoringcapability, or for a cell group when the UE is configured for NR-DC operation, the UE does not expect to 
-	monitor per slot a number of PDCCH candidates or a number of non-overlapped CCEs that is larger than the maximum number as derived from the corresponding value of , and 
-	monitor per span a number of PDCCH candidates or a number of non-overlapped CCEs that is larger than the maximum number as derived from the corresponding value of  
When a UE is configured for NR-DC operation with a total of  downlink cells on both the MCG and the SCG and the UE is provided monitoringCapabilityConfig = r15monitoringcapability for  downlink cells and monitoringCapabilityConfig = r16monitoringcapability for  downlink cells where the UE monitors PDCCH, the UE expects to be provided pdcch-BlindDetection3 and pdcch-BlindDetection2 for the MCG, and pdcch-BlindDetection3 and pdcch-BlindDetection2 for the SCG with values that satisfy 
-	pdcch-BlindDetection3 for the MCG + pdcch-BlindDetection3 for the SCG <= pdcch-BlindDetectionCA1pdcch-BlindDetectionCA, if the UE reports pdcch-BlindDetectionCA1, or
-	pdcch-BlindDetection3 for the MCG + pdcch-BlindDetection3 for the SCG <= , if the UE does not report pdcch-BlindDetectionCA1
and
-	pdcch-BlindDetection2 for the MCG + pdcch-BlindDetection2 for the SCG <= pdcch-BlindDetectionCA2, if the UE reports pdcch-BlindDetectionCA2, or
-	pdcch-BlindDetection2 for the MCG + pdcch-BlindDetection2 for the SCG <= , if the UE does not report pdcch-BlindDetectionCA2
<unchanged text omitted>



