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Introduction
Regarding SS/PBCH block, a terminology SSB is still used in a few places in TS 38.211 [1][3] and TS 38.214 [2][4]. And regarding S-SS/PSBCH block, a terminology S-SSB is used in a place in TS 38.211 [3]. “SSB” is not used in any other placed and any other RAN1 specifications.
This contribution proposes correction for alignment of terminology for editors’ CR, if available.
TP
[bookmark: _GoBack]TS38.211 [1][3]
[bookmark: _Toc19796491][bookmark: _Toc26459717]7.3.2.2	Control-resource set (CORESET)
A control-resource set consists of  resource blocks in the frequency domain and  symbols in the time domain.

<Unchanged part is omitted>

The UE is not expected to handle configurations resulting in the quantity  not being an integer.
For a CORESET configured by the ControlResourceSet IE: 
-	 is given by the higher-layer parameter frequencyDomainResources;
-	 is given by the higher-layer parameter duration, where  is supported only if the higher-layer parameter dmrs-TypeA-Position equals 3;
-	interleaved or non-interleaved mapping is given by the higher-layer parameter cce-REG-MappingType;
-	 equals 6 for non-interleaved mapping and is given by by the higher-layer parameter reg-BundleSize for interleaved mapping;
-	 is given by the higher-layer parameter interleaverSize;
-	 is given by the higher-layer parameter shiftIndex if provided, otherwise ;
-	for both interleaved and non-interleaved mapping, the UE may assume 
-	the same precoding being used within a REG bundle if the higher-layer parameter precoderGranularity equals sameAsREG-bundle; 
[bookmark: _Hlk498503446]-	the same precoding being used across the all resource-element groups within the set of contiguous resource blocks in the CORESET, and that no resource elements in the CORESET overlap with an SS/PBCH blockSSB or LTE cell-specific reference signals as indicated by the higher-layer parameter lte-CRS-ToMatchAround, if the higher-layer parameter precoderGranularity equals allContiguousRBs.
<Unchanged part is omitted>

[bookmark: _Toc11324433][bookmark: _Toc29230427][bookmark: _Toc36026686][bookmark: _Toc45107525][bookmark: _Toc51774194][bookmark: _Toc74660534]8.2.1	General (Rel-16 only)
The OFDM symbol immediately following the last symbol used for PSSCH, PSFCH, or S-SS/PSBCH blockS-SSB serves as a guard symbol. 
The first OFDM symbol of a PSSCH and its associated PSCCH is duplicated as described in clauses 8.3.1.5 and 8.3.2.3. The first OFDM symbol of a PSFCH is duplicated as described in clause 8.3.4.2.2

TS38.214 [2][4]
[bookmark: _Toc11352109][bookmark: _Toc20317999][bookmark: _Toc27299897][bookmark: _Toc36117407][bookmark: _Toc44515899][bookmark: _Toc74768746]5.2.1.1	Reporting settings
Each Reporting Setting CSI-ReportConfig is associated with a single downlink BWP (indicated by higher layer parameter BWP-Id) given in the associated CSI-ResourceConfig for channel measurement and contains the parameter(s) for one CSI reporting band:codebook configuration including codebook subset restriction, time-domain behavior, frequency granularity for CQI and PMI, measurement restriction configurations, and the CSI-related quantities to be reported by the UE such as the layer indicator (LI), L1-RSRP, CRI, and SSBRI (SS/PBCH blockSSB Resource Indicator).

<Unchanged part is omitted>

[bookmark: _Toc11352110][bookmark: _Toc20318000][bookmark: _Toc27299898][bookmark: _Toc29673165][bookmark: _Toc29673306][bookmark: _Toc29674299][bookmark: _Toc36645529][bookmark: _Toc45810574][bookmark: _Toc75165317]5.2.1.2	Resource settings
<Unchanged part is omitted>

For L1-SINR measurement:
-	When one Resource Setting is configured, the Resource Setting (given by higher layer parameter resourcesForChannelMeasurement) is for channel and interference measurement on NZP CSI-RS for L1-SINR computation. UE may assume that same 1 port NZP CSI-RS resource(s) with density 3 REs/RB is used for both channel and interference measurements. 
-	When two Resource Settings are configured, the first one Resource Setting (given by higher layer parameter resourcesForChannelMeasurement) is for channel measurement on SS/PBCH blockSSB or NZP CSI-RS and the second one (given by either higher layer parameter csi-IM-ResourcesForInterference or higher layer parameter nzp-CSI-RS-ResourcesForInterference) is for interference measurement performed on CSI-IM or on 1 port NZP CSI-RS with density 3 REs/RB, where each SS/PBCH blockSSB or NZP CSI-RS resource for channel measurement is associated with one CSI-IM resource or one NZP CSI-RS resource for interference measurement by the ordering of the SS/PBCH blockSSB or NZP CSI-RS resource for channel measurement and CSI-IM resource or NZP CSI-RS resource for interference measurement in the corresponding resource sets. The number of SS/PBCH blocks SSB(s) or CSI-RS resources for channel measurement equals to the number of CSI-IM resources or the number of NZP CSI-RS resource for interference measurement.

<Unchanged part is omitted>


[bookmark: _Toc11352114][bookmark: _Toc20318004][bookmark: _Toc27299902][bookmark: _Toc36117412][bookmark: _Toc44515904][bookmark: _Toc74768751]5.2.1.4.2	Report Quantity Configurations

<Unchanged part is omitted>

If the UE is configured with a CSI-ReportConfig with the higher layer parameter reportQuantity set to 'cri-RSRP' or 'ssb-Index-RSRP',
-	if the UE is configured with the higher layer parameter groupBasedBeamReporting set to 'disabled', the UE is not required to update measurements for more than 64 CSI-RS and/or SS/PBCH blockSSB resources, and the UE shall report in a single report nrofReportedRS (higher layer configured) different CRI or SS/PBCH blockSSBRI for each report setting. 
-	if the UE is configured with the higher layer parameter groupBasedBeamReporting set to 'enabled', the UE is not required to update measurements for more than 64 CSI-RS and/or SS/PBCH blockSSB resources, and the UE shall report in a single reporting instance two different CRI or SSBRI for each report setting, where CSI-RS and/or SS/PBCH blockSSB resources can be received simultaneously by the UE either with a single spatial domain receive filter, or with multiple simultaneous spatial domain receive filters. 
<The following paragraph is for Rel-16 only>

If the UE is configured with a CSI-ReportConfig with the higher layer parameter reportQuantity set to 'cri-SINR' or 'ssb-Index-SINR', 
-	if the UE is configured with the higher layer parameter groupBasedBeamReporting set to 'disabled', the UE shall report in a single report nrofReportedRS (higher layer configured) different CRI or SSBRI for each report setting.
[bookmark: _Hlk23665484]-	if the UE is configured with the higher layer parameter groupBasedBeamReporting set to 'enabled', the UE shall report in a single reporting instance two different CRI or SSBRI for each report setting, where CSI-RS and/or SS/PBCH blockSSB resources can be received simultaneously by the UE.

<Unchanged part is omitted>

[bookmark: _Toc29673171][bookmark: _Toc29673312][bookmark: _Toc29674305][bookmark: _Toc36645535][bookmark: _Toc45810580][bookmark: _Toc75165323]5.2.1.4.4	L1-SINR Reporting (for Rel-16 only)
For L1-SINR computation, for channel measurement the UE may be configured with NZP CSI-RS resources and/or SS/PBCH Block resources, for interference measurement the UE may be configured with NZP CSI-RS or CSI-IM resources.
-	for channel measurement, the UE may be configured with CSI-RS resource setting with up to 16 resource sets, with a total of up to 64 CSI-RS resources or up to 64 SS/PBCH Block resources.
For L1-SINR reporting, if the higher layer parameter nrofReportedRS in CSI-ReportConfig is configured to be one, the reported L1-SINR value is defined by a 7-bit value in the range [-23, 40] dB with 0.5 dB step size, and if the higher layer parameter nrofReportedRS is configured to be larger than one, or if the higher layer parameter groupBasedBeamReporting is configured as 'enabled', the UE shall use differential L1-SINR based reporting, where the largest measured value of L1-SINR is quantized to a 7-bit value in the range [-23, 40] dB with 0.5 dB step size, and the differential L1-SINR is quantized to a 4-bit value. The differential L1-SINR is computed with 1 dB step size with a reference to the largest measured L1-SINR value which is part of the same L1-SINR reporting instance. When NZP CSI-RS is configured for channel measurement and/or interference measurement, the reported L1-SINR values should not be compensated by the power offset(s) given by higher layer parameter powerControOffsetSS or powerControlOffset. 
When one or two resource settings are configured for L1-SINR measurement
-	If the higher layer parameter timeRestrictionForChannelMeasurements in CSI-ReportConfig is set to 'notConfigured', the UE shall derive the channel measurements for computing L1-SINR reported in uplink slot n based on only the SS/PBCH blockSSB or NZP CSI-RS, no later than the CSI reference resource, (defined in TS 38.211[4]) associated with the CSI resource setting. 
-	If the higher layer parameter timeRestrictionForChannelMeasurements in CSI-ReportConfig is set to 'configured', the UE shall derive the channel measurements for computing L1-SINR reported in uplink slot n based on only the most recent, no later than the CSI reference resource, occasion of SS/PBCH blockSSB or NZP CSI-RS (defined in [4, TS 38.211]) associated with the CSI resource setting. 
<Unchanged part is omitted>

[bookmark: _Toc11352119][bookmark: _Toc20318009][bookmark: _Toc27299907][bookmark: _Toc36117417][bookmark: _Toc44515909][bookmark: _Toc74768756]5.2.1.6	CSI processing criteria
<Unchanged part is omitted>

For a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity not set to 'none', the CPU(s) are occupied for a number of OFDM symbols as follows:
-	A periodic or semi-persistent CSI report (excluding an initial semi-persistent CSI report on PUSCH after the PDCCH triggering the report) occupies CPU(s) from the first symbol of the earliest one of each CSI-RS/CSI-IM/SS/PBCH blockSSB resource for channel or interference measurement, respective latest CSI-RS/CSI-IM/SS/PBCH blockSSB occasion no later than the corresponding CSI reference resource, until the last symbol of the PUSCH/PUCCH carrying the report.
-	An aperiodic CSI report occupies CPU(s) from the first symbol after the PDCCH triggering the CSI report until the last symbol of the PUSCH carrying the report. 
-	An initial semi-persistent CSI report on PUSCH after the PDCCH trigger occupies CPU(s) from the first symbol after the PDCCH until the last symbol of the PUSCH carrying the report.
For a CSI report with CSI-ReportConfig with higher layer parameter reportQuantity set to 'none' and CSI-RS-ResourceSet with higher layer parameter trs-Info is not configured, the CPU(s) are occupied for a number of OFDM symbols as follows:
-	A semi-persistent CSI report (excluding an initial semi-persistent CSI report on PUSCH after the PDCCH triggering the report) occupies CPU(s) from the first symbol of the earliest one of each transmission occasion of periodic or semi-persistent CSI-RS/SS/PBCH blockSSB resource for channel measurement for L1-RSRP computation, until  symbols after the last symbol of the latest one of the CSI-RS/SS/PBCH blockSSB resource for channel measurement for L1-RSRP computation in each transmission occasion.
-	An aperiodic CSI report occupies CPU(s) from the first symbol after the PDCCH triggering the CSI report until the last symbol between  symbols after the first symbol after the PDCCH triggering the CSI report and  symbols after the last symbol of the latest one of each CSI-RS/SS/PBCH blockSSB resource for channel measurement for L1-RSRP computation.
where  are defined in the table 5.4-2.

<Unchanged part is omitted>

[bookmark: _Toc11352131][bookmark: _Toc20318021][bookmark: _Toc27299919][bookmark: _Toc36117429][bookmark: _Toc44515921][bookmark: _Toc74768768]5.2.2.5	CSI reference resource definition
The CSI reference resource for a serving cell is defined as follows:
-	In the frequency domain, the CSI reference resource is defined by the group of downlink physical resource blocks corresponding to the band to which the derived CSI relates.
-	In the time domain, the CSI reference resource for a CSI reporting in uplink slot n' is defined by a single downlink slot n-nCSI_ref,



-	where  and and  are the subcarrier spacing configurations for DL and UL, respectively
-	where for periodic and semi-persistent CSI reporting
-	if a single CSI-RS/SS/PBCH blockSSB resource is configured for channel measurement nCSI_ref is the smallest value greater than or equal to , such that it corresponds to a valid downlink slot, or

-	if multiple CSI-RS/SS/PBCH blockSSB resources are configured for channel measurement nCSI_ref is the smallest value greater than or equal to , such that it corresponds to a valid downlink slot.

-	where for aperiodic CSI reporting, if the UE is indicated by the DCI to report CSI in the same slot as the CSI request, nCSI_ref is such that the reference resource is in the same valid downlink slot as the corresponding CSI request, otherwise nCSI_ref is the smallest value greater than or equal to , such that slot n- nCSI_ref corresponds to a valid downlink slot, where Z' corresponds to the delay requirement as defined in clause 5.4.
-	when periodic or semi-persistent CSI-RS/CSI-IM or SS/PBCH blockSSB is used for channel/interference measurements, the UE is not expected to measure channel/interference on the CSI-RS/CSI-IM/SS/PBCH blockSSB whose last OFDM symbol is received up to Z' symbols before transmission time of the first OFDM symbol of the aperiodic CSI reporting.

<Unchanged part is omitted>
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