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	Reason for change:
	Since sidelink type2 HARQ-ACK codebook with HARQ-ACK for multiple resource pools containing PSFCHs is not supported in R16, the set of PDCCH monitoring occasions used for type2 sidelink codebook determination should be determined based on a single pool bitmap. However, according to the current spec, the set of PDCCH monitoring occasions is determined based on a set of pool bitmaps, which is not correct.
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	Clarify that the set of PDCCH monitoring occasions used for type2 sidelink codebook determination is determined based on a single pool bitmap.
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[bookmark: _Toc45699250][bookmark: _Toc74762989]16.5.2.1	Type-2 HARQ-ACK codebook in physical uplink control channel
A UE determines monitoring occasions for PDCCH with DCI format 3_0 for scheduling PSSCH transmissions with associated PSFCH reception occasions on an active DL BWP of a serving cell , as described in clause 10.1, and for which the UE transmits HARQ-ACK information in a same PUCCH in slot  based on
-	PSFCH-to-HARQ_feedback timing indicator field values, or a value provided by sl-PSFCH-ToPUCCH-CG-Type1, for PUCCH transmission with HARQ-ACK information in slot  in response to PSFCH receptions;
-	time gap field in DCI format 3_0 for scheduling PSSCH transmissions with associated PSFCH receptions;
-	time resource assignment in DCI format 3_0 for scheduling PSSCH transmissions with associated PSFCH receptions;
-	a set of configured sidelink resource pool bitmaps;
-	a value of a period of PSFCH resources provided in sl-PSFCH-Period;
-	a value of a minimum time gap provided in sl-MinTimeGapPSFCH.
The set of PDCCH monitoring occasions for DCI format 3_0 for scheduling PSSCH transmissions with associated PSFCH reception occasions is defined as the PDCCH monitoring occasions in the active DL BWP of the configured serving cell, indexed in ascending order of start time of the associated search space sets. The cardinality of the set of PDCCH monitoring occasions defines a total number  of PDCCH monitoring occasions


