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	Reason for change:
	According to the agreements from the RAN1 #101-e meeting, the UE is required to handle collisions between a high priority configured UL transmission and low priority channels for the listed cases 1-4.

Agreement
At least for handling collision between a high priority configured UL transmission and low priority channels in the following cases, it is up to UE implementation to ensure that the low priority UL transmission is cancelled, at the latest, from the first symbol that is overlapping with the high priority UL transmission:
· Case 1: Collision between a high priority SR PUCCH and any low priority channels 
· Case 2: Collision between a high priority CG-PUSCH and a low priority PUCCH
· Case 3: Collision between a high priority PUCCH carrying only HARQ-ACK corresponding to PDSCH without corresponding PDCCH and any low priority configured uplink transmission.
· Case 4: Collision between a high priority PUSCH carrying SP-CSI, except the first PUSCH after the activation DCI, and a low priority PUCCH

For case 3, for low priority configured uplink transmission, SPS HARQ-ACK with low priority is omitted in the current spec. This CR corrects the specification by including this missing case.


	
	

	Summary of change:
	Add the missing case 3 for UE’s collision handling between a high priority configured UL transmission and low priority channels.

	
	

	Consequences if not approved:
	Specification is not aligned with the agreement. 
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	Other comments:
	Isolated impact analysis:
This CR has isolated impact. It is expected that the gNB and UE have been implemented in accordance to the CR.
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< Unchanged parts are omitted >
If a UE would transmit the following channels, including repetitions if any, that would overlap in time
-	a first PUCCH of larger priority index with SR and a second PUCCH or PUSCH of smaller priority index, or 
-	a configured grant PUSCH of larger priority index and a PUCCH of smaller priority index, or
-	a first PUCCH of larger priority index with HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH and a second PUCCH of smaller priority index with HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH, or a second PUCCH of smaller priority index with SR and/or CSI, or a configured grant PUSCH with smaller priority index, or a PUSCH of smaller priority index with SP-CSI report(s) without a corresponding PDCCH, or
 -	a PUSCH of larger priority index with SP-CSI reports(s) without a corresponding PDCCH and a PUCCH of smaller priority index with SR, or CSI, or HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH, or
-	a configured grant PUSCH of larger priority index and a configured PUSCH of lower priority index on a same serving cell
the UE is expected to cancel a repetition of the PUCCH/PUSCH transmissions of smaller priority index before the first symbol overlapping with the PUCCH/PUSCH transmission of larger priority index if the repetition of the PUCCH/PUSCH transmissions of smaller priority index overlaps in time with the PUCCH/PUSCH transmissions of larger priority index.
< Unchanged parts are omitted >

